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TECHNICAL MEMORANDUM

COMPUTER-AIDED SYSTEM ENGINEERING AND ANALYSIS
PROGRAMMER’'SMANUAL, VERSION 5.0

SECTION 1. INTRODUCTION

The Computer-Aided Systems Engineering and Analysis (CASE/A) modeling package was cre-
ated as a generalized system engineering program. CASE/A isavery versatile and useful analytical tool,
especially suited to the support of environmental control and life support system and active thermal
control system (ECLSS/ATCS) development beginning with the system requirements preliminary
design and proceeding through hardware development, integration, test, and operations. The basic archi-
tecture is very flexible and can be adapted to many other systems engineering problemsin which the
primary forcing functions are individual components. CASE/A can be used to verify component designs,
examine critical operating conditions and parameters, establish system and subsystem performance, and
determine test conditions and perform failure modes and effects analyses.

The CASE/A system has evolved from the G189A program? and shares much of the G189A pro-
gram architecture. The CASE/A system is designed for applications in which G189A was used. Compo-
nent routines from the G189A system have been used as models for many of the CASE/A components.
CASE/A does not develop the solution in atraditional continuum mechanics manner similar to systems
improve numerical differencing analyzer (SINDA) or finite element (FE) programs where the solution is
derived by solving a set of differential equations. The CASE/A system solves the problem as a set of
discrete point solutions, i.e., component by component. The approach is practical for systems where the
primary drivers are the upstream/down stream conditions. The CASE/A system is designed to minimize
the engineer/analyst’ s time and not necessarily the computer central processing unit (CPU) time.
Attempts have been made to optimize the solution system, but not at the expense of the user. In today’s
world of rapidly advancing computer hardware, CASE/A isalogical approach to optimizing the system
engineer’ stime.

It is recommended that both the User’s Manual and the Programmer’s Manual be kept readily
accessible to facilitate learning the CASE/A system. The User’s Manual is intended to guide the user in
the operation of CASE/A, while the Programmer’s Manual isintended to explain the program logic of
CASE/A. Advanced users will find this document a useful reference in understanding the CASE/A
system and in debugging CASE/A models. It is aso highly recommended that experienced users locate
the program files on their VAX system and type them to the terminal screen and follow along as they are
discussed in this document.

1.1 Basic Conceptsand History

The basic concepts fundamental to the CASE/A generalized ECLSS/ATCS analysis program
include:

e A library of individual “component” subroutines, each of which isused to smulate a particu-
lar type of ECLSS/ATCS component or subsystem. The user specifies component per -
formance parameters to tailor the component to his specific application.

e A data management framework that automatically manages all of the data associated with a

particular ECLSS/ATC component and allows components to be grouped together and easily
identified and manipulated.



e A solution system that controls the data transfer between components, provides an orderly
solution of aset of component subroutines used to simulate a system, and allows component
subroutines within the ssmulations to be easily replaced, modified, or interchanged.

e The capability of alowing the component subroutines to be interconnected with gas or liquid
flow streams consisting of identifiable constituents.

e Theuse of aset of default parameters to simplify data entry.

CASE/A development has been funded under the NASA Marshall Space Flight Center (M SFC)
contract NAS8-36407 and has been under continuous development since May 1985. The program
structure was based largely on the G189A program with the addition of a graphical user interface for
model construction and an improved data management system. The basic operating shell and component
routine development work was completed in 1986. Overall program enhancements as well as additional
component routine devel opment work continued through 1987. A thorough component routine verifica-
tion program was completed in early 1989, which consisted of validating and documenting atmosphere
revitalization (AR) component model results against core module integration facility (CMIF) phase |1
comparative test results obtained from the M SFC space station technology test program. Recent
enhancements to the user interface commands and program initialization code have further increased the
engineer’s productivity with CASE/A. The program currently contains approximately 70,000 lines of
FORTRAN code. Version 5.0 is under MSFC Environmental Control and Life Support Branch configu-
ration control.

1.2 Program Description

The CASE/A program provides a simulation tool for studying the transient performance of an
ECLSS and/or an ATCS. CASE/A performs heat transfer, chemical reaction, mass/energy balance, and
system pressure drop analysis based on user-specified operating conditions. A fluid system is simulated
by connecting individual “components’ through gaseous or liquid flow streams. Each particular type of
component is simulated by an individual component subroutine. A component may represent atee, a
heat exchanger, a cold plate, or a process such as CO, removal or CO, reduction. The component sub-
routines are contained in alibrary that is accessible to the user. Each component is represented by a
unique graphical icon. The user specifies the component interconnections by connecting the components
interactively on the terminal screen. The syntax and user operations are explained in the User’s Manual.

The CASE/A program consists of a main command processor that calls upon four primary sec-
tions as shown in figure 1. The user interfaces with the system through the command processor. The
graphics management system enables the user to graphically create the system configuration to be
modeled. Component, solution, and system data bases are maintained by the data base management
system. The solution system controls the solution process and determines the calling order for the com-
ponents. The component library is where the component object code resides.

The command processor/ graphical interface is described in the User’s Manual. Thisis the top-
level executive of the system and is the primary interface to the user. Essentially, the command proces-
sor parses the input commands into commands that can be executed by the system. The format of a
command is:

Command;argument 1;argument 2.
Either ablank space or a semicolon can be used as a delimiter to separate the command and its

arguments. Summaries of the commands and their syntax are provided in the User's Manual. The details
of this system are described in section 2.
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Figure 1. CASE/A program sections.

The data management system is based on the McDonnell Douglas Space Systems Company
(MDSSC) technical data management system (TDMS). The data are stored in direct access FORTRAN
files and are accessible only through the data management system or through FORTRAN programs. The
description of the data base management system is provided in section 3. The data management system
also provides the user with a data base management and plotting utility for manipulation and display of
transient data.

The solution system controls the order of solution and provides for the system flags needed to
determine the status of the system for the components. At present the solution order is sorted according
to component type. The solution system is described in section 4.

CASE/A isan open system in that the user can create their own components and add them to the
existing library. A generic blackbox component is provided for short-term applications where the user
does not want to add the component to the system permanently. The components are allowed to have up
to eight separate streams. The limitations are imposed by array dimensions, and some components (such
as the cabin and store components) allow multiple connections to a single stream. Individual streams
normally are expecting a specific constituent. For example, the Bosch component has a hydrogen inlet
that expects hydrogen gas. The system does not check for incompatible connections such as connecting
an air stream to a hydrogen stream. In such cases, diagnostic messages will beissued and the solution
will attempt to proceed, but will generally not converge or will give erroneous results. All connections
must be complete before requesting a solution or the system will terminate and provide error messages.
The details of the component libraries and structure are discussed in section 9.

The CASE/A program has evolved from the G189A and SINDA programs. The architectureis
very similar to G189A and the solution approach is similar to the approach used by SINDA. Thus, this
system should be easy for the experienced G189A programmer to learn. Both CASE/A and G189A use
component libraries and provide a component-by-component solution. The interface data for the compo-
nents are passed through common blocks in both programs, and the component data are stored in alarge
array that is common blocked. A comparison of the primary arraysis presented below.

GL89A CASE/ A PURPOSE
R CON St ores conponent data
KI'V C and PRO The C array contains the constituent data and the

PRO array contains the property data. PRO array
replaces locations 2 to 9 in K/'V. C array |ocations
are simlar to location 1 and locations 10 to 19 in
the K/'V array.

A B None The C and Pro arrays are al so used as the working
arrays, replacing the A and B arrays.



Because the model data are stored graphically, there is no direct comparison of the model data
with G189A models. These data, which includes all components, connections, |abels, notes, etc., are
stored in the CASENAME.MOD file. A fundamental difference between CASE/A and G189 isthe
mechanism used to store the properties data. G189A uses the TABLE data which are input by the users
in the model definition deck for every problem. CASE/A uses a subroutine called PROPS to calculate
properties for the default constituents. This routine can be modified by the user to calcul ate properties
for any desired constituent up to a maximum of 41 user-defined constituents. The program must be
recompiled to incorporate the changes.

The solution system utilizes a pseudo-compute sequence (PCS) to control the solution order. The
PCS concept is very similar to the concept used by SINDA to generate a solution. In SINDA, the node
and conductor data are reduced to sequential ordered arrays that define the set of simultaneous equa-
tions. In CASE/A, the PCS is amap of the components and connections and is stored in the IPCS array.
The solution routines march down the IPCS array and solve for each component individually.

1.3 Manual Organization

This section of the Programmer’s Manual has provided a brief evolution and concept outline of
the CASE/A system. Nine more sections, described below, are provided with the intent to familiarize the
experienced CASE/A analyst with the programming concepts of CASE/A and to provide a foundation
from which more detailed models can be developed. The basic structure of this document closely fol-
lows the structure of the CASE/A User’s Manual .2

Section 2 discusses schematic management routines in CASE/A. Specifically discussed are those
routines required to create, load, and delete models; those routines used to manipulate the graphic icons
and connections representing a system; and specialized routines that perform rudimentary tasks such as
drawing lines and circles.

Section 3 describes the data base management system used by CASE/A. Discussed here are rou-
tines that alow editing of data bases and routines used to transfer data between the data base filesin cen-
tralized mass storage and CASE/A variablesin memory.

Section 4 describes the routines used to control the simulation process. Discussed here are
CASE/A and user-written routines and the logic of the simulation process.

Section 5 describes those routines used to manage the data processed by CASE/A. Described
here are routines that output results in text or graphical form, and routines that output representations of
a system such as connection maps and flow maps.

Section 6 discusses some of the utility commands such as terminal setting routines, on-line help,
and interface routinesto VMS, aswell as those subroutines used by other routines to perform specific
functions. Such routines perform functions such as interpolation, convergence checking, calculation of
thermal properties, etc.

Section 7 discusses the user-supplied FORTRAN code referred to as OPS logic and how the user
can access datain CASE/A internal storage arrays. OPS logic provides seven entry points at specified
key simulation events where the user can intervene in the solution and customize the simulation. Stream
property/constituent data and component data are maintained in the array data structures described in
this section.

Section 8 provides details regarding the routines used to solve hydraulic, thermal, and mass
transfer networks.

Section 9 provides a description of each component routine available in CASE/A.



Appendix A contains a description for adding new components to the CASE/A code.
Appendix B contains atable of the CASE/A global variables that are located in common blocks.

Appendix C contains aformat description of the .MOD file that specifies components, connec-
tions, and other information for amodel.

Appendix D contains an index of subroutines to help the reader locate a particular routine
description in the manual.
References

1. “G-189A Generaized Environmental/Thermal Control and Life Support System Analysis Computer
Program,” 1977.

2. “Computer-Aided System Engineering and Analysis (CASE/A) User’'s Manua—Version 5.0,”
NASA TM-108514, June 1996.
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SECTION 2. SCHEMATIC MANAGEMENT

2.1 Model Creation, L oading, and Deletion
The graphical interface performs three major functions including:
1. Developing agraphical representation of the model under consideration

2. Interacting with a data base management system to store and manipul ate equipment parame-
ters

3. Storing the graphical representation in aformat that is compatible with the solution routines.

The magjority of the code in the graphical interface program is used to perform the first function
listed above, developing the graphical representation. The data base management function relies heavily
on the TDMS, which is described in section 3 of this document.

The graphical user interface is a graphics-based, command-driven package developed on the
Digital Equipment Corporation (DEC) VAX minicomputer series and uses the Tektronix 4014-1™
terminal (or compatible) as the primary user input/output device. The interface uses a central command
processor routine to accept user commands in text form and invoke the appropriate subroutines for
action. The command processor separates the user input line into the command and optional arguments
using the semicolon (;) or blank space as a general delimiter between fields.

The routines that comprise the graphical interface portion of CASE/A are broken down into dis-
tinct categories for discussion within this document. These categories include those routines pertaining
to (1) schematic manipulation, (2) component manipulation, (3) connection manipulation, and (4)
specialized graphics routines. These routines are shown hierarchically in figure 2. There are several
routines that combine elements of the graphics/data management and graphics/solution system, and
these routines will be discussed in this section of the document as well astheir corresponding sections.

GRAPHICAL
INTERFACE

SCHEMATIC COMPONENT CONNECTION SPECIALIZED
MANIPULATION MANIPULATION MANIPULATION ROUTINES
COPYAL CONECT GRBUFR
BDN BCK_GD_CLR
CUTALL BDNSHT DELCN COLOR GRCUSR
DELLAB BLF H'T DIR CRcoDY
BLFSHT DIST
DELNOTE BLOGK PRAMEL GRDRAW
DRNOTE BRY He RINIT
BRTSHT HCALL
LABL BUP HCDMPSV GRLBAB
MOVALL BUPSHT RESETL CRMOVE
CIRCLE soLICIT
MOVEIT DRAWG TEK_ ADV GRSCREEN
MOVLAB ELLIPSE TEK_HOM GRTERM
mg¥ENOT LTSEMCIR TRANSBOD
RTSEMCIR TRANSCON
SEBES‘N SEMIRECT TRANSLT
HITBOX TRANSLT1

RNSS
ROTATE
SUBSYS

Figure 2. Hierarchy of graphics routines.



The following sections describe the routines associated with the development of the graphical
representation of a given model. The actual model file CASENAME.MOD is discussed first. The sub-
routines that affect this file are presented next.

2.1.1 TheModd (.MOD) File

All information necessary to create the subsystem screensis contained in the “.MOD” file. The
first section contains model header data such as the number of components and connectionsin the
model. This section serves as a header to describe the number of items contained in the following sec-
tions. The second section contains data describing each component in the model and its location on the
schematic and assignment to a cabin. The third section contains information describing the connections
between the components. The last two sections contain data describing user-defined blackbox compo-
nents or notes data. The last two sections may not be present if the model does not contain these items.
Refer to appendix C for amore detailed description of the “.MOD” file.

Since thisfile contains graphical information, it is highly recommended that this file not be
modified through means other than the CASE/A interface (i.e., one should not use the VAX editor to
modify thisfile). The MOD file is strictly formatted and contains a considerable amount of unlabeled
data. Assuch, it isextremely difficult to debug a corrupted MOD file. Unlike other files associated with
CASE/A (e.g., .BAK, .CMP, .FMP, .LPP), the MOD file MUST be present to run agiven CASE/A
model. All other files are created for the user by CASE/A. Unintentional editing errorsintroduced into a
MOD filewill corrupt a CASE/A model even to the point of rendering it useless. Should the “.MOD”
file become corrupted, the user may be able to recover it from the “.BAK” file usually contained in the
same directory.

2.1.2 Model Creation, Deletion, and L oading Routines

The following section describes the routines that, in conjunction with the datain the MOD file
described above, are used to create or load a case into the CASE/A system.

Subroutine DELCAS
This routine invoked from CASEAMAIN. It deletes the current case from the data base records.
It does NOT delete the files CASENAME.MOD, CASENAME.LPP, CASENAME.CMP, etc.
After verifying the action, DEL CAS opens each data base and finds a record with a case name
match. The record is then deleted.
Functions and subroutines referenced:
DELREC EQOPEN FRAME1 RANDIN TEK_ADV

Subroutine DIR

This command routine allows the user to view alisting of all componentsin the case grouped
according to subsystem name. The listing is directed to the terminal screen.

Functions and subroutines referenced:

CLS DIR_ADV FRAME1 PTMOD RIUSTIFY  TEK_ADV
TOGGLE_SCREEN

Subroutine CLOADCASE(NAME)

This routine reads the case data from the case definition file “CASENAME.MOD” and loads the
corresponding data storage arrays for each data segment.



Functions and subroutines referenced:

CTOLOWERC CTOUPPERC DUPLICATE EQOPEN
FRAMEL RANDIN RANDOU
TEK_ADV

Subroutine CNEWCASE(NAME)

Thisroutine is used to create a new case. It copies the default record for LABELS, CONTROL,
PLOTSET and USERCON data bases to a new record with the new case name. It also initializes
counters such as the number of cabins, connections, etc. Control is returned to the
CASEAS$MAIN upon completion.

Functions and subroutines referenced:

DUPLICATE EQOPEN FRAME1 RANDIN RANDOU
SAVE TEK_ADV

Subroutine SAVE

This command routine saves the current case configuration datain the case definition file
“CASENAME.MOD”".

Functions and subroutines referenced:
CTOLOWERC PTMOD TEK_ADV
Subroutine SAVEAS(NAME)

This routine creates a new case from the current case by duplicating al the data base entries with
the new case name NAME. It also creates anew MOD file. The new case becomes the active
case.

Functions and subroutines referenced:

DUPLICATE EQOPEN FRAME1L ISTAT MODBAK  RANDIN
RANDOU  SAVE TEK_ADV

2.2 Schematic Manipulation

The routines classified under this heading include all of those that pertain to the graphics setup
on the working terminal screen. The functions provided by CASE/A to manage screen schematics
include locating equipment; deleting equipment; adding or deleting labels and notes to a subsystem
screen; moving equipment, notes, or labels to any location on a subsystem screen; and rotating equip-
ment to another orientation in 90° intervalsin order to make schematics more presentable. The syntax of
the aforementioned operations are outlined in table 2.1-1 NASA TM-108514, “Computer-Aided System
Engineering and Analysis (CASE/A) User’s Manua—Version 5.0.” A brief discussion of subroutines
classified under this section, how they work, and the argument lists involved in their call statements
follows.



Subroutine COPY ALL

This routine invoked by the COPY ALL command copies aportion (or al) of a subsystem screen
to anew or existing subsystem by drawing a box around the components (500 maximum) to be
copied. It includes notes, connections, and labels as well as components. Note that the blackbox
component cannot be copied, and the copied items must be 30 pixels inside from the screen
frame.

Functions and subroutines referenced:

CDCODE CTOUPPERC CILLCHAR DUPLICATE
EQOPEN FRAME1L GRALPH GRCUSR
GRDRAW GRMOVE ISTAT RANDIN
RANDOU REDRAW SAVE TEK_ADV

TOGGLE_SCREEN
Subroutine CUTALL

Deletes a portion (or al) of a subsystem screen by drawing a box around the components to be
deleted. Notes, labels, and connections are also deleted.

Functions and subroutines referenced:

DELEQ DELNOTE GRALPH GRCUSR
GRDRAW GRMOVE SAVE TEK_ADV
TOGGLE_SCREEN

Subroutine DELEQ(ICUT)

A command routine that allows the user to delete an existing component. The crosshairs are acti-
vated after the command is entered, and the component to be deleted is determined by locating
the intersection of the crosshairs to within a maximum radius of 60 pixels to the center of that
component. The equipment list (IEL) array, connection data (ICL) array, and component data
base files are updated accordingly. All connections to the component are deleted, and the total
number of connections (NCON) and total number of components (NEQ) are decremented.

Functions and subroutines referenced:

CDCODE CTOUPPERC DELREC DIST
EQOPEN GRCUSR GRALPH ISTAT
RANDIN TEK_ADV TOGGLE_SCREEN

Subroutine DELLAB(ICUT)

A command routine that allows the user to delete an existing label from the subsystem screen.
The crosshairs are activated after the command is entered, and the label to be deleted is deter-
mined by locating the crosshair coordinates to within a maximum radius of 60 pixels of the label

center. The label data (ILB) array is updated accordingly, and the total number of labels (NLAB)
is decremented.

Functions and subroutines referenced:

DIST GRCUSR TEK_ADV TOGGLE_SCREEN



Subroutine DELNOTE(ICUT)

A command routine that allows the user to delete an existing note from the subsystem screen.
The crosshairs are activated after the command is entered, and the note to be deleted is
determined by locating the crosshair coordinates to within a maximum radius of 60 pixels of the
note center. The note data (INOTE) array is updated accordingly, and the total number of notes

(NNQOTE) is decremented.
Functions and subroutines referenced:

DIST GRCUSR TEK_ADV
TOGGLE_SCREEN

Subroutine DRLABL (KLAB, MEQ)

A routine that draws the alphanumeric label and specified value for label number KLAB associ-
ated with relative equipment number MEQ. The labels data are contained within the array ILB.

Functions and subroutines referenced:

GRALPH GRCHRZz GRLBAB KAM2AS
KAS2AM SMVBITS TEK_ADV
Subroutine DRNOTE (K)

A routine that draws the a phanumeric note for note number K. The notes data are contained
within the array INOTE.

Functions and subroutines referenced:

GRALPH GRCHRZ GRLBAB GRLBCT
TEK_ADV

Subroutine LABL

A command routine that allows the user to place an aphanumeric label that displays individual
data base of stream characteristics for a given component on the subsystem screen. The labels

data are contained in the array ILB, and the variable NLAB records the total number of labelsin
the case.

Functions and subroutines referenced:
CDCODE DIST DRLABL HIT

GRALPH GRCUSR TEK_ADV
TOGGLE_SCREEN

Subroutine LOCATE
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A command routine that allows the user to locate a new component in the active (currently dis-
played) subsystem. The equipment type and component name are command arguments. The
crosshairs are activated after the command is entered and the component location is determined
by the user. The component icon is then drawn on the screen at the indicated coordinates. The
case equipment list is updated, the total number of equipment pieces (NEQ) is updated, and a
new entry with default values is created in the component equipment data base file.



Functions and subroutines referenced:

CDCODE CLS CILLCHAR CTOUPPERC
DRAWC DUPLICATE EQOPEN GRALPH
GRCUSR RANDIN RANDOU SAVE
TEK_ADV TOGGLE_SCREEN

Subroutine MOVALL

Moves a portion (or al) of a subsystem screen by drawing a box around the components (200
max) to be moved. Notes, labels, and the intermediate endpoints of connections inside the box (if
either endpoint is on a component inside the box) are also moved.

Functions and subroutines referenced:

GRALPH GRCUSR GRDRAW GRMOVE
SAVE TEK_ADV TOGGLE_SCREEN

Subroutine MOVEIT

A command routine that allows the user to move an existing component to a new location on the
current subsystem screen. The crosshairs are activated after the command is entered and the
component to be moved is selected by the user. The crosshairs remain active, and the new loca-
tion on the screen is designated by the user. The redraw command should be issued to clean the
screen as the icon will not be erased from its previous position. The (IEL) array is updated to
reflect the new component icon coordinates.

Functions and subroutines referenced:

DIST DRAWC GRALPH GRCUSR
TEK_ADV

Subroutine MOVLAB

A command routine that allows the user to move an existing label to a new location on the cur-
rent subsystem screen. The crosshairs are activated when the command is entered and the label to
be moved is selected by the user. The crosshairs remain active, and the new location on the
screen is designated by the user. The redraw command should be issued to clean the screen as the
icon will not be erased from its previous position. The ILB array is updated to reflect the new
label coordinates.

Functions and subroutines referenced:

DIST DRLABL GRCUSR TEK_ADV
TOGGLE_SCREEN

Subroutine MOVNOTE

A command routine that allows the user to move an existing note from the subsystem screen. The
crosshairs are activated after the command is entered and the note to be moved is selected by the
user. The crosshairs remain active, and the new location on the screen is designated by the user.
The redraw command should be issued to clean the screen as the icon will not be erased from its
previous position. The note data (INOTE) array is updated accordingly.
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Functions and subroutines referenced:

DIST DRNOTE GRCUSR TEK_ADV
TOGGLE_SCREEN

Subroutine NOTE

A command routine that allows the user to place an alphanumeric note on the active subsystem
screen. The note character size, justification code, and character string are the command argu-
ments. The crosshairs are activated when the command is entered and the note location is
selected by the user. The note is then displayed on the screen at the indicated coordinates. The
note dataarray (INOTE) is updated, and the total number of notes (NNOTE) is incremented.

Functions and subroutines referenced:

CDCODE DRNOTE GRCUSR TEK_ADV
TOGGLE_SCREEN

Subroutine REDRAW(JFLAG)

This subroutine will redraw the current subsystem screen.

Functions and subroutines referenced:

CLS DRAWC DRLABL DRNOTE
FRAME1 GRDRAW GRDRAWD GRMOVE
RESET1 TRANSBOD TRANSCON TRANSLT1
TEK_HOM

Subroutine RNSS

This subroutine allows the user to rename a subsystem.

Functions and subroutines referenced:

CDCODE CILLCHAR CTOUPPERC EQOPEN
RANDIN RANDOU TEK_ADV
Subroutine ROTATE

12

A command routine that allows the user to change the orientation of a component on the current
subsystem screen. The rotation angle is the command argument. The crosshairs are activated
when the command is entered and the component to be rotated is selected by the user. The orien-
tation of the component is then changed by “rotating” the component in a clockwise direction for
positive rotation angle values relative to the existing orientation. The screen should be refreshed
by the RD command since the previous orientation of the component will not be erased.

Functions and subroutines referenced:

CDCODE DIST DRAWC GRCUSR
TEK_ADV TOGGLE_SCREEN



Subroutine SUBSY S

A command routine that allows the user to activate an existing subsystem or create a new subsys-
tem. The subsystem name is input as the command argument, and the subsystem schematic is
automatically drawn on the terminal screen.

Functions and subroutines referenced:

CDCODE CILLCHAR CTOUPPERC REDRAW
TEK_ADV

2.3 Component M anipulation

The routines classified under this heading include those that are used to draw component icons
(graphical representations of certain equipment types) on the subsystem screen. The CASE/A icon
combines the equipment graphical representation, equipment name and type labels, and “ hit boxes’ to
provide the complete component picture on the subsystem screen. The term “hit box” refersto a small
sguare box of 10 by 10 pixelsthat is attached to the CASE/A component (one box per component
stream) and allows the user to connect incoming and outgoing streams of successive components. Each
component also hasa“HIT DOT”, used for the connection of controllers or timers. The component
graphical representation and hit boxes are drawn with graphics routines from the TDMS library. At the
present time, all component icons are limited to geometric shapes that can be formed from the following
base structures; (1) circle, (2) left semicircle, (3) right semicircle, (4) square, and (5) straight line. The
main driver routine for component icon creation is subroutine DRAWC. The DRAWC routine takes data
points from the various component icon arrays (declared in DRAWC) and uses the graphics routines
from the TDMS library to create agraphical representation of the component. A complete listing and
description of these routines follows. Due to the complex nature of inserting a new component icon in
the existing FORTRAN code, a step-by-step guide to this operation isincluded in appendix A.

Subroutine BDN (1X, 1Y, K, IROT,ISTM)

A routine that draws a“hit box” 10 pixels square with the center located at an X-coordinate of 1X
and Y -coordinate of 1'Y-40. A line segment with a 35 pixel length isdrawn from 1Y to 1'Y-35 and
has an arrow symbol drawn according to the code variable K. A value of K = —1 causes the arrow
to point away from the box while avalue of +1 causes the arrow to point toward the box. The
variable (IROT) indicates the orientation angle of the component, and ISTM indicates the
relative stream number of the component. This routine is used to draw the stream indicators on
the component icons.

Functions and subroutines referenced:

BLF BRT BUP CIRCLE
GRDRAW GRMOVE HITBOX

Subroutine BDNSHT (1X, 1Y, K, IROT,ISTM)

Same as the BDN routine except the “ hit box” islocated 20 pixels instead of 40 pixels away
from the (IX, 1Y) point.

Functions and subroutines referenced:

BLFSHT BRTSHT BUPSHT CIRCLE
GRDRAW GRMOVE HITBOX
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Subroutine BLF (I1X, Y, K, IROT,ISTM)
Same as the BDN routine except the “ hit box” islocated 40 pixels to the left of (1X, 1Y) point.
Functions and subroutines referenced:

BDN BRT BUP CIRCLE
GRDRAW GRMOVE HITBOX

Subroutine BLFSHT (1X, 1Y, K, IROT,ISTM)

Same as the BLF routine except the “ hit box” islocated 20 pixelsinstead of 40 pixels away from
the (I1X, 1Y) point.

Functions and subroutines referenced:

BDNSHT BRTSHT BUPSHT CIRCLE
GRDRAW GRMOVE HITBOX

Subroutine BLOCK (IXSIZ, 1YSIZ, IX, 1Y, IROT)
A routine that draws a rectangle with X length of IXSIZ pixelsand aY length of 1Y SIZ pixels
located around the centroid of point (1X, 1Y). The variable IROT indicates the orientation angle
of the component.
Functions and subroutines referenced:
GRDRAW GRMOVE

Subroutine BRT (I1X, 1Y, K, IROT,ISTM)

Same as the BDN routine except the “hit box” islocated 40 pixels to the right of the (IX, 1Y)
point.

Functions and subroutines referenced:

BDN BLF BUP CIRCLE
GRDRAW GRMOVE HITBOX

Subroutine BRTSHT (1X, Y, K, IROT,ISTM)

Same as the BRT routine except the “hit box” islocated 20 pixels instead of 40 pixels away from
the (I1X, 1Y) point.

Functions and subroutines referenced:

BDNSHT BLFSHT BUPSHT CIRCLE
GRDRAW GRMOVE HITBOX

Subroutine BUP (1X, 1Y, K, IROT,ISTM)

Same as the BDN routine except the “ hit box” is located 40 pixels above the (I1X, 1Y) point.
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Functions and subroutines referenced:

BDN BLF BRT CIRCLE
GRDRAW GRMOVE HITBOX

Subroutine BUPSHT (IX, 1Y, K, IROT,ISTM)

Same as the BUP routine except the “hit box” is located 20 pixels instead of 40 pixels away from
the (I1X, 1Y) point.

Functions and subroutines referenced:

BDNSHT BLFSHT BRTSHT CIRCLE
GRDRAW GRMOVE HITBOX

Subroutine CIRCLE (IRAD, 1X, 1Y)
Thisroutine draws a circle with radius IRAD centered at point (1X, 1Y) on the terminal screen.
Functions and subroutines referenced:
GRDRAW GRMOVE

Subroutine DRAWC (KEQ)
This routine draws the graphical icon for the component with relative equipment number KEQ.
The orientation of the icon is determined by the rotation angle contained in array element NROT
(KEQ). Thisroutine serves as the driver routine for icon representation and, hence, it uses many
of the TDMS graphics library routines in order to draw the component graphically. A detailed
description of how this routine must be modified in order to add new component icons to the
existing list isfound in appendix A.

Functions and subroutines referenced:

BDN BLF BLOCK BRT
BUP CIRCLE COLOR GRALPH
GRCHRZ GRDRAW GRLBAB GRLBCT
GRMOVE LTSEMCIR RTSEMCIR

SEMIRECT TRANSLT

Subroutine HITBOX(I1X,IY ,IXOFF,1'Y OFF,ISTM)
This routine draws the component icon hit box at alocation of (IX+IXOFF, 1Y+ Y OFF).
Functions and subroutines referenced:
BLOCK

Subroutine LTSEMCIR (IRAD, IX, 1Y, IOFF, IROT)

This routine draws a semicircle of radius IRAD located |OFF pixels along the X-axis from the
coordinates (I1X, 1'Y). The positive clockwise rotation angle is specified by IROT.
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Functions and subroutines referenced:
GRDRAW GRMOVE
Subroutine RTSEMCIR (IRAD, IX, 1Y, IOFF, IROT)

This routine draws a semicircle of radius IRAD located |OFF pixels along the X-axis from the
coordinates (I1X, 1Y). The positive clockwise rotation angle is specified by IROT.

Functions and subroutines referenced:
GRDRAW  GRMOVE
Subroutine SEMIRECT(IH,IW,IX,IY,IROT)

Thisroutine draws two parallel lines at IH/2 or IW/2 from (I1X,1Y) with alength of W or H
depending on orientation. A rotation angle of 0 or 180 would result in horizontal lines.

Functions and subroutines referenced:

GRDRAW  GRMOVE

2.4 Connection/lcon Manipulation

The connection management routines include those that affect component icon stream connec-
tions. CASE/A provides the user capability to add or delete a connection within the subsystem screen.
The driver routines for the aforementioned commands are CONECT and DEL CN, both of which call the
subroutine HIT in order to verify avalid connection or deletion argument. The HIT routine checks to
insure that the user has started and concluded the connect or del ete process within the boundaries of a
component hit box, otherwise the routine will not accept the user prompt and return control to the com-
mand processor. Following is adescription of each routine and its arguments.

Subroutine CONECT

This command routine allows the user to specify an interconnect path between connection
streams (a component such as a cabin must be connected to itself in the special case where heat
transfer between the cabin and the surroundings is needed but there is no net flow into or out of
the cabin). The crosshairs are activated when the command is entered and connections are
resolved by determining which “hit boxes’ of the target component(s) are specified by the user.
The ICL array records, the connection data, and the total number of connections NCON are
updated.

Functions and subroutines referenced:

CDCODE GRALPH GRCUSR GRDRAW
GRDRAWD GRMOVE HIT TEK_ADV
TOGGLE_SCREEN

Subroutine DELCN

A command routine that allows the user to delete an existing interconnect path between compo-
nent(s). The crosshairs are activated as the command is entered and the connection to be deleted
is determined by locating the “hit boxes” indicated by the user. The (ICL) array is updated
accordingly along with the total number of connections NCON.
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Functions and subroutines referenced:

GRALPH GRCUSR HIT TEK_ADV
TOGGLE_SCREEN

Subroutine HIT (IX, 1Y, JEQ, NSTR,IXC,IYC)

Thisroutine is used in the determination of interconnect paths between components. The routine
determines the relative equipment number JEQ and stream NSTR, if any, which correspond to a
“hit box” located at screen coordinates (1X, 1Y). A value of 0 for NSTR isreturned if no “hit
box” islocated at the given set of coordinates. The active subsystem screen is the basis for the hit
determination. The hit box data for each component is contained in arrays NST, IXD, and I'YD.
IXC and I'Y C are absolute locations of the hit box centers and are used by CONECT to draw
connections on the subsystem screen.

Functions and subroutines referenced:

DIST RESET1 TRANSBOD TRANSCON
TRANSLT1

2.5 Specialized Graphics Routines

The routines listed as specialized graphics operations include those that can be invoked by the
user to change or enhance the current screen characteristics. Many of these routines are called by rou-
tines whose categories fall in the above sections. For example, if the user entered the subsystem com-
mand in order to display a given subsystem, the specialized routine GRERAS (which erases the graphics
window) would be called so that the new subsystem schematic would be drawn on a blank screen rather
than over the existing screen. A compl ete description of all the routines categorized under this section
heading follows. Low level graphics routines (with the prefix “GR”) are part of TDMS and only their

function is listed here.

Subroutine BCK_GD_CLR(IBACKGD)
This routine will set the background color index in the graphics mode. Thisisfor Tektronix™
terminals only. Only solid colors are supported in this routine. The background color is specified
inthe HLS system, i.e., H-hue, L-lightness, S-saturation. Blue is 0,50,100. Colors are based on
the factory defaults.
Functions and subroutines referenced:
KBIT

Subroutine COLOR(INDEX)

Thisroutine will set the color index for the line in the graphics mode. Thisisfor Tektronix™
terminalsonly.

Functions and subroutines referenced:
KBIT GRALPH
Subroutine FRAMEL
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This routine draws the borders and titles for the subsystem screen page layout. It isinvoked on a
redraw “RD”, redraw plus“RD+", or subsystem “ SS;name” command.

Functions and subroutines referenced:

CLDRAI CLDRIA GRALPH GRCHRZ
GRERAS GRLBAB GRLBCT GRMOVE
PTMOD SYSCLK TEK_HOM

Subroutine GRALPH

This routine dumps the output buffer.

Subroutine GRCUSR (ICHAR, 1X, 1Y)
This routine activates the graphics crosshairs so the cursor can be positioned by the user. The
routine returns ICHAR, ADE (ASCII decimal equivalent) of the keyboard character depressed. It
also returns the screen coordinates (1X, 1Y).

Subroutine GRCHRZ (1S1Z)

This routine sets the character size to avalue of 1S1Z, which can take on thevalues 1, 2, 3, or 4
with 1 being the largest and 4 the smallest.

Subroutine GRCOPY
This library routine generates a hard copy of the screen contents.
Subroutine GRDRAW (I1X, 1Y)

This library routine draws aline from the present screen coordinates to the location of point (1X,
1Y).

Subroutine GRERAS

This routine erases the screen without changing the mode or current location of the cursor.
Subroutine GRINIT

Thisroutine initializes the terminal and terminal status area
Subroutine GRLBAB (I1X, 1Y, ISTRING, LSTRING)

This routine displays an aphanumeric label string (ISTRING) of length (LSTRING) starting at
the screen coordinates (1X, 1Y).

Subroutine GRLBCT (IX, 1Y, ISTRING, LSTRING)

This routine displays an aphanumeric label string (ISTRING) of length (LSTRING) centered
about the screen coordinates (1X, 1Y).

Subroutine GRMOVE (I1X, 1Y)

This routine moves the cursor from the current position to the screen coordinates (1X, 1Y).
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Subroutine GRSCREEN(IWIDE)
This routine sets the screen width based on the value of IWIDE.
Subroutine RESET1 (IREC)

This routine sets the correct values in the memory arrays so that the component JEQ of equip-
ment type KEQ is drawn in the desired orientation.

Functions and subroutines referenced: NONE
Subroutine TEK_ADV

Thisroutine is used when the terminal is a Tektronix™. It is used to control the cursor |ocation
for overstrike terminals. It prevents overwriting command lines and graphics.

Functions and subroutines referenced:

FRAME1L GRALPH GRCHRZ GRERAS
GRMOVE KBIT REDRAW TEK_HOM

Subroutine TEK_HOM
This routine homes the cursor on the Tektronix™ terminal.
Functions and subroutines referenced:
GRALPH GRCHRZ GRMOVE
Subroutine TRANSBOD (JEQ, IXC, 1YC)
This routine returns the coordinates (IXC, 1Y C) of the control hit dot on the main body of the
icon for equipment number JEQ based on an orientation angle of IRO that is held in the
NROT(JEQ) array location.
Functions and subroutines referenced: NONE

Subroutine TRANSCON(JEQ, NSTR, IXC, 1YC)

This routine returns the coordinates (IXC, 1Y C) of the control hit dot on the stream NSTR of the
icon for equipment number JEQ based on an orientation angle.

Functions and subroutines referenced: NONE

Subroutine TRANSLT (IX, 1Y, IROT, IARRAY, JARRAY)
This routine adjusts the default orientation icon data contained in array IARRAY so theiconis
drawn in orientation specified by angle IROT. The adjusted data are returned in the array
JARRAY . The pivot coordinates are specified by (1X, 1Y).

Functions and subroutines referenced: NONE
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Subroutine TRANSL T1(JEQ,KEQ)
This routine adjusts the default orientation of the component hit boxes.

Functions and subroutines referenced: NONE
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SECTION 3. COMPONENT DATA BASE MANAGEMENT

The data management system is based on the McDonnell Douglas TDMS. This system is used to
manage all of the CASE/A files including the component and system control files. Output files can be
managed by the user within CASE/A in the integrated plot utility (IPU), both of which can be utilized
for plotting and tabulating the results. For a complete description of the IPU see section 5.4 of the user’s
manual.

3.1 Filelnput/Output Management

Thefile 1/0 is managed through the primary routines: CEDIT, EQOPEN, and EQLOAD. The
CEDIT routineis used in the interactive mode to display or modify the contents of the component, con-
trol, plot, 1abel, or usercon data base parameters. The other routines are used to open a data base
(EQOPEN), and load all of the data from a data base to the CASE/A system (EQLOAD).

3.2 Interactive Editing

The user can modify a data base parameter through the “ED” or “E” commands. The command
processor will call the EDIT routine when either of the above commandsis called. The“E” command
(4014 graphics mode) allows the user to designate the component to be modified with the crosshairs.
The“ED” command (VT100 text mode) will list all of the components of the type requested and solicit a
choice from the user. If the user isworking on aVT100 compatible terminal (determined by the variable
ITMNL), the SCREDT (screen edit) subroutine will display the data base parameters on an edit screen
and the user may change the data by ssmply typing over the old data. To advance to the next field, the
user should press the return or the TAB key. Thisroutineis depicted in figure 3. A flow chart of the
EDIT routineis depicted in figure 4.

3.3 Solution System 1/0O

The solution system 1/O is performed at the beginning and at the very end of the simulation to
minimize disk I/O. All of the data for a given component are loaded and unloaded during these periods.
Any modification to the CON array data must occur after the array isloaded. During simulation wrap-
up, the data for each component is saved to the component data base files. During the save operation, the
new component datawill replace existing data for that component record.

3.4 Data Management Framework

The data for each component are stored in a direct access binary file by the name of
COMPONENTNAME.DAT (PUMP.DAT, MOLSIEV.DAT, etc.). Thisfile contains data according to
the format specified by a*“Data Definition File” COMPONENTNAME.DDF. Thesefilestypically reside
inthe [CASEA.CASEA_V5.DATA] centralized component data directory, which must be defined by
the VMS LOGICAL NAME CASEAS$DATA. A typica “DDF” is shown in the examplein figure 5. The
DDF begins with a data line (header record) that provides the following characteristics of the data base:

1. Record length in words

2. Number of itemsin each record (attributes)

3. Item location of the modification date item
4

. Maximum number of records for this data base
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5. Item location of the security password
6. Item location for the “point up” pointer for chained records (usually zero)
7. Itemlocation for the “point down” pointer for chained records (usually zero).

SCREDT |

READ DATABASE
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IF CURSOR PICK
DRAW EDIT

SCREEN
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l USER CHANGE
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NAME

l Y
OPEN DATA BASE
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ALL RECORDS

FOR THIS CASE
l AND SUBSYSTEM

FIND RECORD FOI

THAT EQUIP.
EXIT

Figure 3. SCREDT flow chart.
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003 001 026 CABIN AlR HEAT LOMD VTS
003 001 027 INTIAL CABI N STRUCT TBWP, OEG F
003 001 028 B\M RONVENTAL S NK TEWP, DEG F
003 001 029 | NTER (R ONECTION BIUHRF
003 001 030 SHHL CONOLCTANE, BIUHRF
003 001 031 EXTERVAL RAK BIU HR R*4
003 001 032 THERWAL RELAXATI ON CCEFF Q BNT!
003 001 033 MAX LOP GONT

003 001 036 AN CFEIN TBW, OEGF
003 001 037 ANAL TOTAL PRESS, PS A
003 001 038 ANAL @ PARTTAL PRESS PIA

003 001 041 NAX TOTAL PRESS, PS A
003 001 042 MN TOTAL PRESS PS A
003 001 043 NMTOTAL PRESS PSIA
003 001 044 NAX C2 PARTIAL PRESS PSA
003 001 045 MN @ PARTIAL PRESS PS A
003 001 046 NM Q@ PARTIAL PRESS PS A
003 001 047 NAX G2 PARTIAL PRESS WM
003 001 048 MN Q2 PARTIAL PRESS W
003 001 049 NM Q2 PARTI AL PRESS W
003 001 050 NAX REL HMOTY, %
003 001 051 MN REL HMOTY, %
003 001 052 NMRE. HMOTY, %
003 001 053 NAX CEWPQNT, DEGF
054 MN CEVPONI, CEGF
NOM CEWPQNT, CEG F

CEaT]

$IEX ! Security 1D

Figure 5. Example “DDF” file (CABIN data base).




This header record is followed by adataline for each of the items in the record. The format is as
shown in the figure and contains the following:

1. Itemtype (1 =integer, 2 =apha, 3=redl, 4 = hit flag, 5 = list)

2. Fieldsizeinwords (Item types 1, 3, 4 and 5 are 1 word fields; item type 2 field size isthe
number of characters/4 rounded up to nearest whole word)

3. Starting word position in the record
4. Description of the item (32 characters max).

The bit flag items are supported by TDMS for purposes not required by CASE/A and, therefore,
are beyond the scope of this manual. The DDF ends with afour character “ security” ID that currently is
designed to prevent inadvertent modification of protected records as opposed to protection against mali-
cious modification. At present the security feature of the code has been disabled.

The third file used by the data management system isthe “COMPONENTNAME.STT” file that
contains the status records for the active set. The data bases are not automatically compressed when a
record is deleted. The deleted record location is flagged as available for entering new data. Any new data
will be entered over the old record and that record will be flagged as a part of the active set. These flags
areinthe .STT file, which is stored in binary form.

3.5 Data Management System Library Routines
The data management system library routines consist of alarge number of routines that work
together in order to maintain component, connection, and schematic data bases. The routines are

grouped into file input/output, screen editing, and specialized data management routines.

3.5.1 Filelnput/Output Routines

The following routines provide functions to store/load data from disk to/from random access
memory (RAM). The function of each routineis listed below along with the major arrays and variables
that are updated inside the routine.

Subroutine CLOADCASE(NAME)

This routine reads the case data from the case definition file “CASENAME.MOD” and loads the
corresponding data storage arrays for each data segment.

Functions and subroutines referenced:

CTOLOWERC CTOUPPERC DUPLICATE EQOPEN
FRAME1 RANDIN TEK_ADV

Subroutine CMPOPEN

This routine writes a connection map of the pseudo-compute sequence of the current case into a
file named “CASENAME.CMP" after the solve command has been issued.

Functions and subroutines referenced:

CTOLOWERC SMVBITS
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Subroutine EQLOAD
This routine loads component data into the “CON” array from appropriate data base records.
Functions and subroutines referenced:

DUPLICATE EQOPEN RANDIN RANDOU
TEK_ADV

Subroutine EQOPEN (ITYPE)

This routine opens the active data base file for equipment type ITY PE for interactive editing or
listing to the terminal screen. Control, labels, plot, and usercon data bases have ITYPES of 0O, -1,
-2, and -3, respectively. Component ITY PES are listed in chapter 9.0.

Functions and subroutines referenced:

CDCODE CTOLOWERC FULL RANDIN
TEK_ADV

Subroutine ITMOUT(ITEM,IA,IOUT)
This subroutine determines the character format and writes specific items to the unit specified.
Functions and subroutines referenced:

CDCODE FORMAT KBIT SETPRIM
TEK_ADV TYCON

Subroutine LISOPEN
This subroutine opens the case “.LPP” file.
Functions and subroutines referenced:
CTOLOWERC

Subroutine PTMOD

This subroutine loads the 12th column of the IEL array with assignment data if the component is
in asubsystem that is assigned to a cabin.

Functions and subroutines referenced:
SMVBITS

Subroutine RANDIN(ILOCK,IUNIT,IREC,IA,NWD)
Thisroutine is used to retrieve data from the CASE/A data bases. It reads the record number
IREC from the file having logical file unit number IUNIT into the array |A with arecord length
of NWD. If an error occursthe A array is set equal to zero.

Functions and subroutines referenced:

BLANK TEK_ADV
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Subroutine SAVE

This command routine saves the current case configuration datain the case definition file
“CASENAME.MOD”".

Functions and subroutines referenced:
CTOLOWERC PTMOD TEK_ADV
3.5.2 Screen Editing Routines

The following routines can be invoked by the user to modify an existing component data base or
to edit any other file on the current disk storage device.

Subroutine CEDIT(IEDIT)

This command routine allows the user to modify or list the parameters for a desired component.
The type of component to be edited is specified in the command argument list along with the
optional component name. The datafile COMPONENTY PE.DAT is opened and searched for the
desired component. Once found, the component parameters are displayed on the screen and the
user designates changes to be made. The contents are then updated, displayed to the screen again,
and the data are saved to disk.

The value of IEDIT determines what kind of editing isdone. Vauesof 0, 1, 2, or 3 give the
possibility of anormal edit from command prompts, normal edit via cursor pick of component,
global edit (FASTED) via cursor pick, or display of data base values with no edit, respectively.

Functions and subroutines referenced:

CDCODE CILLCHAR CTOUPPERC DIST
DUPLICATE EQOPEN FRAME1L GRCUSR
ISTAT ITMOUT RANDIN RANDOU
SAVE SCREDT TEK_ADV TYCON

Subroutine SCREDT(IEDIT)

SCREDT iscalled by EDIT if the terminal isaVT100 type text terminal. IEDIT determines the
kind of editing to be performed as above.

Functions and subroutines referenced:

CDCODE CILLCHAR CLS CTOLOWERC
CTOUPPERC DIST DUPLICATE EQOPEN
GRCUSR GRSCREEN ISTAT LIST_EDITOR
RANDIN RANDOU RESTOR SAVE
SCREEN_MANAGER SETPRIM

SUB_EDITOR TEK_ADV

3.5.3 Specialized Data M anagement Routines

The specialized data management routines are those that are used by the other routinesin order to
manipul ate data into distinct formats. Some of the specialized routines correspond to the MDAC TDMS
and others are VAX specific routines. A function of each routinein this section is listed along with any
of the mgjor arrays and variables that are affected inside the routine.
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Subroutine CDCODE (CLINEJ, LOC, ITYP, IWORD, IDATA, IERR)

Thisroutine is equivalent to DCODE but used with CHARACTER array of arbitrary length,
CLINEJ. Thisroutine is used to decode the alphanumeric text typed at the CASE/A prompt. It
decodes the alphanumeric argument array ICOM into various fields delimited by the semicolon

;" or blank character. The argument LOC specifies the field number, ITY P specifies the data
type to be returned, and IWORD specifies the length of the field in words. There are four possi-
ble valuesfor ITYP; avalue of 1 specifies an integer, avalue of 2 specifies an alphanumeric, a
value of 3 specifiesarea number, and avalue of 4 specifies the binary representation of the
field. The decoded field value is returned in the argument IDATA. The argument IERR returns a
value of 0 if an error occurred during the decode, otherwise a nonzero value is returned.
Functions and subroutines referenced:

CHELD CREADAL CREADFL CREADIN
INDEX TEK_ADV

Subroutine CFIELD (CLINEJ, LOC, ICOLL, ICOLH, IERR)
Thisisequivaent to FIELD but with CHARACTER array of arbitrary length, CLINEJ. Thisis
an auxiliary routine to CDCODE. It finds the field number LOC delimited by semicolons or
blanks in the argument array ICOM. ICOLL and ICOLH are used to keep track of the current
position within the array ICOM. The argument |ERR returns the error code O if no character in
field number LOC isfound or 1 if the operation is successful.
Functions and subroutines referenced:
TEK_ADV

Subroutine CLDRAI (NDATE, NYR, NMO, NDA)

This routine breaks the variable NDATE, which consists of a concatenated value for the date,
into the corresponding year (NY R), month (NMO), and day (NDA).

Functions and subroutines referenced: NONE
Subroutine CLDRIA (NYR, NMO, NDA, NDATE)

This routine takes the integer values for the current year (NYR), month (NMO), and day (NDA)
and returns the concatenated value (NDATE).

Functions and subroutines referenced: NONE
Subroutine CREADAL (CLINEJ, ICOLL, ICOLR, IDATA, IERR)

This routine returns the CHARACTER value in CLINEJ located between columns ICOLL (Ieft)
and ICOLR (right) in the IDATA variable.

Functions and subroutines referenced: NONE

Subroutine CREADALC (CLINEJ, ICOLL, ICOLR, IWORD, CDATA, |IERR)
This routine returns the CHARACTER value in CLINEJ located between columns ICOLL (Ieft)
and ICOLR (right) in the CDATA variable.
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Functions and subroutines referenced: NONE
Subroutine CREADFL (CLINEJ, ICOLL, ICOLR, DATA, IERR)

This routine returns the REAL value in CLINEJ located between columns ICOLL (left) and
ICOLR (right) in the DATA variable.

Functions and subroutines referenced: NONE
Subroutine CREADIN (CLINEJ, ICOLL, ICOLR, IDATA, IERR)

This routine returns the INTEGER vaue in CLINEJ located between columns ICOLL (left) and
ICOLR (right) inthe IDATA variable.

Functions and subroutines referenced: NONE

Subroutine DELREC (IRECL, IRECH)
This routine deactivates the records IRECL through IRECH from the data base.
Functions and subroutines referenced:

DEL LBIT OPENDB_X RANDIN
RANDOU SETPRIM TEK_ADV

Subroutine FIELD (ICOM, LOC, ICOLL, ICOLH, IERR)
Thisisan auxiliary routine to DCODE. It finds the field number LOC delimited by semicolons
or blanksin the argument array ICOM. ICOLL and ICOLH are used to keep track of the current
position within the array ICOM. The argument |ERR returns the error code O if no character in
field number LOC isfound or 1 if the operation is successful.
Functions and subroutines referenced:
RBYTE

Subroutine FILREC (1A, IDATA)
Thisroutine fillsthe array 1A with the alphanumeric datalocated inside the variable IDATA.
Functions and subroutines referenced:
SBYTE SMVBITS

Subroutine FINDRM (IREC)
This routine returns the first open record IREC in the data base parameter file.

Functions and subroutines referenced:

RANDIN SETPRIM
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Subroutine ITEMIO (ITEM, 1A)

This routine outputs the individual value in location ITEM of array 1A. It is used for displaying
the data base parameters for various components or control files when the editing routineis
invoked by the user.

Functions and subroutines referenced:
FORMAT SETPRIM TYCON
Subroutine KAM2AS (NCHAR, KA4, KADE)

This routine converts the first NCHAR characters of the alphanumeric array KA4 into ADE
(ASCII Decima Equivaent) format in the array KADE.

Functions and subroutines referenced:
SMVBITS
Subroutine KAS2AM (NCHAR, KADE, KA4)

This routine converts the first NCHAR characters of array KADE originally in ADE format into
alphanumeric format inside the array KA4.

Functions and subroutines referenced:
SMVBITS
Subroutine LBIT (NS, NL, IW, 1V)

Thisisabit manipulation routine that copies the leftmost NL bits from argument variable 1V into
the target variable IW starting at the NS bit location of 1W.

Functions and subroutines referenced:
SMVBITS
Subroutine MVBITS (ISORC, ISTRT1, ILEN, IDEST, ISTRT2)

Anintrinsic VAX subroutine that moves data bits from one location to another. The arguments
are specified asfollows.

ISORC — Aninteger variable or array element that contains the bits to be transferred.

ISTRT1— Aninteger expression that identifies the position of the first bit within ISORC to be
transferred.

ILEN —  Aninteger expression that specifies the number of bitsto be transferred.

IDEST — Aninteger variable or array element that identifies the location to where the bits are
to be transferred.

ISTRT2 — Aninteger expression that identifies the starting position within IDEST for the bits.
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The low-order bit in either integer is zero (0). The last bit position in either integer must not
exceed 31. (The length of an integer must not exceed 32 bits.)

Subroutine RBYTE (IBYTE, IVAL, IARY)

This routine sets the value of VAL equal to the value contained in the element IBY TE of array
IARY .

Functions and subroutines referenced: NONE

Subroutine READAL (ICOM, ICOLL, ICOLH, IWORDS, IDATA, |IERR)
Thisisan auxiliary routine to DCODE that returns an a phanumeric value IDATA from the array
|COM based on the variables ICOLL, ICOLH, and IWORDS, which specify the location and
size of the data string. An error code of O isreturned in IERR if the operation is not successful.
Functions and subroutines referenced:
RBYTE SBYTE TEK_ADV

Subroutine RESTOR (IRECL,IRECH)

This routine reactivates the previously deleted records from IRECL to IRECH into the current
data base. To reactivate asingle record, let IRECL = IRECH.

Functions and subroutines referenced:
LBIT RANDIN RANDOU SETPRIM
Subroutine SBYTE (IBYTE, IVAL, IARY)
This routine sets the value of element IBYTE in the array IARY equal to the value of IVAL.
Functions and subroutines referenced:
LBIT
Subroutine SMVBITS (IVALL, ISTART, ILEN, IVAL2ITO)

This routine was designed to duplicate the VA X-specific subroutine that moves data bits from
one location to another. The arguments are specified as follows.

IVAL1- Aninteger variable or array element that contains the bits to be transferred.
ISTART — An integer expression that identifies the position of the first bit within IVAL1 to be

transferred.

ILEN —  Aninteger expression that specifies the number of bitsto be transferred.

IVAL2—- Aninteger variable or array element that identifies the location to that the bits are to
be transferred.

ITO- An integer expression that identifies the starting position within ISTART for the bits.
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The low-order bit in either integer is zero (0). The last bit position in either integer must not
exceed 31. (The length of an integer must not exceed 32 bits.)

Subroutine SY SCLK (NDATE, NTIME)

This routine returns the datein YMD (year, month, day) format in the variable NDATE. The pre-
sent timein HMS (hour, minute, second) format is returned in the variable NTIME.

Functions and subroutines referenced:
IDATE TIME
Subroutine TYCON (1A, BI)

This routine converts the integer variable IA into areal number and the results are returned in the
argument BI.

Functions and subroutines referenced: NONE
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SECTION 4. SSMULATION CONTROL AND EXECUTION

The CASE/A solution system consists of several routines that work as a group to accomplish the
simulation of an ECL S configuration. The functional grouping of the routinesis as follows: (1) the exe-
cution control logic, (2) individual component routines, (3) component interface routines, and (4)
specialized routines.

To obtain a system simulation, the system components and interconnects are first defined by the
use of the graphical interface. After the system has been defined, the CASE/A solution system is
invoked by the SOLVE command. The solution system performs a quasi-steady-state iterative solution
at each time interval according to the control parameters specified in the CONTROL datafile for the
selected case.

The solution algorithm operates on an iterative component level basis to achieve convergence of
the mass flows, temperatures, and pressures of each component stream to within the relaxation criteria
specified in the CONTROL data. The user may disable the temperature or pressure convergence checks
in the SOLVE command argument list if they are not of interest in the simulation. When the conver -
gence checks are disabled, the properties are calculated for the component streams based on standard
temperature and pressure. The mass flows are always checked for convergence within the component
routines.

4.1 Execution Control Logic Description

When the SOLVE command is entered by the user, the main program command processor calls
the routine named SOLVE. The SOLVE routineisthen in control of program execution until the system
simulation is complete or afatal error condition is generated. The SOLV E routine manages the library of
component routines that are called sequentially as the solution progresses in a specified “PCS.” The
SOLVE routineis arranged in distinct logic segments to accomplish the simulation. A flow chart for the
solve routine is shown in figure 6.

4.1.1 Simulation Logic Segment Structure

The SOLVE routinefirst calls the routine SORTIEQ, that performs a sort on the list of compo-
nents and connections data to order the components in descending priority. The assignment of subsystem
components to cabins is then performed by calling the routine PTMOD. This feature allows heat transfer
exchange to occur between the cabin environment and each component located in a subsystem schematic
assigned to it. The PTMOD routine sets up pointers to various arrays that track the heat transfer between
components and their assigned cabin environment. If a subsystem has not been assigned to a cabin, the
thermal environment for that subsystem is set to 75 °F. Next, the CONTROL data base file is opened
and the control parameters are read into memory. The control parameters include the simulation initial
time, termination time, time step, output time interval, relaxation criteria, maximum number of solution
iterations per time step, number of constituents to track, and the system damping factor. The values for
these parameters are loaded from the data base file into the system variables described in table 1. The
property and constituent arrays, summary arrays (routine SUMINIT), and hydraulic stream codes
(routine PINIT) are then initialized. The component performance data initialization is then performed by
the routine EQLOAD called for each component by SOLVE. The routine PSEUDO sets up the PCS and
iscaled by the SOLVE routine just after the component data initialization has been performed. Any
specialized initialization calculations required for the component solutions are then performed by the
individual component routines at the direction of the SOLVE routine via the solution common block
variable MFLAG. The value of MFLAG directs each component routine to perform one of four discrete
functions listed below and described in chapter 9.
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SOLVE

OPEN DATABASE
FOR UTILIZATION

LISOPEN,
EQOPEN

LOAD EQUIPMENT
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SET "PSEUDO"
COMPUTE SEQ.
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PWVSUM
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Figure 6. SOLVE routine flow chart.
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Table 1. Simulation control variables.

IEQ

LPCS
MFLAG
RXCC

IPTFLG

NEQ
NCON
NCOMP
NTRACK

DESCRIPTION

The current simulation time in hours.

The simulation starting time in hours (defaults to 0.0).

The simulation termination time in hours (defaults to 24.0).

The simulation time step interval in hours (defaults to 1.0).

The relaxation criteriato be met on a percent change basis from the previous iteration
value. All component streams must meet this criteriafor their mass flows, temperatures,

and pressures.

The current relative equipment number in the PCS. This variable is updated in the
SOLVE routine.

A variable that is used to step through the connection map data according to the PCS.
Indicates the simulation code segment to execute in the component routines.

Tracks the maximum percent change of all component streams up to the current point in
the PCS. This value must be below REL X for advancement to the next time step after
a complete system iteration.

Indicates whether the user wishes the system to perform relaxation checks on tempera-
tures and/or pressures. The default value indicates checks are to be made for both in
addition to the mass flow checks that are always made.

The number of components in the case to be simulated.

The number of fluid streamsin the case to be simulated.

The number of component types currently supported (54).

The number of constituents to be tracked (up to 50).

NSYSLOOP The current number of system iterations performed during the present time step.

SYSDAMP A damping factor used by afew specialized hydraulic routines.

MFLAG=1 Component datainitialization
MFLAG =2 Iterative component level solution
MFLAG=3 Post time step wrap-up

MFLAG =4 Post simulation wrap-up

MFLAG =5 Error occurred, wrap-up and return.




The iterative solution process begins after the component data initialization at the simulation start
time and is continued until the termination time is reached. At each time interval, the SOLVE routine
invokes the component routines sequentially according to the PCS until all of the componentsin the sys-
tem have been processed. The routine EQSOLVE is responsible for calling the correct component rou-
tine based on the type of the component being solved for. After each complete system iteration, the con-
vergence flag indicators are checked for compliance with the desired relaxation criteria. The iteration
process is repeated until convergence is obtained for each and every component or until the maximum
number of iterationsis reached. The post time step wrap-up is performed after the iteration processis
completed. The timeis then incremented and the whole processis repeated until the simulation termina-
tion time is reached or atermination error condition occurs on the component level (indicated when a
component routine sets MFLAG to 5). The progress of the simulation isindicated on the display termi -
nal at the completion of each time step. A detailed report of the stream compositions and conditions for
each component iswritten into afile CASENAME.LPP at each output time interval by the routine
SSOUT. The simulation wrap-up is performed when the termination time has been reached. The final
operations are performed by the routines SUMMARY and PWV SUM, that provide summaries of mass
balance cal culations and power usage, as well as weight and volume tabulations at the end of the LPP
file. Execution control is then returned to the main command processor.

4.1.2 Pseudo-Compute Sequence

The PCS defines the order of the invocation of the component subroutines and may be modified
by the user during the solution process. The PCSisinitialy set by the order in which the components are
located in the system schematic in the case construction phase. The PCS is then resequenced in the
SORTIEQ routine to order the components from highest to lowest priority. A priority code array inside
the SORTIEQ routine sets the priority of each component type based on the characteristics of its opera-
tion. Components of equal priority are kept in the same relative order as when they were located in the
system schematic. As the sorting process is executed, the component connection data are also updated to
reflect the sorting of the relative equipment list. The user may change the PCS by the invocation of the
SEQUENCE routine from the user operations blocks, which are discussed in section 4.1.3 and chapter 7.

After the relative equipment list has been sorted, the connection mapping is then performed by
the PSEUDO routine. The PSEUDO routine transates the component connection datainto an ordered
map of the connections between the components based on the PCS. Pointers for the constituent array
locations are established for al component streams. These pointers are used by all component routines to
properly track the constituent mass flows of the system (see figure 7.3.2-1). A summary printout of the
PCS and connection map is written to a file named CASENAME.CMP for use in debugging if required.
An example printout is shown in figure 7.

4.1.3 User Operations Routines

The ability to incorporate user-defined logical and computational operations into the solution
flow is provided by seven entry pointsin the SOLVE routine. The entry points permit the user to per-
form initialization and wrap-up functions on a per-simulation basis, to perform time varying operations
on a per-time-step basis, to perform operations within the solution of each time step, and to write out
plot data. The relationship of the seven user-defined operations blocks to the overall solution flow is
illustrated in figure 6. The seven blocks are discussed in chapter 7.
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OONNECTI ON MAP FCR CASE ATC 7

R R o S S R R R R R R R R R Rk Sk S R Rk R S R R R Rk R ok S S R R R

NUVBER CF COMPCONENTS 4 NUMBER CF CONNECTIONS 5
LENGTH CF PSEUDO 6

COVPONENT LI STI NG

REL CENTRO D  CONNECTI ON OF EACH COMPONENT STREAM

IEQ SUBSYS ID NAME X Y 1 2 3 4 5 6 7 8
1 ATC 27 P-1 301 426 5 1 0 0 0 0 0 0
2 ATC 32 LOAD- 1 651 206 1 4 14 0 0 0 0 0
3 ATC 33 PAYLOAD 650 554 4 5 0 0 0 0 0 0
4 ATC 50 G1 607 420 0 0 0 0 0 0 0 0

REL REL
OCONN | EQ STREAM TO | EQ STREAM NAME CF COMPONENTS
1 1 2 = 2 1 P-1 © LCAD- 1
2 2 -2 == 4 2 LOAD-1 : C1
3 4 1 = 1 99 G1 : P-1
4 2 2 => 3 1 LOAD-1 : PAYLQAD
5 3 2 == 1 1 PAYLOAD : P-1

PSEUDO COMPUTE SEQUENCE

SEQUENCE OCONN REL REL
NUMBER (NCPT) IEQ STREAM TO IEQ STREAM

Figure 7. Example connection map printout.

4.2 Solution System Library Routines
CASEAMAIN

The main program serves as the command processor/user interface for the CASE/A sys-
tem. Commands and their arguments are typed after a command line prompt by the user and pro-
cessed by CASEAMAIN. Upon completion of the command control is returned to
CASEAMAIN and anew prompt issued. The variable NCODE, atwo-dimensional four-byte
integer, containsa“list” of possible commands. The first four characters are referenced by the
first index of NCODE and the second four characters are referenced by the second index. Thus, a
command can be a maximum of eight characterslong. Notice aso that the command is text but
stored as an integer. The command and its arguments are read from the input line with aread
statement into the character variable ICOM. This character string is passed to DCODE to deter -
mine the first “word” on the command line and returned in the variable ITEXT. The NCODE list
of commandsis searched for amatch to ITEXT and the variable | is set equal to therelative
position of the command in thislist. Control is passed to a statement label using a computed
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GOTO onthevalue of 1. For instance avalue of | = 1 would transfer control to statement label
201, 1=2 goes to 202, etc. up to 1=134. Upon completion, control is returned to statement label 20
where anew prompt isissued. This processis repeated until the user issues the “EXIT” com-
mand or presses CONTROL-Y . Notice also that commands are recognized only if they are type
exactly as stored in the NCODE array. They are, however, trandated from lower to upper case
using the TOUPPER routine.

Functions and subroutines referenced:

ALARM ASSIGN ARCHIVE AUTOPLOT
AVRAGE BCK_GD_CLR BLDREC CALC
CASEREAD CDCODE CEDIT CHANGE
CHKREC CILLCHAR CLCALC CLOADCASE
CLONE CLS CONECT

COPYALL CNEWCASE CREATE_KEYBD CTOUPPERC
CUTALL DBOPEN DCALC DCLFOR
DCODE DELCAS DELCN DELEQ
DELETE DELLAB DELNOTE DELREC
DIR DITTO DTABLE EDITOR
EDT ELIMINAT ENTRY EQOPEN
EXPORT FAST FDUMP FILE
FILEREC FIND HT FLAG
FRAME1L FULL GRALPH GRCHRZ
GRCOPY GRERAS GRINIT GRLBCT
GRMOVE HELP IMPORT INPUT
INTERSEC JOIN KBIT LABL LBIT
LIB$SYS TRNLOG LIST LISTAB LOAD
LOCATE MASKER MERGE MERGE_IN
MERGE_OUT MODBAK MOVALL MOVEIT
MOVLAB MOVNQOTE NEWCASE NOTE
OPENDB_X PLTOVR POINT POLYSIM
PRELIM PREPORT PREPRO PRIMDB
PRNTSS RAMDISK RANDIN RANDOU
RANGE RANK RBYTE

READCOMM REDRAW RENAME RENEQ
REPORT RESTOR RETRIEVE RNSS
ROTATE SAMEST SAMPLE SAVE
SAVEAS SCREDT SECURE SELECT
SETPRIM SIGMA

SMG$CREATE_COMPOSED_LINE SMG$CREATE_KEY_TABLE
SMG$CREATE_VIRTUAL _KEYBOARD SOLVE
STATS SUBSYS SUBTTL SYSCLK
TABLE TALLY TARGET TDPLOT
TECREPORT TEK_ADV TOGGLE_SCREEN TYPE
UNASSIGN UNION UPDPLT WRITCON

Subroutine DPCS(IEQA,ISTA,|IEQB,ISTB,NCPT)
Used to unload the IPCS array PCS.
Functions and subroutines referenced:

SMVBITS
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Subroutine EQSOLVE
EQSOLVE callsthe COMPONENT routines using a computed GOTO based on the value of
ITYPE. ITYPE is determined for each component from the EQL array. Thisroutineis called
from SOLVE inside aDO LOOP, which executes once for each component in the system.

Functions and subroutines referenced:

ADSORPTN AFSPE BMR BOSCH
CABIN CAP CFR CHX

CNHX CNTRLLR CO2LIQ CP

CREW DEFLOW DEHUM EDC EVAP
FCELL FILTER FINDC FOODPROC
H20SEP HATCH HEATER HX

HYDISS IONEXCH LIOH MODULE
MOLSIEV MSPLT NODE O2N2 OPS7
PIPE PLANT POINTCON PREWAST
PUMP RACK RAD RO

SABAT SAWD SFWE SINK
SOURCE SUM TANK TBUS
TIMESC TIMER VALVE VCD

WASH WQM

Subroutine PSEUDO
The primary interface routine between the graphic and solution system.
Functions and subroutines referenced:

CMPOPEN SMVBITS

TEK_ADV

POINTCON SORTIEQ

Subroutine SEQUENCE(NAME)
This routine can be invoked by the user in OPS logic to resequence the solution order.
Functions and subroutines referenced:
TEK_ADV
Subroutine SOLVE
The primary driver for the solution system.

Functions and subroutines referenced:

CASEREAD CASEWRIT CNTRLLR DUPLICATE
EADSAVE EQLOAD EQOPEN EQSOLVE
FINDC FOR$CLOSE FRAME1 GRERAS
HEADER LISOPEN OPS0 OPS1 OPS2
OPS3 OP+#4 OPS5 OPS6 PINIT
PLTDATA PLTFILE PIONTCON PSEUDO
PWVSUM RANDIN RANDOU SORTIEQ
SSOUT SUMINIT SUMMARY SYSBAL
TEK_ADV TIMER WRITCON
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Subroutine SORTIEQ
Used to sort the PCS to put the active components first.
Functions and subroutines referenced:

PTMOD SAVE
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SECTION 5. MODEL OUTPUT MANAGEMENT

The following sections discuss the routines involved in the forms of output supported by
CASE/A.

5.1 Schematic Output

There are several routines available to the user regarding schematic output. These include screen
refreshing, generating hard copies of subsystem layouts, and locating stream data on the schematic. The
commands are discussed in section 5.1 of the User’s Manual and the subroutines that support them are
detailed in section 2 of this manual.

5.2 Component Data Base Output

It is sometimes useful to obtain a hard copy of the data base contents for components. CASE/A
provides the PRINTSS command, which prints a copy of the data base contents for each component of a
specified subsystem. The routine to support this function is discussed below.

Subroutine PRNTSS
Thisroutine is used to print the component data for a subsystem.
Functions and subroutines referenced:

CDCODE CILLCHAR CTOUPPERC EQOPEN ITMOUT
RANDIN TEK_ADV

5.3 Simulation Summary

The solution routine (SOLVE) generates the system summary file CASENAME.LPP. Thisfileis
generated by calling HEADER and SSOUT at each output interval. The routines WRITCON,
SUMMARY, and PWV SUM are called after the simulation has ended. Each of these routinesis dis-
cussed below. See chapter 5.3 of the User’s Manual for an example .LPPfile.

Subroutine HEADER
Thisroutine writesthe “.LPP’ file header. Thisis done at each output interval. This section con-

sists of the values of TIME, STEP, RELXX, RELCC, LOOPS. and the subsystem name in the
form:

Functions and subroutines referenced: NONE
Subroutine PWVSUM

This routine devel ops the power and weight summaries during simulation wrap-up. This sum-
mary is at the end of the .L PP file and begins with
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POWER-WEIGHT-VOLUME SUMMARY

It follows with total P, W, V for each subsystem and the total for the case.
Functions and subroutines referenced:
SMVBITS

Subroutine SSOUT(NA)

SSOUT is used to output the individual component data to the .LPP file. NA is the subsystem
name. This section of the LPP file comes directly after the header and prints the case name, com-
ponent name, type, IEQ number, and subsystem name, along with the values from the C and
PRO array for each of the component streams. This section begins with arow of equal signsfor
each component.

Functions and subroutines referenced:
SMVBITS PROPS
Subroutine SUMMARY

Performs the summary logic for a simulation wrap-up and print out. This routine prints summary
data for components that accumulate mass, for example tanks and cabins. The list of datato be
summarized is contained in the variable descriptions located in appendix A of this manual. This
section comes prior to the PWV summary at the end of the simulation. It iseasily found in the
fileasit isdelimited with arow of #s.

Functions and subroutines referenced:
SMVBITS

Subroutine WRITCON
This routine updates the CON array with output and benchmark values for each component. It
then writes the values to the .L PP file. This appears below the last SSOUT entry and before the
first SUMMARY entry. This section is delimited with arow of +'s.
Functions and subroutines referenced.

EQOPEN ISTAT RANDIN RANDOU  TEK_ADV

5.4 Integrated Plot Utility

The integrated plot utility (IPU) provides the capability to save specified data for analysis and
plotting. Details for creating “PLOTSETS’ and using IPU commands are given in section 5.4 of the
User’'s Manual. To create the datafor the IPU, the SOLVE routine calls two subroutines. It calls
PLTFILE before loading the component data and just after loading the PLOT data base into an array
(IA). After each OPS call, SOLVE callsPLTDATA if the plotset is active for that OPS logic block (see
section 4.3 of the User’s Manual). PLTDATA writes out, in binary form, the data requested by the user
inthe PLOTSET. To use the IPU to generate plots on the screen or printer copies of the plots, the IPU
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command is given at the CASE/A prompt. This action setsthe logical variable TDMS_FLAG to true.
When TDMS FLAG istrue, the IPU commands discussed in section 5.4 of the User’s Manual become
active. This also causes other commands, such as“SOLVE” to be disabled. These IPU commands are
documented in appendix B.2 of the User's Manual. Following is a brief description of PLTFILE and
PLTDATA. Variables used by the IPU are tabulated in appendix A of this manual.

Subroutine PLTDATA(NUM,PLD_ERR)

This routine executes aloop from 1 to KOUNT(NUM) (Number of itemsin the PLOTSET) and
loads the DATA array with the data specified in the variable IPLT. When the data are extracted,
the record iswritten to the .DAT file.

Functions and subroutines referenced:

FINDC GETPP OPENDB_X RANDOU RESTOR
SETPRIM

Subroutine PLTFILE(IA,PLF_ERR)

Thisroutine initializes the PLOTSET arrays, pointers, and creates the .DAT, .STT, .SCR and
.DDF files. PLF_ERR isset to 1 if an error occurs.

Functions and subroutines referenced:

CDCODE CTOLOWERC GETI OPENDB_X RANDIN

SETPRIM TEK_ADV
5.5 Data Output Options

When using OPS logic, the need may arise to store user-defined variables for later analysis.
These variables, however, may not be accessible to the IPU through any of the system data arrays (CON,
C, PRO, etc.). In such cases, the user has two primary methods to save this data for use with TDMS:

(1) Output to the USERCON array and

(2) Custom user output (e.g. with FORTRAN write statements).

5.5.1 Output to the “USERCON" Array

The USERCON array isthe preferred method of making user-defined variables available to the
IPU. The USERCON array isaone-dimensional array of 100 elements. Thisarray isdeclared in a
COMMON BLOCK inal of the appropriate “INCLUDE" files (see appendix) and is therefore auto-
matically available to the user in al OPS subroutines. Additionally, any other user-provided subroutine
may access this array by adding the following statement to its variable declaration code:

| NCLUDE ‘ CASEA$CCDE: COMPCOM | NC

Locations 1 to 60 of USERCON are available in the USERCON data base (accessed while
running CASE/A by giving the command “ED;USERCON"). Values may be entered through the
CASE/A editor and used directly in OPS logic. Similarly, output values may be stored in the USERCON
array and viewed in the data base after a simulation is complete. For real-time data storage, the desired
parameters should be stored in the USERCON array and accessed by the IPU (CODE=USER). See sec-
tion 4.3 of the User’s Manual for a description of this process. Locations 61 to 100 are accessible by the
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IPU but are not displayed as part of the USERCON data base when viewed in the full-screen mode (due
to screen size limitations only).

As an example, suppose the temperature of the fluid stream at the outlet of a PIPE, named
“PIPENAME”, in agiven model isto be tracked in Celcius rather than Fahrenheit. The conversion
should be performed in OP4 (post time step). The code in figure 8 converts the temperature and stores
the valuein location 3 of USERCON.

Subr outi ne OPS4

CALL GETT(‘ Pl PENAME , 2, TEMPF)
TEMPC = 5.0/9.0 * (TEMPF - 32.0)
USERCON(3) = TEMPC

RETURN
END

Figure 8. Variable output to the USERCON array.

The plotset definition screen (ED;PLOT) entries necessary to output this value to afileis shown
infigure9.

PLOTSET DEFI NI TI ON

CODE  COVPONENT NAME LOCATI ON STREAM¢ TI TLE

USER 0003 0 Pipe Qutlet Tenp, C

Figure 9. Example PLOTSET definition for the USERCON array.
5.5.2 Custom User Output

If aparticular output situation does not lend itself to the IPU, the user has two options for writing
output directly to datafiles. The data may be written to an ASCI| text file or written in binary form so
that a data base is created that can be accessed with TDM S as described below.

5.5.2.1 Writing Datato an ASCII Text File

The simplest method of saving user-defined data is through standard FORTRAN formatted
WRITE statements. Using this method, the data could be written to the file in such away asto be recog-
nizable to some commercial data analysis package. If no postprocessing is desired, the output could
simply be formatted for direct incorporation into a presentation or report. For the temperature conversion
example above, the process might be as simple as shown in figure 10.
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Subr outi ne OPSO
OPEN (UNI T=60, FI LE=* MYOUTPU. DAT' , STATUS=' NEW )
RETURN
END
Subrouti ne OP4
CALL GETT(‘ PI PENANE , 2, TEMPF)
TEMPC = 5.0/9.0 * (TEMPF - 32.0)
WRI TE( 60, 100) TEMPC
100 FORMAT (1X, ‘EXIT TEMPERATURE OF PIPENAME = *, F7.2, * F)
RETURN
END

Figure 10. Writing custom datato atext file.
5.5.2.2 Creating a Custom Data Base for Storing Output Data

There are two stepsin creating a custom data base. The first step is to write the desired parame-
tersto abinary file. The second step isto create a data definition file (.DDF) that specifies how the data
are stored. The following example illustrates these procedures.

Consider a PUMP-STORE connection that is part of some larger model. The PUMP (named P1)
is pumping afluid composed of oxygen, nitrogen, carbon dioxide, and water vapor (of unknown concen-
trations) and directing it into the STORE (named S1). For this example, the components upstream of the
pump and downstream of the storage tank are unimportant. Suppose the user wishes to determine the
flow rate and stream composition at the pump outlet, and the storage tank temperature and pressure as a
function of time. These parameters, the associated CASE/A arrays, and the locally defined user variables
are shown in figure 11.

Par anet er CASE/ A Locati on Stream Vari abl e
tinme TI ME - - TI ME
flowrate C 1 2 MDOT

2 mass frac C 2 2 FC2

N2 mass frac C 3 2 FN2

COX2 nmss frac C 4 2 FCCoe
H20 mass frac C 8 2 FH2O
tank tenp PRO 2 1 ST
tank press PRO 1 1 S1P

Figure 11. Example variable output using binary files.

Recall that the components are named P1 (PUMP) and S1 (STORE) and that the data are to be
saved as a function of time. Thus, the code in figure 12 would be placed in OP$4 of the users supplied
operations logic. See section 7.0 of the user’s manual for a description of the utility routines.



Subrouti ne OPS4

CALL GETC(' P1 *, 2,1, NDOT)
CALL GETC(‘P1 ,2,2, FR)
CALL GETC(‘P1 , 2,3, FN\2)
CALL GETC(' P1 ‘.2, 4, FCR)
CALL GETC(' P1 *, 2,8, FH20)
CALL GETC(' P1 ‘.1, S1T)
CALL GETC(' P1 ‘.1, S1P)
RETURN

END

Figure 12. Example code to get values for pump “PL1.”

Now that the data are available in local variables, it can be written to a binary file as shown
below.

WRITE (99) TIME, MDOT, FO2, FN2, FCO2, FH20, S1T, S1P

This WRITE statement outputs the data to a binary file named FOR099.DAT. Although the use
of logical unit number 99 is arbitrary, it is recommended that only values above 60 be used to prevent
conflict with CASE/A file access routines.

The second step of creating the data base is the development of the data definition file. Figure 13
presents the .DDF, named EXAMPLE.DDF, for the problem at hand.

010 010 009 15000 010 0 0
003 001 001 TI ME, HRS

003 001 002 PUMP CQUTLET FLOW RATE LB/ HR
003 001 003 PUVP QUTLET O2 FRACT

003 001 004 PUVP QUTLET N2 FRACT

003 001 005 PUVP QUTLET CO2 FRACT
003 001 006 PUMP OQUTLET H2O FRACT
003 001 007 TANK TEMPERATURE, F

001 001 008 TANK PRESSURE, PSI A

003 001 009 MCDI FI CATI ON DATE

002 001 010 SECURI TY

Figure 13. Example data definition file for custom output.

After the ssimulation is completed, the data base may be activated by entering the IPU, or by
running TDMS as a standalone package. TDM S will ask the user to enter a data base name. Thisisthe
same as the .DDF name, i.e., EXAMPLE (with no extension). Next, the data must be pulled from the
FORO099.DAT file and stored in the data base. To do this, use the SELECT command (see the on-line
help for assistance).

SELECT; 99; 8

Thefirst parameter isthe FORTRAN logical unit number, and the second number reflects the
number of itemsin the WRITE statement. Note that the .DDF may be longer than necessary (i.e., sup-
port more items than actually contained in the WRITE statement) to allow room for expansion. If the
.DDF is shorter, however, the datawill wrap from record to record and the data base will be corrupted.
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Once the SELECT command has been executed, the data base is complete. The next time the
data base is accessed, the SELECT function is not needed. If the ssimulation is run again, however, the
SELECT process must be repeated to load the new data into the data base.

5.6 Schematic Connection and Hydraulic Maps

The CASE/A solution routine automatically generates two output files containing schematic
connection and hydraulic flow conductor information to assist the user in debugging new or existing
cases. The .CMP and .FMP files for the case schematic shown in figure 14 will be discussed in the fol-
lowing two sections.

aaaaaaaaaaaaaaaaaaaaaaaaaaaaaa

Figure 14. Example subsystem schematic.
5.6.1 The.CMPFile

The schematic connection map is created in the user’ s default directory and named
CASENAME.CMP. An example .CMP fileis shown in figure 15. The first line identifies the case name.
The next two lineslist the total number of components and connections located in the case along with
the length of the PCS, which is discussed here and in section 4.1.2. The next section in the .CMPfile
lists all of the componentsin the case by relative equipment number (IEQ) as determined in the
SORTIEQ routine (see section 4.1.2). Component listing information consists of the relative IEQ num-
ber, subsystem name, component type (ITY PE), component name, (x,y) coordinates (in pixels) of the
component icon body centroid relative to the lower left hand corner of the terminal screen, and the con-
nection numbers of the component streams (maximum of 8). Notice that the inlet connection (stream 1)
to the PUMP named P-1 has the same connection number (1) as the outlet connection (stream 2) of the
TBUS named PAYLOAD.
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R R o S S R R R R R R R R R Rk Sk kR Rk R S R R AR R R ok S U AR R S

CONNECTI ON MAP FCR CASE ATC 7

R R RS EEEEE SRR EEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEE]

NUMBER CF COMPONENTS 4 NUMBER CF CONNECTIONS 5
LENGTH CF PSEUDO 6

COVPONENT LI STI NG

REL CENTROD  CONNECTI ON OF EACH COMPONENT STREAM
IEQ SUBSYS ID NAME X Y 1 2 3 4 5 6 7 8

1 ATC 27 P-1 301 426 5 1 0 0 0 0 0 0
2 ATC 32 LQAD- 1 651 206 1 4 14 0 0 0 0 0
3 ATC 33 PAYLOAD 650 554 4 5 0 0 0 0 0 0
4 ATC 50 G1 607 420 0 0 0 0 0 0 0 0

REL REL
CONN | EQ STREAM TO | EQ STREAM NAME COF COVPONENTS
1 1 2 == 2 1 P-1 . LOAD-1
2 2 -2 == 4 2 LOAD-1 : CG1
3 4 1 == 1 99 G1 o P-1
4 2 2 == 3 1 LOAD-1 : PAYLQAD
5 3 2 = 1 1 PAYLOAD : P-1

1 =>
2 ==
1 ==>
2 ==>
1 =>
2 ==>

Figure 15. Example connection map (.CMPfile).

The connection listing of the .CMP file simply shows each connection located in the case. In the
first column is the absolute connection number followed by the relative IEQ numbers and stream num-
bers of the two components that are connected. The names of the components being connected are given
in the last column. Notice for the controller (CNTRLLR) that a“data” connection to a component stream
is assigned the negative of the stream number (-2 in this case) and a“data” connection to a component
body (controller to pump) results in a stream number of 99. This resultsin CASE/A not tracking these
“data’ connectionsin the PCS. The last data block in the .CMP fileisthe PCS. Thefirst columnisthe
PCS number followed by the connection number (NCPT = the number of the connection pointer) and
the component streams that are connected. The PCS is determined by the equipment sort performed by
SORTIEQ and by the number of connections made to that component. For example, a CABIN compo-
nent located in a case would receive the highest ranking in SORTIEQ. Then all of the connections made
to that CABIN would appear next in the PCS in ascending order of the relative IEQ of the connecting
component. The PCS, then, isalist, in order of their relative equipment number, of all the components
connected to streams of a component. In the example, for instance, the first component in the PCSis
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IEQ 1. It hastwo entriesin the PCS, sequence numbers 1 and 2. This component, a pump with priority
2, has two streams. Stream 1, the inlet, is connected to IEQ 3, the exit of the TBUS (stream 2). The exit
stream (2) of the pump is connected to the inlet stream (1) of the cold plate, whose IEQ is 2. Generaly,
the PCS has alength equal to twice the number of connections. Thus, it is seen that the PCSisan
ordered list of components that shows how the streams of a component are connected to other compo-
nents. The array NPCS stores the component | EQ numbersin the order they appear in the PCS. Thisis
the SOLUTION ORDER and can be changed with the SEQUENCE subroutine. This array is used by
SOLVE to determine the next 1EQ in the solution process. The “SEQUENCE NUMBER” of the PCS
should not be confused with the SOLUTION ORDER contained in the NPCS array. Note that controller
(CNTRLLR) and time (TIMER) components do not appear in the PCS. For aBUBBLE connection, the
connection number on the “B” side of the BUBBLE isused in the PCS and the BUBBLE isremoved. In
summary, the PCS is simply an orderly listing of all connections that each component (excluding
CNTRLLR, TIMER and between BUBBLE's) “sees’ both upstream and downstream, sorted by relative
IEQ number.

5.6.2 The .FMPFile

The flow conductor map is created in the user’ s directory and named CASENAME.FMP. An
example .FMP fileis shown in figure 16. Thefirst line identifies the case name. The next seven lines
give the total number of components, pressure nodes, flow conductors, flow subnetworks, controllers,
timers, and bubbles located in that particular case. Pressure nodes correspond to the fluid stream hit
boxes of each component in the case. CNTRLLR and TIMER hit boxes, of course, are not included in
the hydraulic solution since they represent the flow of data. A BUBBLE component simply represents a
flow connection across subsystem screen boundaries and, thus, is not included as a pressure node. The
pressure node information given in the .FMP file includes the system node number, component number,
component relative equipment number (IEQ), subsystem name, component type (both ITY PE and the
alphanumeric name), component name, component stream number, and connection number (NCPT)
attached to that stream. The flow conductor information list contains the system conductor number, the
two system nodes attached to that conductor, and the component names and stream numbers that corre-
spond to those two nodes. The entire hydraulic layout of the case (nodes and connectors) are subdivided
into separate subnetworks that are terminated by boundary pressure nodes as described in section 8.1.1
of thismanual and also in section 8.2.1 of the User’s Manual. The flow subnetwork information in the
FMPfileis broken into separate sections for each subnetwork. In this example, there is only one net-
work. The first line contains the subnetwork number and the number of nodes and conductors that it
contains. A mapping is then provided that shows how the network specific node and conductor numbers
correspond to the actual system node and conductor numbers. It is highly advisable to have the case
schematic(s) close at hand when following the information provided in the .[FMPfile. The user is
encouraged to mark the node and conductor numbers on the schematic(s) to help visualize the hydraulic
subnetworks that CASE/A is attempting to solve. The .FMP file is an extremely valuable debugging tool
to aid in solving pressure convergence problems.
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R R R R R R R

FLOW MAP FOR CASE ATC_ 7

LR R R R

NUMBER OF EQUI PMENT | TEMS:

4
NUVBER OF PRESSURE NODES: 6
NUVBER OF FLOW CONDUCTORS: 5
NUMBER OF FLOW SUBNETWORKS: 1
NUVBER OF CNTRLLR COVPONENTS: 1
NUVMBER OF Tl MER COVPONENTS: 0
NUVBER OF BUBBLE COVPONENTS: 0

*** NOTE: CNTRLLRs, TIMERs, AND BUBBLEs DO NOT ***
*** APPEAR | N THE NODE | NFORVATI ON LI ST BELOW  ***

PRESSURE NODE | NFORVATI ON

SYSTEM REL CONN
NCDE | EQ SUBSYS COVWPONENT TYPE  NAME  STREAM ( NCPT)
1 1 ATC 27 PUWP P-1 1 5

2 1 ATC 27 PUWP P-1 2 1

3 2 ATC 32 CP LOAD- 1 1 1

4 2 ATC 32 CP LOAD- 1 2 4

5 3 ATC 33 TBUS PAYLOAD 1 4

6 3 ATC 33 TBUS PAYLOAD 2 5

FLOW CONDUCTOR | NFORNMATI ON

SYSTEM  SYSTEM SYSTEM
CONDUCTOR NODE A TO NODE B COMPONENT A STREAM TO COVPONENT B STREAM

1 1 == 6 P-1 1 ==> PAYLOAD 2
2 2 ==> 3 P-1 2 ==> LOAD-1 1
3 3 == 4 LOAD- 1 1 ==> LOAD-1 2
4 4 ==> 5 LOAD- 1 2 ==> PAYLOAD 1
5 5 ==> 6 PAYLCQAD 1 ==> PAYLOAD 2

FLOW SUBNETWORK | NFORMATI ON

NETWORK NUMBER 1 CONTAI NS 6 NODES AND 5 CONDUCTORS
NETWWORK CORRESPONDS SYSTEM

NCDE NUMBER TO NCDE NUMBER
1 ==> 1
2 ==> 6
3 ==> 5
4 ==> 4
5 ==> 3
6 ==> 2
NETWORK CORRESPONDS SYSTEM
CONDUCTOR TO CONDUCTOR
1 ==> 1
2 ==> 5
3 ==> 4
4 ==> 3
5 ==> 2

Figure 16. Example hydraulic flow map (.FMPfile).
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SECTION 6. UTILITY COMMANDSAND MISCELLANEOUS SYSTEM ROUTINES

This section describes the commands available within the CASE/A environment that are
designed to make system use more efficient, and those utility routines that are used by other subroutines.
These commands are not always required for normal simulation execution, but perform useful functions
such as providing an interface to VMS or examining various data.

6.1 Terminal Settings

The CASE/A modeling package is designed to operate on terminals capable of emulating
Tektronix 4014 graphics terminals and/or DEC VT100 text terminals. The preferred configuration
would be an advanced graphics terminal capable of emulating both (such as the composite terminal).
The default terminal type is a GraphOn composite terminal. The terminal type may be changed by the
user to match a particular system. The user may examine the status of a variety of terminal-related
settings using the FLAGS command. Complete descriptions of these commands are provided below.

6.1.1 Termina Setting Command

The TERM command defines the type of terminal used in a given CASE/A work session to
permit the proper interpretation of editing and output commands. The following is a summary of the
terminal types currently supported.

TERM 1 - Tektronix 4014
TERM 2 — VTI100
TERM 3 — DUAL VT100/4014

When the TERM command is issued, the main program decodes the command line and sets the
terminal characteristics according to the argument as listed above at statement label 246. The variable
ITMNL, which is used by other routines as well, is set equal to the argument of the command (e.g.,
TERM;2 givesavalue of 2to ITMNL). The screen isinitialized and cleared based on the value of
ITMNL. Thereisno “TERM” subroutine such asisthe usual case for most commands. The following
routines are called, however, by CASEA_MAIN to set the terminal type:

CLS CDCODE LBIT FRAME1
TEK_ADV TOGGLE_SCREEN

6.2 Miscellaneous Commands
The following describes some useful miscellaneous commands.

6.2.1 Hags

This command invokes the subroutine FLAG to display alist of 15 system flags. The list
displays the status of the flag—either ON or OFF. The following flags are displayed:

LOGO, INVERSE FLAG, COMMAND ECHO,
AUTO HARD COPY, PLOT TIME, DUAL Y AXES,
VECTOR GRAPHICS, X AXISLOG SCALE, Y AXISLOG SCALE
OVER-WRITE PROTECT BOLD PLOT PAUSE FOR COPY
NASA LOGO COLOR FLAG

TASK COMPLETION ESTIMATE PLOT LEGEND
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These flags are discussed in the User’s Manual in appendix B.1 and B.2.
Subroutine FLAG

The FLAG subroutine displays alist of system flags.

Functions and subroutines referenced: NONE

6.2.2 On-Line Help Information

The help routineis called by CASEA_MAIN and gives an explanation of all CASE/A commands
including IPU unigue commands. Included under each HELP topic is an explanation of the command’s
FUNCTION, the command syntax (FORMAT), and any helpful notes. Help isinvoked by the command

CASEA> HELP;topic
If the topic isleft blank, HELP will provide alist of available topics.

HELP opens an ASCII text file with the name TOPIC.HLP. These files are located in the
CASEAS$CODE directory.

Subroutine HELP
The HEL P subroutine displays the contents of the file TOPIC.HLP.

Functions and subroutines referenced:

CDCODE CLOSE CLS CTOLOWERC
CURSOR FRAME1 GRALPH GRMOVE
INDEX OPEN TEK_ADV

6.2.3 VAX/VMS Commands

The user may temporarily exit the CASE/A environment and enter the VAX operating system by
executing the DCL command. The subroutine DCLFOR, called by CASEA_MAIN, prompts for aDCL
command and passes it, unchanged, to LIB$SPAWN. The command is executed and, upon completion,
control isreturned to DCLFOR. The user remains in DCLFOR until the command “LOGOUT” or “LO”
isgiven.

The user should have a subprocess quota limit that allows a process to be spawned. If this quota
is exceeded, the command will not be executed. Normal VM S diagnostic messages are displayed for
errors, etc., however, no message is given if the process cannot spawn.

It should also be noted that commands that affect only a process, such as SET DEFAULT, will
serve no purpose as they are only valid for the current process that is terminated upon completion.

Subroutine DCLFOR

This routine establishes the call to the VAX library function to allow execution of DCL
commands.

Functions and subroutines referenced:

FRAME1L TEK_ADV
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6.2.4 Temporary Exit to VAX Editor

The user may temporarily exit the CASE/A environment and directly enter the VAX/VMS text
editor EDT. Thisisdone by invoking the EDT editor from the subroutine EDT with the function
EDTS$EDIT(filename). This command allows the user to examine the output file CASENAME.LPP or
modify the operations file CASENAME.FOR. Any other text file that is available to the user may be
edited by supplying the appropriate path and filename. Since thisis an invocation of the EDT editor, all
normal EDT functions exist. When the user enters “EXIT” or “QUIT” after a CTRL-Z in the editor,
control is returned to CASEA_MAIN.

Subroutine EDT

This command routine allows the user to edit any file on VAX mass storage. The file name is
specified in the command argument list.

Functions and subroutines referenced:
CDCODE EDTS$EDIT FRAME1 INDEX
TEK_ADV

6.3 Simulation Control Commands

There are several commands that assist in model development and simulation control. These
commands involve individual components such as CABINS and entire cases.

6.3.1 Subsystem Heat L oad Assignment to CABINS

The CABIN component is used to simulate a cabin, compartment, or otherwise isolated
environment by tracking the respirable atmospheric compositions, mass additions/losses, and heat
transfer between equipment, other cabins, and the external orbital environment. For the CABIN to
recognize the equipment contained in it, the equipment must be assigned to the CABIN using the
ASSIGN command, as described below. For a complete description of the interactions between cabins
and the associated equipment, see section 10.0 of the User’s Manual.

6.3.1.1 ASSIGN Command

This command assigns a subsystem to a cabin. This provides the capability to address multiple
cabins with different configurations and/or environments. The ASSIGN command must be issued before
executing SOLVE. If the user fails to make a cabin assignment, the cabin air, structure, and mean
radiant environment will default to 75 °F from a component standpoint. The user should zero out the
environmental conductances for the components that are assumed to operate adiabatically. If the
interaction with the environment is disabled, then the ASSIGN command is not required.

Subroutine ASSIGN

This subroutine loads the NSSCAB array with the appropriate subsystem name, cabin name, and
relative cabin number of cabinsthat have at |east one subsystem assigned to them. This
information is used to determine which subsystems will interact thermally with a given cabin.
NUMSS is the number of subsystems that have been assigned to a cabin. NUMCAB is number
of cabinsthat have at least one subsystem assigned to them.
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Functions and subroutines referenced:
CDCODE CILLCHAR CTOUPPER SAVE TEK_ADV
6.3.1.2 UNASSIGN Command

This command unassigns a subsystem from a cabin. It is functionally opposite of the ASSIGN
command.

Subroutine UNASSIGN

This subroutine is functionally opposite of subroutine ASSIGN.

Functions and subroutines referenced:

CDCODE CILLCHAR CTOUPPER SAVE TEK_ADV
6.3.2 MERGE Operation

The MERGE command is particularly useful when developing large and complicated models.
Compl ete subsystems are constructed and verified as small, manageable cases. The individual
subsystems are then merged into the larger model. The smaller case may reside in the same directory, a
different directory, or in adirectory on adifferent VAX host than where the larger destination model
exists. This command allows the user to include a complete subsystem (or the entire model) from a
different case in the current case. Complete subsystems can be built and verified as separate cases and
then the subsystem merged into the larger model. Development time is reduced since the models are
developed as smaller, more manageabl e problems and then assembled into a single model. The routine
will check for duplicate component names and solicit a new name from the user if necessary. If the user
does not want to change the name, a carriage return is entered and execution continues.

The MERGE routine queries the user if the source case is from an older version. Then the routine
prompts the user to enter the location of the source CASENAME.MOD file and the source data base
files. These locations must be of the following form:

Host “username password” ::Device:[ Directory]

If the user presses RETURN at this point, the current default directory is searched for the file. The user
has the option to abort the process by entering a“-1".

Subroutine M ERGE

Thisisacommand routine that allow the user to merge an existing subsystem in a different case
into the present case. The case name and subsystem name are input by the user as command
arguments. The source case definition file is opened and all pertinent data are loaded into the
present case data. Component names between the source components and the present case
components are checked for duplication and the appropriate action is taken. The equipment data
base files are updated by creating new data base entries for the merged components.

Functions and subroutines referenced:

CDCODE CLOSE CTOLOWERC CTOUPPERC DELREC
DUPLICATE EQOPEN FINDRM FRAME1 FULL
INDEX ISTAT OPEN OPENDB_X
RANDIN RANDOU RESTOR SAVE
SETPRIM TEK_ADV



6.4 System Utility Routines

There are many system utility routines invoked by component routines to accomplish common
tasks. These routines perform duties such as computing property values, interpolate data, check
convergence on iteration loops, update output files and internal array values, etc. These routines are
described below.
Subroutine BENCH(M, X)

This routine updates the component benchmark datain the CON array.

Functions and subroutines referenced: NONE
Subroutine BIVAR(X,Y ,A,Z)

Performs an interpolation on a bivariate array (A).

Functions and subroutines referenced: INTER
Subroutine CDEL (NEA,NEB,ISTR)

Thisroutine is used to check convergence for the mass.

Functions and subroutines referenced: ABS DPCS
Subroutine CDELA (NEA,NEB,ISTR)

This routine records the stream and constituent with the highest change from the last iteration
value for each accumulator (TANKS, CABINS, SUMS, and NODES only).

Functions and subroutines referenced: ABS
Subroutine CILLCHAR(CISC,LEN,CHRFLG)

This routine parses names such as component names, filenames, case names, etc., to find illegal
characters in the names.

Functions and subroutines referenced:
CHAR ICHAR TEK_ADV
Subroutine CONINIT
Thisroutine is used at the beginnng of the solution to initialize the output CON location.
Functions and subroutines referenced: NONE
Subroutine CONV (X,Y ,NC,CRELAX,XLAST,YLAST)
Thisroutine is a convergence iteration routine used for implicit solutions.

Functions and subroutines referenced: NONE
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Subroutine CORRECT(NC)
This routine adjusts the mass fraction of a connection to sum to 1.0. Corrects round off errors.
Functions and subroutines referenced: NONE

Subroutine CTOLOWERC(CCHAR,NCHAR)

This subroutine converts the character array CCHAR of NCHAR characters from uppercase
charactersto lowercase.

Functions and subroutines referenced: ICHAR
Subroutine CTOUPPERC(CCHAR,NCHAR)

This subroutine converts the character array CCHAR of NCHAR characters from lowercase
characters to uppercase.

Functions and subroutines referenced: ICHAR

Subroutine DEL (IREC)
Thisroutine is used to delete the last record written to the data base.
Functions and subroutines referenced:

ABS LBIT RANDIN RANDOU
SETPRIM

Subroutine DENVIS(NEA,NSA,NEB,NSB,DEN,V1S)

This routine returns the average density (DEN) and viscosity (VI1S) for aflow between
components NEA and NEB in the stream connected by NSA and NSB.

Functions and subroutines referenced: NONE
Function DEWPT(PARTIAL_PRESS)
Thisroutine is used to determine the dewpoint of air based on the water vapor partia pressure.
Functions and subroutines referenced:
INTER TEK_ADV
Subroutine DINTER(X,A,Y)

This routine performs an interpolation of single arrays with all of the arguments in double
precision.

Functi ons and subroutines referenced: NONE
Subroutine DIST (I1X1, 1Y1, IX2,1Y2, XD)

This routine returns the sum of the squares, XD, of the horizontal and vertical distances between
the coordinates (1X1, 1'Y1) and (1X2, 1Y 2).

56



Functions and subroutines referenced: NONE
Subroutine DUPLICATE(IREC,JREC)

Thisroutine is used to duplicate arecord in the data base.

Functions and subroutines referenced:

FINDRM INDEX OPENDB _X RANDIN
RANDOU RESTOR SETPRIM

Subroutine ERRDUMP(ITEST)

This routine displays error messages on the screen.

Functions and subroutines referenced: DPCS TEK_ADV
Subroutine FINDC(IEQ)

Thisroutine is used to load the NPT array with pointersto the correct “C” array location for the
component being solved.

Functions and subroutines referenced: SMVBITS
Subroutine FLOLEG(XM,DEN,VIS XL, ,XD,XK,PDEL,MAX)

Thisroutine is used to calculate flow conductance for resistance and flow information by
iteration upon press drop “PDEL”.

Functions and subroutines referenced: FRICTDP
Subroutine GIMAG(IEQB,ISTB,NCPT,PDEL ,MAX,GI X)

This routine calculates the flow conductance “GI” for stream “ISTRM” for a given pressure drop
“PDEL” and mass flow rate. It is utilized in several flow balancing components.

Functions and subroutines referenced:

CONV DENVIS FRICTDP LOG10
Subroutine INTER(X,A)Y)

This routine performs an interpolation of single arrays.

Functions and subroutines referenced: TEK_ADV
Subroutine KHECK(NUSTM)

This subroutine calls the convergence check routines for al of a component’s streams.

Functions and subroutines referenced:

CDEL CORRECT PDEL TDEL
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Subroutine KHECKA(NUSTM)
This routine performs the same function as KHECK but does not increment the LPCS count.
Functions and subroutines referenced:
CDELA CORRECT PDEL TDELA

Subroutine LOADCOND(IEQA,ISTA,IEQB,ISTB,XM,DP)
This routine loads pressure drop (DP) and flow rate (XM) into the “FLOCOND” array.
Functions and subroutines referenced: TEK_ADV

Subroutine MASSFRAC(NUM,Y I, XMW]I,X1)
This subroutine accepts an input number of constituents (NUM), an array of constituent mole
fractions (Y1) and an array of constituent molecular weights (XMWI) and calculates a
corresponding array of mass fractions (X1).
Functions and subroutines referenced: NONE

Subroutine MODBAK
This routines creates a backup model file CASENAME.BAK.

Functions and subroutines referenced:

CLOSE CTOLOWERC INDEX OPEN
TEK_ADV

Subroutine MOLEFRAC(NUM,PRESS, Y1)

This subroutine accepts an input number of constituents (NUM) and an array of constituent
pressures (PRESSI) and calculates a corresponding array of mole fractions (Y1).

Functions and subroutines referenced: NONE
Subroutine PASSIVE(NSTM,NSI,NSO)

This routine checks to see if a passive outlet stream, NSO, is connected to an active inlet stream,
NSI.

Functions and subroutines referenced: DPCS SCALER
Subroutine PDEL (NS)

This routine determines component relaxation of the pressure calculations.

Functions and subroutines referenced: ABS DPCS
Subroutine POINTCON

This routine determines the pointers (NINP,NOUT,NBEN) for the CON array locations for each
component.
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Functions and subroutines referenced: NONE
Subroutine PREPRO

This subroutine is used to convert OPS files from using the interface routines to using direct
references.

Functions and subroutines referenced:

CDCODE CILLCHAR CTOUPPERC EQLOAD FINDC
LIBSINDEX PSEUDO TEK_ADV
Function ROWATER(TEMP)

This function determines the density of water vapor at a given temperature TEMP. This routine
islocated in PROPS.FOR.

Functions and subroutines referenced: NONE
Subroutine PULLSTX

Thisroutine is used by the controller routine to pull the memory stack down one location. It is
located in CNTRLLR.FOR.

Functions and subroutines referenced: NONE
Subroutine PUSHST X

Thisroutine is used by the controller routine to push the memory stack up one location. It is
located in CNTRLLR.FOR.

Functions and subroutines referenced: NONE
Subroutine QEXCHG(1Q,FAE,GCONV,GCOND,TRAD,TCONV,TCOND)

This subroutine cal cul ates the heat exchange between components and the assigned cabin
environment.

Functions and subroutines referenced: TBOUND
Subroutine RBIVAR(X,Y ,A,Z)
Thisroutine is a bivariate interpolation routine that worksin reverseto BIVAR .
Functions and subroutines referenced: INTER
Subroutine RINTER(Y ,A,X)
This subroutine allows interpolation from a single array in reverse order of subroutine“INTER”.

Functions and subroutines referenced: TEK_ADV
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Subroutine SAVEAS(NAME)

This routine creates a new case from the current case by duplicating al the data base entries with
the new casename NAME. It also creates anew MOD file. The new case becomes the defaullt.

Functions and subroutines referenced:

DUPLICATE EQOPEN FRAME1L ISTAT MODBAK
RANDIN RANDOU SAVE TEK_ADV

Subroutine SCALE(IST)

Thisroutine is used to convert the mass fractions in the C array to mass flow rate and back to
fractions. The routine hastwo ENTRY points:

ABS SCALEUP(IST) SCALEDN(IST)
Itiscaled first during a component routine as SCALEUP(IST) so that computations can be done
by mass flow rate. At the end of theroutineit is called as SCALEDN(IST) to convert back to
mass fractions. I ST is the stream number to be “scaled.”
Functions and subroutines referenced: NONE

Subroutine SCALER(ISTRM ,NSTRM,DESFLW,ALWFLOW)

Thisroutine is used to scale the requested flowrate from a store device to the available quantity
for that iteration.

Functions and subroutines referenced:
ABS DPCS FINDC

Subroutine SUMINIT
This routine initializes the summary arrays for the simulation wrap up.
Functions and subroutines referenced: NONE

Subroutine TBOUND(1Q,TRAD, TCONV,TCOND)
This subroutine retrieves the environmental temperatures for the components.
Functions and subroutines referenced: NONE

Subroutine TDEL (NS)

This routine determines the relaxation values for temperature for a given component.

Functions and subroutines referenced: ABS DPCS

Subroutine TDELA(NS)
Thisroutine is the same as TDEL but used for a given stream (used in the STORE and CABIN
Ilgl?r:g)tions and subroutines referenced: ABS
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Subroutine TIMESTEP(TSTEP,N,GSUM,CAPAC, TAU,MINILPS)

This routine determines atime constant TAU and number of subtime steps (MINILPS) for a
system of N diffusion nodes (N=10 max).

Functions and subroutines referenced: NONE
Subroutine TSTEP(A,B,C,D)
Thisroutine is used to calculate the largest difference between A-C and B-C.

Functions and subroutines referenced: NONE

6.5 Moded Archive Routines

The archive process (new in version 5.0) provides the user with the ability to store CASE/A
simulation solution files to a specified directory. These files can be retrieved for later use. There are two
steps to archiving amodel: (1) edit the archive data base to describe general information about the
archived models, (2) initiate the archive process to save the data to an archive file. Routines called to
support step 1 are described in section 3.2, Interactive Editing, of this manual. Routines that support step
2 are described next.

Subroutine ARCHIVE

This routine stores the currently loaded CASEA model datato an ASCII fileand is called
directly from CASEAMAIN upon entry of the ARCHIVE command. The routine prompts the
user for the name of the model that is to be archived and other pertinent information. If the user
continues, the archive directory is determined and plotsets, ops code, .MOD file, or whatever is
selected by the user to be archived is copied to this directory. If the archive process succeeds, a
message stating “ARCHIVE OPERATION FINISHED” iswritten to the terminal and control is
returned to CASEAMAIN.

Functions and subroutines referenced:

ARCHFILE CTOLOWERC EQOPEN MERGE_OUT
RANDIN TEK_ADV

Subroutine ARCHFILE
Thisroutineis called by ARCHIVE to check for active archive setsin the |A array. If more than
oneis active, the user iswarned and only thefirst set is used. If none are found, awarning
prompt is given to the user and the routine returns.
Functions and subroutines referenced: TEK_ADV

Subroutine RETRIEVE
This routine is invoked when the user enters the RETRIEV E command. It provides the user with
amethod to retrieve a previously archived file. This routine first prompts the user for the

directory and file containing the archivefile, then calls MERGE_IN to read the archive file data
into the currently loaded model.

61



62

Functions and subroutines referenced:

ANSWER CTOLOWERC
GET_SET_DDIR (contained in RETRIEVE)

MERGE_IN



SECTION 7. USER OPERATIONSLOGIC AND INTERNAL CASE/A DATA ACCESS

CASE/A provides for user-written computational logic at strategic points during the simulation.
This capability is similar to that of programs like SINDA (VARIABLES], VARIABLES2) and G189A
(GPOLY 1, GPOLY 2). CASE/A provides seven such opportunities in the subroutines OPS0 to OPS6.
Additionally the subroutine OPSY is provided during component simulation asa“BLACKBOX”. These
program modules, referred to as“ OPS LOGIC”, provide for such things as custom variable initiaiza-
tion, time-dependent forcing functions, specialized output, etc. The use of OPSlogic is presented in
detail in chapter 7 and examples of use are provided in models WCM and MB6 in appendix A of the
CASE/A User’s Manual. This section provides a brief introduction to OPS logic and aguide to link user
OPS logic with the CASE/A library.

7.1 OPSLogic Description

OPSO, PREINITIALIZATION—Thisroutine is called prior to execution of the component
100 block (datainitialization). It is useful for initializing custom output variables, opening
output files, and changing values contained in the data base prior to their use in the 100 block.

OPS1, PRESIMULATION—Thisroutineis similar in nature to OPS0O, however, it executes
just after the component 100 block. Thus, thisroutine is useful for initializing data that
depends on initial conditions of the components.

OPS2, PRETIME STEP—This subroutine is especially useful for doing time-dependant
computations to impose time-variant conditions on the system. OPS2 is called every time step
just prior to iteration.

OPS3, INTERNAL SYSTEM ITERATION—The OPS3 logic executes every system
iteration. It proves most useful in debugging when the user wishes to examine data or print
diagnostic messages during the ssmulation. It isalso used as atool for performing conditional
tests for feedback control.

OP34, POSTTIME STEP—EXxecuted just after convergence of the system is obtained, but
prior to incrementing the time, this block is useful for updating output files and performing
integration functions.

OPS5, OUTPUT INTERVAL—T hisroutine is executed after OPS4 but only at the specified
output interval. It is useful for performing operations that should coincide with the system
output interval.

OPS6, SSIMULATION END—Thisroutineis called after the ssmulation end time is reached. It
is used to perform post sim output user wrap-up operations such as closing files.

7.2 Creation of User OPSLogic

OPS logic should be created in the user’ s directory (in the current working subdirectory). A
logical approach to thisisto first copy the file OPS.FOR from the CASEA$CODE directory to the
user’ s directory under the name of the current case:

$copy casea$code: ops. for disk:[user.directory]casenane. for

The next step isto edit this file with atext editor and code the logic required. Even if no codeis
placed into a subroutine, it isimportant that each subroutine be left intact, since the subroutines are
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called regardless of whether they perform any function or not. An example of this completed OPS logic
might look as follows:

SUBROTI NE CPSO

C PRE-SI MULATI ON USER- DEFI NED CCDE
RETURN
END

00

Subrouti ne CPS1
| NCLUDE * SYS$CASEA: COVPCOM | NC

OPS1 LOGAd C - PRE SIMLATION  The OPS1 subroutine for this case
is used for initialization of data parameters and resequenci ng
of the solution procedure.

O0000

COMVON / ONE/ - THW TSHWR, TDWSH, TLDRY
COMVON / TWD' NHW NSHWR, NDWSH, NLDRY
COWON / THREE/  DT1, DT2, DT3, DT4

COMMN / FOR | FLG JFLG KFLG LFLG

COMMN / FI VE/  TSTRT1, TSTRT2, TSTRT3, TSTRT4
COMMN / SI X/ TSTOPL, TSTCP2, TSTCP3, TSTCP4
COMVMON / SEVEN. NOREW TFLGL, | I, | CTRH, | CTRS, | CTRD, | CTRL
COMMON / TEST/  SROFLQ, KFLAG

COWMDN / FLCRATS/  F1SET, F2SET, F3SET, FASET
CALL GETU(1, THW

CALL GETY( 2, TSHWR)

CALL GETY 3, TDVBH)

CALL GETU 4, TLDRY)

CALL GETU(5, XNHW

CALL GETU( 6, XNSHWR)

CALL GETY 12, DT4)

CALL GETY(13, X FLG
CALL GETY 14, XJFLQ
CALL GETY( 15, XKFLGQ
CALL GETY16, XLFLQ

-
wn
é
o1

2

wn

g

A

Y
[
PNRPNRNPR

o000

Subr out i ne CPS2
| NCLUDE * SYS$CASEA: COVPCOM | NC
C
C (OPS2 LOA C - BEFORE EACH TIME STEP. The COPS2 subroutine will be
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C wused to control the flow of hot water at the handwash, shower,
C dishwash and laundry facilities according to the tineline described
C in section A 3.1
C
COWON / ONE/ - THW TSHWR, TDWEH, TLDRY
COWDN / TWO' NHW NSHWR, NDWEH, NLDRY
COWON / THREE/ Dr1, D12, D13, DT4
COWON / FOUR | FLG JFLG KFLG LFLG
COWDN / FI VE/  TSTRT1, TSTRT2, TSTRT3, TSTRT4
COMMIN / SI X TSTOPL, TSTOP2, TSTCP3, TSTCP4
COWDN / SEVEN NCREW TFLGL, I I, I CTRH, | CTRS, | CTRD, | CTRL
COWDN / TEST/ SRCFLQ KFLAG
COMMON / FLORATS/  FASET, F2SET, F3SET, FASET
C
IF (ICTRH .NE. 4) THEN
IF (TIME .GE TSTIRT1 .AND |FLG.EQ 1) THEN
IFLG =0
ENDI F
IF (TIME .GE TSTCPL .AND | FLG.EQ 0) THEN
IFLG =1
TSTRT1 = TIME + DIl I set start time for next
TSTCP1 = TSTRT1 + THW I crew menbers handwash
| =1l +1 I during the present cycle
IF (Il .EQ NCREW THEN
TSTRT1 = TFLGL + 4.0 I begin the next handwash cycl e
TSTCOP1 = TSTRT1 + THW I 4 hours after the begi nni ng
TFLGL = TFLGL + 4.0 I of the previous cycle
I =0
ICTRH = ICTRH + 1
ENDI F
ENDI F
END F
SPLT2L2 = FLQOL2/ FLOTOT I split frac of leg 2 of S2
CALL SETK(‘ S2 *, 11, SPLT2L1)
CALL SETK(‘ S2 *, 12, SPLT2L2)
C
SPLT4L1 = FLO4/ FLOB4 I split frac of leg 1 of 4
SPLT4L2 = FLCB/ FLCB4 | split frac of leg 2 of A4
CALL SETK(‘4 *, 11, SPLT2L1)
CALL SETK(* <4 ‘*, 12, SPLT2L2)
C
SPLT1L1 = FLOL/ FLOL2 I split frac of leg 1 of Sl
SPLT1L2 = FLQ2/ FLOL2 I split frac of leg 2 of S1
CALL SETK(‘ S2 ‘, 11, SPLT2L1)
CALL SETK(‘S2 *,12, SPLT2L2)
END F
C
RETURN
END
C
C
C
Subrouti ne CPS3
C
C CPS3 LOA C - EACH | TTERATI CN
c

c *** NOTE THAT TH S Subroutine SHOULD BE | NCLUDED | N CASEANAME. FCR

c *** EVEN THOUGH | T DOESNT DO ANYTH NG

C

30 RETURN
END

C
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Subr out i ne CP4
| NCLUDE * SYS$CASEA: COVPCOM | NC

C
C OPA LOA C - AFTER EACH TIME STEP. The OGP subroutine wll be
C wused for adjustnent of certain paraneters associated with the
C STCRE conponent (WIRTNK). Qutput paraneters of interest for this
C case are evaluated graphically using the Integrated Plot Wility.
C
COMWMON / TEST/ SRCFLQ KFLAG
C
C
CALL CETK(* WIRTNK “, 19, WASI ) I initial tank contents nass
CALL CETK(‘ WIRTNK *, 73, WAS) | current tank contents nass
C
TL = S 4.0/ 3. 14159
GMLL = 0.3996*TL + 0. 157
AO = 5.3668*TL + 1.704
GOO\V = 0.2*A0
GRAD = 0.1714E-8*AOr0.05%0.9
C
CALL SETK(* WIRTNK *, 12, GOONV) I reset tank convection, radiation
CALL SETK(‘ WRTNK ‘, 13, GRAD) I and wal | conductor conductance
CALL SETK(‘ WIRTNK ‘, 15, GMLL) I val ues
C
RETURN
END
C
C
C
Subrouti ne CPS5
C

C PS5 LGA C - EACH QUTPUT | NTERVAL

C

c *** NOTE THAT TH S Subroutine SHOULD BE | NCLUDED | N CASEANAME. FCR
c *** EVEN THOUGH | T DOESNT DO ANYTH NG

C
RETURN
END
C
C
C
Subr out i ne CPS6
C

C COPS6 LG C - PCST SI MLATI CN
C
c *** NOTE THAT TH S Subroutine SHOULD BE | NCLUDED | N CASEANAME. FCR
c *** EVEN THOUGH | T DOESNT DO ANYTH NG
cC
RETURN
END

Subr out i ne CPS7

CPS7 LGd C - BLACKBOX SI MULATI ON

OO0 000

RETURN
END
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A complete description of this problemisin appendix A of the User’s Manual.

The next step isto compile the program and link with the rest of the CASE/A object library. Itis

important to note that compilation and linking must be done every time the OPS Logic file is modified

to effect a change in the ssmulation. This procedure is accomplished as follows:

$f ortran/noopti mize/nodebug/check=bounds/continue=45 casename.for

$ @casea$code:linkcas casename

$ run/nodebug casename

This procedure will compile the code and give the option to use the debugger if required.
LINKCAS.COM links with the object code located in the directory CASEA$CODE and creates an
executable CASENAME.EXE. The nodebug qualifier should be left out of the RUN statement if the
user wishes to use the VM S debugger. It is beyond the scope of this manual to present the use of the
debugger. LINKCAS isdescribed in the User’s Manual.
Subroutine OPSO

OPS0 logic is caled by the SOLVE routine prior to the component 100 block.

Functions and subroutines referenced:

Any CASE/A or user-written subroutine can be called.
Subroutine OPS1

OPS1 logicis called by SOLVE prior to smulation but after the component 100 block.

Functions and subroutines referenced:

Any CASE/A or user-written subroutine can be called.
Subroutine OPS2

OPS2 logicis called prior to each time step by SOLVE.

Functions and subroutines referenced:

Any CASE/A or user-written subroutine can be called.
Subroutine OPS3

OPS3 logicis called by SOLVE each iteration until convergence.

Functions and subroutines referenced:

Any CASE/A or user-written subroutine can be called.
Subroutine OPS4

OPHA logicis caled by SOLVE after convergence but before time is incremented.

Functions and subroutines referenced:

Any CASE/A or user-written subroutine can be called.
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Subroutine OPS5

OPS5 Logicis called by SOLVE after OPS4 but only when the time is a multiple of the output
interval SY SOUTPT.

Functions and subroutines referenced:
Any CASE/A or user-written subroutine can be called.
Subroutine OPS6

OPS6 Logic is called by SOLVE after the end of asimulation to alow for postsimulation
wrap-up.

Functions and subroutines referenced:

Any CASE/A or user-written subroutine can be called.
Subroutine OPS7

OPS7 Logic is called by SOLVE to simulate a blackbox component defined by the user.

Functions and subrouti nes referenced:

Any CASE/A or user-written subroutine can be called.

Normally the user will create a subroutine for the blackbox component and call thisroutinein

OPS7 logic when OPSY is called by SOLVE (for example, see example 2 — MB6 in the CASE/A

User’'s Manual section 1).
7.3 Case/A Internal Data Communication Arrays

It may be useful for the user to check or vary the value of “internal” data associated with the
simulation. There are five main arrays that CASE/A uses to communicate data to and from the different
routines in the program. These arrays, and the subroutines used to manipulate them, are described here
and in chapter 7 of the User’s Manual. These very important data structures, which are used extensively
in modeling systems with CASE/A, are the CON, C, PRO, USERCON, and D arrays. The subroutines
used to store and retrieve data are described in section 7.3.6.

7.3.1 The“CON” Array

The CON array can be thought of asa“LIST” of component data for every component in the
simulation (fig. 17). This“LIST” is comprised of 75,000 “CELLS" grouped into SEGMENTS. Each
SEGMENT contains all of the data for a component. For each simulation, there are NEQ (number of
active pieces of equipment) SEGMENTS. The remaining portion of the array is unused. The relative
equipment number 1EQ is used throughout the simulation to refer to a SEGMENT in thisarray for a
component.

Each segment is divided into four contiguous BLOCKS:

(1) Fixed Block contains nine fixed parameters that exist for every component. LFXD in the
lower part of figure 16 is a constant set to nine, which refers to the length of this block.

The next three blocks are variable in length for every component type:
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(2 Input Block contains the INPUT datafor the component, and its length is determined by the
variable LINP.

(3) Output Block containsthe OUTPUT data and its length is determined by the variable
LOUT.

(4 Benchmark Block containsthe BENCHMARK data, and its length is determined by the
variable LBEN.

Thus, the total length of each segment would be LFXD+LINP+LOUT+LBEN.

The beginning of each block of datais determined by an integer pointer to the first cell of the
block. These pointers are NFXD, NINP, NOUT, and NBEN, which point to the absolute location in the
CON array for the FIXED, INPUTS, OUTPUTS, and BENCHMARKS blocks, respectively. These
pointers are calculated in the POINTCON routine as follows:

NFXD = I CP(1EQ) - 1
NINP = NFXD + LFXD
NOUT = NINP + LI NP
NBEN = NOUT + LOUT

where: | CP is an array of pointers to the beginning location in CON
array for each conponent segnent

LFXD = 9
LI NP = CON( NFXD+1)
LOUT = CON({ NFXD+2)
LBEN = CON( NFXD+3) .

Figure 17 shows the arrangement of the CON array. Also, refer to chapter 7 of the User’s Manual.
7.3.2 The“C" Array

The C array, or composition array, is used to track the fluid mass flow rate and composition for
each of the component fluid streams. This 54 by 1,500 array can track up to 49 constituents for 1,500
connecting streams. The first index of the C array isfor flow rate and composition and the second is for
the stream connection number. The C array is graphically shown in figure 18.

Location (1, “stream number”) of the C array is always mass flow rate in lbm/h. The next 49
locations are for mass fractions of the fluid constituents in the stream of interest (these fractions should
sumto 1.0). Thefirst eight of these constituents are defaults shown in table 2. The variable NTRACK
(not contained in the C array) is equal to the index location of the last constituent tracked. Thus, if the
defaults only are used, NTRACK would be equal to nine. The next four locations, NTRACK+1,
NTRACK+2, NTRACK+3, and NTRACK+4, have special meanings for several routines and should not
be used arbitrarily.

If the user needs to track compounds other than the eight default, several steps are required. First,
the PROPS routine should be modified to obtain the properties of that compound. This new PROPS
routine would then be linked with the rest of the CASE/A library in the same manner as OPS logic. The
CONTROL S data base should be edited next and the value of NTRACK changed from 9 to the total
constituents to be tracked (plus one for mass flow rate). Finally, the LABELS data base can be edited to
associate a name with that location of the C array.

Most components require a number of C locations equal to the number of inlet and outlet
streams. For example, a PUMP requires two C locations, one for the inlet and one for the outlet (as
shown for IEQB in fig. 18). Other components, however, require additional C locations to account for
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mass accumulation and other processes. For instance, the FILTER component uses four C locations—
one for the inlet, one for the outlet, and two to keep track of matter accumulating on the filter media. In
general, acomponent may have up to 8 streams (refer to components in section 10 of the User’s
Manual). Each stream is referenced in the component routine by the array NPT. For example, NPT(3)
refers to stream 3 of the component currently being processed. The value contained in NPT(3) isthe
index into the C array for that stream.

CON ARRAY
FIRST SEGMENT (COMPONENT #1)
These 9
FIXED ~ FIXED
INPUTS # of INPUTS locations are
# of OUTPUTS same for each
Thapext (st nput OUTPUTS # of BENCHMARKS f\‘ﬂ’lg‘r%‘;”;_”} o
locations o BENCHMARKS CDEL RXCC database).
contain the TDEL RXCC % First location
INPUT data \/\ PDEL RXGC for each IEQ
for the begins at
tIEQ POWER NFXD + 1
current IEQ. ] S
Thestarting ma SEGMENT 'IEQ WEIGHT .
location for VOLUME J ICP (IEQ)
each IEQ's
first INPUT
: FIXED
Rﬁ;\,ug] Iﬁ a ; st output Y The next "LOUT"
' \ fastinput INPUTS ond output locations contain
The next ( 1st bench OUTPUTS cee }het?]UTPUT dtata
"LBEN" 2nd bench or the curren
locations ves BENCHMARKS IEQ.The
contain the starting location
BENCHMARK \ 7~ for each IEQ's
data for the \/‘ first OUTPUT datum
is at
current [EQ. —N—
The starting ) NOUT +1
location for
each [EQ's first last ouput )
BENCHMARK
datum is at
NBEN +1 \. last bench .
ICP (IEQ) or NFXD + 1
NINP + 1 3 NFXD + 2
NINP +2 oo
#eels=LFXD=9 < I\
—N— > #cells=LINP
SEGMENT 'NEQ'
\ NFXD +9
NINP + LINP ) FIXED' BLOCK
'INPUTS' BLOCK ' NOUT + 1

NOUT + 2

VBEN + 1 '0UTPUTS' BLOCK
NBEN + 2 / 'BENGHMARKS' BLOCK \

#eells=LOUT & FIN\—

J\,— \. #cells = LBEN

L NOUT + LOUT

NBEN + LBEN J

Figure 17. The“CON" array.
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C and PRO array layout

{C (row, column)}

constituents in component streams are referenced
using NPT(1) for inlet stream and NPT(2) for outlet stream

of component 1}

rows contain columns  contain g‘1, N N
mass flow rate connections ,\Q\ ,\‘\L\ O Q@ &,Q
constituent within model N Q‘\, Q‘b %Q %Q Q‘?&% g\@ Q&‘
mass fractions FOE SRS S S 8
. ) & S &S S S & &S
& other information S & & S & & & &
S & & S &S &

Mass Flow Rate (1)

~

Oxygen (2)

Nitrogen (3)

Carbon Dioxide (4)

Hydrogen (5)

Carbon (6)

Methane (7)

Water (8)

Freon-11 (9)

user -defined constituent (10)

user -defined constituent (50)

(NTRACK + 1) Leg

(NTRACK + 2) Deq

(NTRACK + 3) Pressure Code

(NTRACK + 4) Scale Factor

Stream 1 | EQA Stream 2

[ | COmpoNENt ]

IEQB l

Stream 1 Stream 2

T T

PRO(i,IEQA,1), i=1,8 PRO(i,IEQA,2), i=1,8

i-designates property of the stream
(refer to table 3)

] > component _T>|:|

PRO(i,IEQB,1), i=1,8 PRO(i,IEQB,2), i=1,8

\\ Stream Numbers: J

Figure 18. Stream properties and composition arrays.
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Table2. “C” array default constituents.

LOCATION CONTENT Units
1 Total Mass Flow Rate Lbm/Hr
2 Oxygen Mass Fraction
3 Nitrogen Mass Fraction
4 Carbon Dioxide Mass Fraction
5 Hydrogen Mass Fraction
6 Solid Carbon Mass Fraction
7 Methane Mass Fraction
8 Water Mass Fraction
9 Freon - 11 Mass Fraction
10 Constituent 10 Mass Fraction
11 Constituent 11 Mass Fraction
12 Constituent 12 Mass Fraction
50 Constituent 50 Mass Fraction
NTRACK+1 Equivalent Length Feet
NTRACK+2 Equivalent Diameter Inches* 100
NTRACK+3 Pressure Feedback Code
NTRACK+4 Scale Factor

7.3.3 The“PRQO” Array

The subroutine PSEUDO is used to keep track of the pointers that give accessto the C array. The
subroutines GETC and SETC are available to store and retrieve datain this array.

The PRO array stores the thermodynamic properties for each component stream (refer to the
bottom of figure 18). This three-dimensional array can track up to 12 properties for 1,000 components
with up to 8 streams each using the first, second, and third indexes, respectively. The properties
represented by the first index value are shown in table 3. Note that there is room for future expansion or
user-defined properties since the array is dimensioned to 12 and only 8 properties are tracked. The

routines SETP and GETT are used to store and retrieve datafrom this array.
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Table 3. “PRO” array propertieslist.

LOCATION CONTENT

oO~NOOT A WNE

Pressure, 1b/in2 absolute
Temperature, Fahrenheit
Specific Heat (Cp), Btu/(lbm°F)
Density, lbnvft3

Viscosity, |bm/(h-ft)

Specific Heat (Cy), Btu/(Ibm°F)
Molecular Weight, Ibm/Ib-mole
Enthalpy, Btu/lbm




7.3.4 The“USERCON” Array

CASE/A provides an additional array that is carried in the common block /USERCON/ in
CASEA$CODE:GRAPHCOM.INC. This one-dimensional array can be used to store data and
communicate it throughout the simulation. Up to 100 different parameters can be tracked with this array.
Each location can be associated with alabel by editing the USERCON data base.

Thisarray is aone-dimensional single precision real array and can be accessed directly or with
the GETU and SETU routines. Upon completion of the simulation, the final values of each location are
stored in the data base. Thus, this array should beinitialized by the user in OPS0 logic for each new
simulation unless data accumulation is the desired result.

7.35 The“D” Array

The D array dimensioned to D(1000,50) is asystem level array used in the component
subroutines. Thefirst index is the relative equipment number (IEQ) for acomponent in agiven case.
The second index represents 50 available locations for “random” use. Many components use the D
array. Each routine should be examined to determine what if anything is stored in locations 1 to 50. The
purpose of this array isto provide access to variables internal to a component routine that are not
otherwise available to the user (i.e., through the component edit screen). After careful checking that an
array location is free, an experienced user is encouraged to exploit this array to accessinternal
calculations of acomponent. Note that to reference the array one should use the form D(IEQ,i) wherei
isthe desired location and |EQ is set by the system in the SOLVE routine.

7.3.6 Storage and Retrieval Functions for CASE/A Arrays

The subroutines used to store data into and retrieve data from the CON, C, PRO, and USERCON
arrays are described below.

Subroutine GETC(NAME,ISTR,ICONST,VALUE)

Thisroutine retrieves avalue from the C array. It returns the VALUE of the ICONST constituent
number of the ISTR stream for the component NAME.

Functions and subroutines referenced: TEK_ADV FINDC
Subroutine GETI(NAME,IEQVAL)

This routine returns the relative equipment number (IEQVAL) for the component NAME. It can
be used in conjunction with the GETK routine to get the value of ICON.

Functions and subroutines referenced: TEK_ADV

Subroutine GETK(NAME,ICON,VALUE)
Thisroutine is used to retrieve data from the CON array. NAME isa CHARACTER*8 variable
(INTEGER*4(2)). The routine returns the VALUE of the ICON relative location for the
component NAME.
Functions and subroutines referenced: TEK_ADV

Subroutine GETP(NAME,ISTR,VALUE)

This routine returns the VALUE from the PRO array of the pressure of stream ISTR for the
component NAME.
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Functions and subroutines referenced: TEK_ADV
Subroutine GETPP(NAME,ISTR,|ICONST,PP)

This routine returns the partial pressure for the equipment name and stream and user-specified
constituent ICONST.

Functions and subroutines referenced: TEK_ADV FINDC
Subroutine GETT(NAME,ISTR,VALUE)

Thisroutineis similar to GETP but returns temperature.

Functions and subroutines referenced: TEK_ADV
Subroutine GETU(ILOC,VALUE)

Thisis used to get a value from the USERCON array. It returns the VALUE of the ILOC
location.

Functions and subroutines referenced: TEK_ADV

Subroutine SETC(NAME,ISTR,ICONST,VALUE)
Thisroutine is functionally opposite to GETC in that it stores avalue in the C array.
Functions and subroutines referenced: TEK_ADV FINDC

Subroutine SETK(NAME,ICON,VALUE)
Thisroutine is the opposite of GETK in that it storesaVALUE in the CON array.
Functions and subroutines referenced: TEK_ADV  POINTCON

Subroutine SETP(NAME,ISTR,VALUE)
Thisroutineis functionally opposite to SETP in that it stores a value in the PRO array.
Functions and subroutines referenced: TEK_ADV

Subroutine SETT(NAME,ISTR,VALUE)
Thisroutine is functionally opposite GETT. It stores atemperature in the PRO array.
Functions and subroutines referenced: TEK_ADV

Subroutine SETU(ILOC,VALUE)
Thisroutine is used to set the ILOC location of the USERCON array to VALUE.

Functions and subroutines referenced: TEK_ADV
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Subroutine PREPRO

Thisroutine is the OPS logic preprocessor discussed in section 7.5 of the User’s Manual. The
preprocessor helps speed execution by eliminating dependence on the GET and SET routines
discussed above. GET and SET routines search from 1 to NCOMP until finding the correct
equipment name before retrieving or depositing data. The preprocessor optimizes this process by
writing OPS code to access the correct array (C, PRO, CON) location directly.

Functions and subroutines referenced:

CDCODE CILLCHAR CTOLOWERC CTOUPPERC
FINDC FOR$CL OSE FOR$OPEN LIB$INDEX
PSEUDO TEK_ADV
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SECTION 8. ANALYTICAL TECHNIQUES

This section discusses the techniques used to perform hydraulic and therma computation. The
major subroutines used in these computations are described briefly along with the functions and sub-
routines called by them.

8.1 System Pressure Computations

CASE/A provides two methods of computing pressure at key points in the system. These two
methods are toggled by the variable MATRXFL G from the CONTROL data base.

8.1.1 Matrix Reduction Pressure Solution

The default method of determining the system pressuresis the solution of a set of simultaneous
equations by matrix reduction. This set of equations, discussed in section 8.2.1 of the User’s Manual, is
obtained by conservation of mass at each pressure node. The mass flows and compositions are set by the
component routines, while the pressures are calculated by the system using the routine SY SBAL.

The overall hydraulic balance usually requires several iterations in that the components make
successive “guesses’ at the flow rates based on the system calculated pressures. The linearized flow
conductor between two nodes is thus a function of the flow rate and pressure difference occurring
between them.

The system solution methodology is based on the concept of the subdivision of the entire
hydraulic layout of the case into separate subnetworks that are terminated by boundary pressure nodes or
sources and sinks. These subnetworks may be connected by shared boundary pressure nodes (i.e.,
STORE’sand CABIN'’s). A set of simultaneous equationsiis set up and solved for each of these subnet-
works individually. Thisis donein order to decrease the computational resources that would be required
to solve alarge set of equations for al nodes in the case. The matrix solution used is the symmetric
Cholesky method derived from SINDA/SINFLO. Each of the subnetworks should have at |east one
boundary pressure or a singular matrix condition occurs in that no solution is possible. In this case, an
arbitrary node in the network will be taken as a boundary node and the rest of the pressures calculated
accordingly. The user is notified with arun-time warning if this situation occurs.

Subroutine SY SBAL
Thisroutine is responsible for solving for the system pressures given flow rates and conductor
values as described above and in the User’s Manual. The routines used by this routine are not
discussed here, but are documented in the file SY SBAL.FOR.
Functions and subroutines referenced:

CONCALC DPOFA DPOSL GFINIT
PSPCFD SETFLO TEK_ADV

8.1.2 Hydraulic Solution

The hydraulic solution system is responsible for the pressure drop and mass flow balance versus
flow resistance cal culations on both the component and system levels. The hydraulic solution is based
on an implicit solution method that relies on feedback of the downstream pressures to the upstream
components through the flow path connections. This feedback approach allows the characteristics of a
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closed flow path to be sensed by the component, which initiates the mass flow whileit isin direct com-
munication only with the immediately adjacent components. Thus, no knowledge of the complete flow
layout is needed, and the mass pressure balance cal cul ations are made by the components that initiate
the mass flows or that split the flow based on the downstream flow resistances. A few system iterations
are usually required to achieve the correct pressure balance, but the flow configuration and PCS are the
determining factors as to how fast the system converges. An optimized PCS causes a very significant
increase in execution speed, since fewer iterations are required if the components are called in a head-to-
tail sequence. The user may alter the PCS through the use of the SEQUENCE routine in the user opera-
tions blocks. This routine allows the user to specify a group of componentsin a sequentia list asthey
areto be called in that relative order. The rest of the PCSis not affected. Of course, the user may
rearrange the whole PCS if necessary by listing all of the componentsin the case in the desired order.
The user should place the SEQUENCE callsin the OPS1 block if aninitial sequenceisdesired or in the
OPS2 block if time dependent resequencing is desired.

The hydraulic solution system consists of component-level routines that calculate internal com-
ponent pressure losses, as well as system-level routines that perform the interface operations between
the component streams through the flow path connections. The interface routines base their operations
on the stream classification codes discussed in the next section. Two of the routines that perform the
interface operations are COPY and COPY A, which are discussed below.

Subroutine COPY (NUMSTM,CFLAG)
This routine updates stream composition and flow rate (C Array) datato each component. It is
called at the beginning of the 200 block in the component subroutines. Properties (PRO Array)
are also updated for all inlet stream to the given component.

Functions and subroutines referenced:

CONDP CORRECT DPCS FINDC
PROPS
Subroutine COPY A(NUMSTM)

Thisroutineis similar to COPY.
Functions and subroutines referenced:
CORRECT FINDC PROPS

8.1.3 Stream Classifications

The component streams are classified as one of six general types of flow “devices’ according to
their mass flow characteristics. There are four general categories of stream types: inlet, outlet, condi-
tional, and stagnant. There are two types of input streams, two types of output streams, and one each of
the conditional and stagnant types:

1. Passiveinlet: Indicates that the stream accepts whatever mass flow is passed to it by the
upstream component. An example of thistypeistheinlet stream of a
filter. Its pressure is determined by adding the pressure drop of that
component’sinternal flow path to the corresponding outlet stream
pressure of the same component. Thus, afeedback loop is established
between the inlet stream and its corresponding outlet stream.

2. Activeinlet: Indicates that the stream generates a flow rate by pulling mass from the
upstream component. An example of thistypeistheinlet stream of a
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pump or fan. Its pressureis set equal to the upstream pressure minus the
pressure drop through the flow connection.

3. Passive outlet: Indicates that the component passes the flow from a passive inlet stream
through to the outlet side with the establishment of a feedback loop
between the inlet side and the outlet side. Therefore, its pressure is set
equal to the downstream component’ sinlet pressure plus the pressure drop
through the flow connection. An example of thistype isthe outlet stream
of afilter.

4. Specified outlet:  Indicates that the component contains some type of flow generation device
internal to the component that drives the outlet flow without a direct
relationship to any of the inlet streams. Its pressure may be set to a
constant value to ssimulate a regulated process, or afeedback loop may be
estabished by passing the PSPEC routine an argument value of zero. In the
latter instance, the pressure will be adjusted to match the downstream flow
configuration. An example of the regulated type is the oxygen outlet
stream of the static feed water electrolysis (SFWE), which relieson a
high-pressure nitrogen source to regulate the reaction chamber pressure.
An example of the feedback type is a component that contains an integral
positive displacement pump.

5. Conditional: Indicates that the stream may either accept flow or pass flow depending on
(1) what ishooked to it or (2) on the pressure balance of the system. The
component routine is responsible for any interface operations or feedback
loop establishment and the calculation of the stream pressure. Examples of
this type are tanks and cabins.

6. Stagnant: Indicates that no flow can occur to or from the stream no matter what the
flow conditions are. This type usually indicates a deactivated component
or perhaps a closed valve.

These stream classifications are contained in the system level data array named HY DRA and
may be changed dynamically during the solution process as conditions dictate by the component rou-
tines. These stream codes are initialized to the component default values at the beginning of the simula-
tion in the routine PINIT. They are checked for compatibility in the CONDP interface routine, that is
responsible for calculating the pressure dropsin the flow connections and performing feedback opera-
tions, so that the connections make sense from a hydraulic standpoint. For instance, the connection of
two input streams to each other is an obvious error and a warning message is printed to the display. In
this case, the simulation is continued, but the pressure drop for the flow connection is not calculated and
the pressures are |eft at their previous values. The user may encounter a situation where dynamic condi-
tions cause a few solution iterations in that the stream codes are incompatible, but that eventually sort
themselves out. However, arepetitive series of the warning messages indicates an erroneous connection
that the solution system cannot resolve.

8.1.4 Friction Losses Through Connections

The pressure drop through each of the flow connectionsis calculated by the routine FRICTDP,
which is called by the routine CONDP mentioned in the previous section. The FRICTDP routine cal cu-
lates the pressure drop based on the assumption of an incompressible fluid flowing through a smooth
circular conduit in the laminar, transitional, and turbulent regimes. The Darcy formulais used in com-
bination with the hydraulic equivalent length and diameter, the fluid density, and the fluid viscosity to
calculate the pressure drop. Note that the dynamic pressure |osses due to geometric considerations must
be accounted for by the correct calculation of the equivalent length for the specified equivalent diameter.
These values are stored in the constituent “C” array and are |loaded at the beginning of the simulation
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from the CASENAME.MOD file, that contains the graphical information of the system layout. The user
must specify the equivalent length and diameter when the CoNect command is issued in the buildup of
the system layout (CN;Leg;Deq). The length, Leq, is entered in feet and the diameter, Deqg, is entered in
hundredths of an inch (100 = 1 inch). For instance, a connection that is 25-feet long and 6 inchesin
diameter should be entered as CN;25;600. Both values must be entered only as integers, since the inter-
nal storage array may contain only integers. If no arguments are included for the CN command, the sys-
tem automatically sets the equivalent length and diameter to their default values of 1 foot and 6 inches,
respectively.

Subroutine CONDP(NEA,NSA,NEB,NSB,NC)

This routine determines the pressure drop between components NEA and NEB connected by
streams NSA and NSB whose connection number is NC.

Functions and subroutines referenced:
DENVIS FRICTDP LOADCOND TEK_ADV
Subroutine FRICTDP(SDEN,SVIS,SXL,SXD,XMDOT,DPX)
This routine calcul ates the pressure drop, DPX, through a smooth pipe of a diameter, SXD, and
equivaent length, SXL, for aflow with the properties of density = SDEN and viscosity = SVIS
at arate of XMDOT.

Functions and subroutines referenced: NONE

8.1.5 Pressure Loss Through Components

The component routines are responsible for the calculation of the pressure losses for any internal
flow paths. The system-level routines in turn use these values to establish the feedback loops when
required. The routine PIPEDP is called by most of the components that have simple flow-through fluid
paths. It calls the routine FRICTDP, described in the previous section, with the appropriate equivalent
length and diameter, which are usually contained in the component performance datain the CON array.

The routine COMPDP is called by those components that make specialized pressure drop cal cu-
lations, but also need to establish feedback loops with the rest of the system. This routine accepts the
internally calculated pressure drop as an argument and sets the component stream pressures accordingly.
For example, the FILTER routine must adjust the pressure drop across the filter as it gets clogged with
debris, and this calculation is specific only to the filtration process. However, afeedback loop is still
required with the rest of the system to obtain the correct pressure balance. Therefore, the FILTER rou-
tine cal cul ates the pressure drop across the filter element and then calls the COMPDP routine to carry
out the feedback function.

The routines that simulate the components that redirect or split the flow contain specialized logic
to carry out these functions. They are responsible for their own interface operations as well as maintain-
ing the feedback loops. An example of thistype isthe NODE component routine. It is the most compli-
cated routine from a hydraulic standpoint, since it must determine the flow directions as well as the flow
rates of a variable number of connecting streams. It relies on the connecting stream pressures, connec-
tion flow path resistances, and connecting stream classifications to arrive at the correct flow balance.

The components that have “ specified outlet” streams call the routine PSPEC to set their outlet
pressures or establish feedback |oops as appropriate. Thisroutine is used for those outlet streams that are
regulated to a set pressure or that correspond to the outlet side of an internal positive displacement flow
device (constant flow rate with variable pressure differential). A nonzero value for the pressure

79



establishes the stream as a regulated pressure stream, while a value of zero establishes a feedback 1oop
to match the stream’ s pressure to the downstream conditions.

Subroutine COMPDP(NSTM,NSI,NSO,DP)

This routine sets the outlet pressure of the stream NSO based on the inlet pressure of stream NS
and the pressure drop DP.

Functions and subroutines referenced: LOADCOND
Subroutine PIPEDP(NSTM,NSI,NSO,XL,D)

The subroutine, similar to COMPDP, computes the outlet pressure of stream NSO based on the
inlet stream pressure NSI using the equivalent length XL and equivalent diameter D.

Functions and subroutines referenced:
FRICTDP LOADCOND PROPS
Subroutine PSPEC(NSTR,PRESS)

This routine sets the outlet pressure for stream NSTR of component 1EQ to its specified value of
PRESS.

Functions and subroutines referenced: NONE

8.2 Thermal Network Solution Routines

The solution methodology used to solve for unknown system temperatures is discussed in section
8.3 of the User’s Manual. Many components use the generic thermal network discussed below.

Subroutine TNETWK(MAX, RELAX, TSTEP, G1, G2, G3, G4, G5, FAE, G7, G8, CAP,QMASS,
QSHEL, TRAD, TCONV, TCOND, TIN, TMI, TOUT, TWAL, TMAS, TSHEL, IC)

This routine solves a generic thermal network discussed in section 8.3 of the User’s Manual and
is used by many of the components for the thermal solutions.

Functions and subroutines referenced: MTHS$EXP

Subroutine TNETWK2(MAX, RELAX, TSTEP, G1, G2, G3, G4, G5, FAE, G7, G8, CAP,QMASS,
QSHEL, TRAD, TCONV, TCOND, TIN, TMI, TOUT, TWAL, TMAS, TSHEL, IC)

Thisroutine isthe same as TNETWK except the FT term that approximates the mass average
temperature is not used.

Functions and subroutines referenced: MTHS$EXP
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8.3 Mass Transfer

Subroutine MNETWK
MNETWK performs mass transfer network calculations for components modeling a fluid stream
in contact with a sorbent bed (SAWD, MOLSIEV, DEFLOW, etc.) The delta network technique
is used as described in section 8.5 of the User’s Manual.
Functions and subroutines referenced:

BIVAR RBIVAR SUBR SUBR2

8.4 Thermodynamic Properties
Thermodynamic properties, such as enthalpy, specific heat, etc., are calculated for each fluid
stream by the PROPS routine. PROPS is set up for the eight default constituents discussed in section
7.2.2. These properties are stored in the PRO array as discussed in section 7.2.3. Constituents other than
the eight defaults are assumed to have the properties of water unless the PROPS routine is modified to
reflect the new constituent (see section 7.2.2).
Subroutine PROPS(NE,NS,NC)
Calculates the properties of a mixture based on the mass weighted average values of the con-
stituents’ properties at the specified pressure (Ib/in2 absolute) and temperature (°F), given in the
PRO array, and composition (mass fractions contained in the “C” array).
Functions and subroutines referenced:

INTER SATPR TEK_ADV VISC
USERPROPS

Function SATPR(TEMP)
Returns the saturation pressure of air at specified temperature.
Functions and subroutines referenced:
MTH$ALOG MTHS$EXP RINTER
Subroutine VISC(C,W,T0,XMUO,T,XMU)
Used to determine the viscosity of afluid.

Functions and subroutines referenced: NONE
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SECTION 9. COMPONENT ROUTINES

CASE/A presently supports 53 components. From the predefined components and the additional
“BLACKBOX” component (OPS7), the user may construct a system to simulate many life support sys-
tem configurations. Additionally, an experienced programmer can develop custom models to add to the
CASE/A component library. Each type of component is associated with a type number, usually referred
to by the variable ITYPE. ITYPE is contained in the third location of the IEL array for each component
inthemode (i.e., ITYPE = IEL(IEQ,3)). These type numbers are shown in figure 19.

COMPONENT
TYPE
NUMBERS

(ITYPE)

1 2 3 4 5 6 7 8
EDC SABAT WQM FILTER AFSPE BOSCH VCD TIMES
9 10 11 12 13 14 15 16
SAWD STORE CHX H20SEP O2N2 BUBBLE LIOH MOLSIEV
17 18 19 20 21 22 23 24
SPES SFWE RO SPLIT RACK CR *okx COMBUST
25 26 27 28 29 30 31 32
CREW CABIN PUMP WASH PREWAST SUM BMR cpP
33 34 35 36 37 38 39 40
TBUS ALHX LLHX CNHX CAP MSPLT HEATER DEHUM
41 42 43 44 45 46 47 48
ADSORPTN IONEXCH BLACKBOX RAD HATCH *oEx NODE VALVE
49 50 51 52 53 54 55
EVAP CNTRLLR DEFLOW SOURCE PIPE SINK TIMER

*** = Not Supported in Version 5.0 of CASE/A

Figure 19. Component “ITYPES’.

9.1 Component RoutineLogic Structure
The CASE/A system presently supports 53 component types from which the user may construct

alife support system model. A subroutine exists for each of these component types that is called from
the SOLVE routine. Several unique components of the same type may be located in a configuration,
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each with its own operating parameters, but the same subroutineis called for each. All component
subroutines perform four discrete functions at the direction of the SOLVE routine via the system
common block variable MFLAG (fig. 20). These functions correspond to the four segments of the
simulation execution logic. The four functions are discussed below.

COMPONENT

SELECTION |
ROUTI NE

( EQSOLVE)

COVPONENT
SUBROUTI NE

BRANCH ON
SOLUTI ON
STAGE FLAG
( MFLAG)

MELAG=1 MFLAG=2 MFLAG = 3 NFL?&T: 4 MFLAG = 5

| TERATI VE POST TIME SI MULATI ON FATAL ERROR
I'NITIALI ZATI ON SOLUTI ON STEP VRAP VIRAP UP TERM NATI ON

RETURN TO
SOLVE

PROCEDE TO

I EQ=1, NEQ NEXT

COVPONENT
IN PCS

PROCEEDE TO

NEXT MFLAG=1, 4

SOLUTI ON
STAGE

Figure 20. Component logic flow diagram.

9.1.1 Initialization Segment

When MFLAG is set equal to one, each component routine performs an initialization function
that |oads the component performance data into active memory from mass storage and performs any
other operation required to initialize the component. This segment is executed only once during the
course of the ssmulation for each component.

9.1.2 Iterative Solution Segment

When MFLAG is set equal to two, each component routine performs the operations associated
with the simulation of that component type's physical behavior. The mass flow, thermal, and hydraulic
calculations are performed according to the operating characteristics for each component in the case.

Component types can be classified as active or passive devices relative to mass flow considera-
tions. Active devices will generate aflow rate: for example, a PUMP generates flow according to the
rate specified by the user or by its characteristic curve. The mass flow of an active deviceis usualy
specified by the user, but it may be calculated by the routine as a consequence of itsinternal operation.
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Passive devices accept the flow from the upstream component and operate appropriately on that mass
flow. The output of a passive deviceis afunction of the input flow plus or minus the internal losses or
redirection of flow. A FILTER component is an example of a passive device. In some instances, a com-
ponent can have a combination of both passive and active behavior. For example, the BOSCH routine,
that simulates the BOSCH carbon dioxide reduction process, accepts concentrated carbon dioxide from
an upstream component that may or may not be mixed with the required quantity of hydrogen. If the
incoming mixture is deficient in hydrogen, the component will attempt to draw the makeup hydrogen
from the component connected to the BOSCH hydrogen makeup stream.

Each component inlet stream “accepts’ the flow conditions from the upstream component’s
outlet stream. The component routine performs its calculations based on these inlet flow conditions
existing as fixed boundary values. The component routine then sets the outlet stream conditions
according to the performance parameters and operating characteristics of that particular type of
equipment. A convergence check on the mass flows, temperatures, and pressures of all streamsisthen
performed and execution control is then returned back to the SOLVE routine. This segment isthe main
body of the component logic and is executed several times during the solution of each time interval until
system conver gence is obtained.

9.1.3 Posttime-Step Wrap-Up Segment

When the system has obtained convergence for the present time step, MFLAG is set equal to
three and each component routine performs a post time step wrap-up where mass accumulation devices
perform specialized calculations, and benchmark data, if tracked, are updated for all components. This
segment is executed once for each time interval of the simulation.

9.1.4 Postsimulation Wrap-Up Segment

When the simulation has been completed, MFLAG is set equal to four and each component
performs a post simulation wrap-up where the benchmark data are written back to the mass storage file
for that component. This segment is executed only once at the end of the simulation.

9.1.5 Internal Fatal Error Condition

A mechanism for terminating the simulation from within a component routine has been incorpo-
rated into the solution system for those circumstances when a fatal error condition has been generated
within a component routine. Thisis accomplished by setting the value of MFLAG to five in the compo-
nent routine itself. There are conditional test statements in the SOLVE routine that check for this flag
after each component routine returns control back to SOLVE. The SOLVE routine then returns control
directly back to the main command processor without performing the simulation wrap-up. A description
of the error condition will be written to the display device by the component routine.

9.2 Component Routines

The following is abrief description of each component subroutine including functions and sub-
routines referenced by each. A compl ete description of the component and its modeling assumptionsis
contained in chapter 10 of the User’s Manual.
Subroutine ADSORPTN

Thisroutine is used to simulate the ADSORPT ioN units used in water recovery systems.



Functions and subroutines referenced:

BENCH COMPDP CONINIT COPY CORRECT

EQWRIT EXP KHECK PASSIVE

QEXCHG TBOUND TEK_ADV TNETWK
Subroutine AFSPE

Thisroutine is used to simulate the process of hydrogen and oxygen generation through the
electrolysis of water by a solid polymer electrolysis unit.

Functions and subroutines referenced:

AFPSATW AFSPEHX BENCH CONINIT
COPY EQWRIT PSPEC SPE1
SPE2

Subroutine BMR

Thisroutine is used to simulate the body mounted radiator.

Functions and subroutines referenced:

BENCH CONINIT COPY EQWRIT
EXP KHECK PASSIVE PIPEDP
TEK_ADV

Subroutine BOSCH

This routine simulates the BOSCH CO» reduction reactor.

Functions and subroutines referenced:

ALOG BENCH B_CHX CONINIT
COPY DEWPT EQWRIT KHECK
PASSIVE PIPEDP PSPEC SQRT
TEK_ADV

Subroutine CABIN

This subroutine is the primary routine to simulate CABIN module environments.

Functions and subroutines referenced:

BENCH CONINIT COPYA CORRECT

DEWPT DPCS EXP FINDC EQWRIT

KHECKA PROPS SATPR TEK_ADV
Subroutine CAP

This routine simulates the thermal behavior of a phase-change thermal capacitor.

Functions and subroutines referenced:



BENCH CONINIT COPY EQWRIT
EXP KHECK PASSIVE PIPEDP
TEK_ADV

Subroutine CFR

Thisroutine is the primary routine used to simulate the carbon formation reactor. Used in con-
junction with a Sabatier CO» reduction reactor, the carbon formation reactor converts methane
from the Sabatier into solid carbon.

Functions and subroutines referenced:

BENCH CONINIT COPY EQWRIT
FINDC KHECK PASSIVE PIPEDP
PSPEC TEK_ADV

Subroutine CHX

This subroutine is the primary routine used to simulate the condensing heat exchanger. It is
modeled after the condensing heat exchanger used on Spacelab and the shuttle.

Functions and subroutines referenced:

ABS ALOG BENCH CONINIT
COPY DEWPT EQWRIT EXP
KHECK PASSIVE PIPEDP PSPEC SATPR
TEK_ADV
Subroutine CNHX

This subroutine is the primary routine used to simulate the contact heat exchanger.

Functions and subroutines referenced:

ABS BENCH CONINIT COPY EQWRIT
KHECK PASSIVE PIPEDP

Subroutine CNTRLLR
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Thisroutine isthe driver for simulating the controller component. The controller provides the
user ameans of changing system variables without using OPS logic. It is useful for providing
feedback control loops for components and to simulate time varying component performance.

Functions and subroutines referenced:

ABS ACOS ALOG ALOGI10

ASIN BENCH CDCODE CONINIT

COS COSH EQWRIT EXP

GETC GETI GETK GETP GETT
POINTCON PULLSTX PUSHSTX SETC SETK

SETP SETT SIN

SINH SQRT TAN TANH TEK_ADV



Subroutine CP

This subroutine is the primary routine to simulate a cold plate heat exchanger.

Functions and subroutines referenced:

ABS BENCH CONINIT COPY EQWRIT
KHECK PASSIVE PIPEDP QEXCHG
TBOUND TEK_ADV TNETWK

Subroutine CREW

Thisisthe primary routine used to simulate the metabolic functions such as respiration, perspira-
tion, food and water consumption, heat rejection, and waste production of a crewperson.

Functions and subroutines referenced:

ABS COPY EQWRIT KHECK PSPEC
SCALER TEK_ADV
Subroutine DEFL OW

Thisisthe primary routine for smulating a desicant bed used in the molecular sieve for water
vapor removal.

Functions and subroutines referenced:

ABS BEDLOAD_ DEFLOW BENCH CONINIT
COPY DCONV DINTER DMNETWK
DTNETWK?2 ETA _DEFLOW EQWRIT GETU
KHECK LOOPWARN_DEFLOW NUM_STEP DEFLOW PASSIVE
PIPEDP PSPEC SQRT TBOUND
TEK_ADV TIMESTEP WARN_DEFLOW

Subroutine DEHUM

Thisisthe primary routine for simulating water vapor removal of a zeolite or silicagel dehumid-
ifier for the molecular sieve.

Functions and subroutines referenced:

ABS BENCH BIVAR CONINIT
COPY EQWRIT EXP KHECK
PASSIVE PIPEDP PSPEC SCALE
TEK_ADV TSTEP

Subroutine EDC

Thisisthe primary routine used to simulate an electrochemical depolarized CO, concentrator

(EDC) component. The EDC separates the metabolic carbon dioxide from the inlet air stream for
delivery to areduction unit such as the Bosch reactor.
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Functions and subroutines referenced:

ABS BENCH CONINIT COPY DPCS

EQWRIT FINDC KHECK PASSIVE

PIPEDP PSPEC SCALE TEK_ADV
Subroutine EVAP

Thisisthe primary routine used to simulate a flash evaporator for removal of heat from a control
fluid.

Functions and subroutines referenced:

BENCH BIVAR CONINIT CONV
COPY EQWRIT FINDC INTER
KHECK PASSIVE PIPEDP TEK_ADV

Subroutine FILTER
This routine simul ates the performance of a porous mediafilter.

Functions and subroutines referenced:

ABS BENCH COMPDP CONINIT
COPY CORRECT EQWRIT KHECK
PASSIVE QEXCHG TBOUND TEK_ADV
TNETWK

Subroutine H20OSEP

Thisroutine is designed to simulate the H,O separators used on board spacecraft and is modeled

after the Spacelab version used in the Spacelab ECLS models. This component is used to remove
the water from the condensing heat exchanger.

Functions and subroutines referenced:

ABS BENCH CONINIT COPY EQWRIT
KHECK PIPEDP PROPS PSPECSATPR
TEK_ADV

Subroutine HATCH

Thisisthe primary routine to simulate the pressure equalization and air exchange functions of a
hatch connecting two cabins.

Functions and subroutines referenced:

ABS BENCH CONINIT COPYA
DPCS EQWRIT FINDC LOADCOND
PROPS SCALER TEK_ADV

Subroutine HEATER

This routine simulates an ideal heater to elevate the temperature of afluid stream.
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Functions and subroutines referenced:

ABS BENCH CONINIT COPY EQWRIT
KHECK PASSIVE PIPEDP TEK_ADV
Subroutine HX

Thisroutine is used by all of the heat exchanger components to simulate two fluid heat
exchanges.

Functions and subroutines referenced:

ABS BENCH CONINIT COPY EQWRIT
EXP KHECK PASSIVE PIPEDP
TEK_ADV

Subroutine IONEXCH
This routine simul ates the performance of a cylindrical ion exchange unit.

Functions and subroutines referenced:

ABS BENCH COMPDP CONINIT
COPY CORRECT EQWRIT EXP
KHECK PASSIVE QEXCHG TBOUND
TEK_ADV TNETWK

Subroutine LIOH

This routine simulates a lithium hydroxide (LiOH) cartridge. The LiOH cartridge is used to
remove CO» from an air stream.

Functions and subroutines referenced:

ABS BENCH CONINIT COPY EQWRIT
EXP KHECK PASSIVE PIPEDP
TBOUND TEK_ADV TNETWK

Subroutine MODULE

Simulates a modul e that acts as a volume of containment to track atmospheric composition, mass
addition/losses, and heat transfer to/from other modules or the external environment.

Functions and subroutines referenced:

ABS BENCH CONINIT COPYA

CORRECT DCONV DPCS EQWRIT

EXP KHECKA PROPS TEK_ADV
Subroutine MOLSIEV

Simulates aMOL ecular SEIVE CO, adsorption/desorption.

Functions and subroutines referenced:
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BENCH CONINIT CONV COPY

EQWRIT FLOWSPACE GET_CONTINUUM

ISODAT KHECK MNETWK MOL_ETA
PASSIVE PIPEDP PSPEC RISODAT
SCALE TBOUND TEK_ADV TIMESTEP
TNETWK?2

Subroutine MSPLT
Simulates the Multi-SPLIT or SPLiT component.

Functions and subroutines referenced:

BENCH CONINIT COPY DENVIS

DPCS EQWRIT FRICTDP FLOWLEG

KHECK LOADCOND SCALER TEK_ADV
Subroutine NODE

Simulates the NODE component. Thisroutineis located in the file NODEL.FOR.

Functions and subroutines referenced:

COPYA DENVIS DPCS EQWRIT FINDC
FRICTDP KHECKA LOADCOND
PROPS SCALE SCALER TEK_ADV

Subroutine O2N2

Simulates the nitrogen and oxygen partial pressure controllers.

Functions and subroutines referenced:

BENCH CONINIT COPY EQWRIT
FINDC SMVBITS KHECK PSPEC
TEK_ADV

Subroutine OPS7

OPS7 logic blackbox component code.
Functions and subroutines referenced:

COPY FINDC KHECK PDEL
SCALER

Subroutine PIPE
Simulates the PIPE component.
Functions and subroutines referenced:

BENCH COMPDP CONINIT COPY
DPCS EQWRIT FRICTDP KHECK
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PASSIVE TBOUND TEK_ADV TNETWK
QEXCHG

Subroutine PREWAST
Simulates aWASTE PREtreatment component.
Functions and subroutines referenced:
BENCH CONINIT COPY CORRECT
EQWRIT KHECK PROPS PSPEC
QEXCHG SCALER TBOUND TEK_ADV
TNETWK

Subroutine PUMP
Simulates the PUMP component.
Functions and subroutines referenced:
BENCH CONINIT CONV COPY
DPCS EQWRIT FINDC KHECK PSPEC
QEXCHG SCALER TBOUND TEK_ADV
TNETWK

Subroutine RACK
Simulates the RACK component.
Functions and subroutines referenced:
BENCH CONINIT COPY EQWRIT
KHECK MTHS$EXP PASSIVE PIPEDP
TEK_ADV

Subroutine RAD
Simulates a RADiator component.
Functions and subroutines referenced:
BENCH CONINIT COPY EQWRIT
KHECK MTHS$EXP PASSIVE PIPEDP
TEK_ADV TNETWK

Subroutine RO
Simulate a reverse 0sSmosi s component.
Functions and subroutines referenced:
BENCH COMPDP CONINIT CONV
COPY EQWRIT KHECK MTHS$EXP
PASSIVE PROPS PSPEC QEXCHG
TBOUND TEK_ADV TNETWK
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Subroutine SABAT
Simulates the SABATier component.

Functions and subroutines referenced:

BENCH CONINIT COPY

EQWRIT KHECK MTHS$EXP

PROPS QEXCHG SABCHX

SABGCALG6 SABH20 SABRAT

TBOUND TEK_ADV TEMPNET
Subroutine SAWD

Simul ates the solid amine water desorb unit.

Functions and subroutines referenced:

BENCH CONINIT COPY

|SOLCO2 ISOLH20 |SOPCO2

KHECK LOOPWARN MNETWK

PIPEDP PSPEC SAWD_ETA

TEK_ADV TNETWK WARN
Subroutine SFWE

Simulates the static feed water electrolysis unit.

Functions and subroutines referenced:

BENCH BIVAR CONINIT
KHECK PASSIVE PIPEDP
TBOUND TEK_ADV

Subroutine SINK

This routine simulates the SINK component.
Functions and subroutines referenced:

BENCH CONINIT COPY
KHECK

Subroutine SOURCE

DEWPT

PROPS PSPEC
SABDEL
SCALE

CONV EQWRIT
ISOLPH20
PASSIVE
TBOUND

COPY EQWRIT
PSPECSFWET

EQWRIT

This subroutine simulates an ideal fluid source, providing downstream components with a con-
stant (or timelined in user OPS logic) input pressure, temperature, flowrate and composition.

Functions and subroutines referenced:

COPY KHECK PSPEC
Subroutine SUM

Simulates a component that mixes two fluid streams.
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Functions and subroutines referenced:

COPYA DENVIS DPCS ERRDUMP
EQWRIT FINDC FRICTDP GIMAG
KHECKA LOADCOND PROPS SCALE
SCALER TEK_ADV

Subroutine TANK
Used to simulate the STORE component.
Functions and subroutines referenced:
BENCH CONINIT COPYA DPCS EQWRIT
FINDC KHECKA PROPS QEXCH
TEK_ADV

Subroutine TBUS
Simul ates the thermal bus component.
Functions and subroutines referenced:
BENCH CONINIT COPY EQWRIT

KHECK PASSIVE PIPEDP
Subroutine TIMER
This routine ssmulates the TIMER component.
Functions and subroutines referenced:
POINTCON TEK_ADV
Subroutine TIMESC
Used to simulate a thermally integrated membrane evaporation system (TIMES component).

Functions and subroutines referenced:

BENCH CONINIT COPY CORRECT

EQWRIT KHECK PSPEC TEK_ADV
Subroutine VALVE

Simulates aVVALVE component.

Functions and subroutines referenced:

BENCH COMPDP CONINIT CONV

COPY DPCS EQWRIT FRICTDP

KHECK LOADCOND PASSIVE POINTCON

QEXCHG TBOUND TEK_ADV TNETWK
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Subroutine VCD

Simulates a vapor compressed distillation component.

Functions and subroutines referenced:

BENCH
EQWRIT

Subroutine WASH

Used to smulate a WASH component.

Functions and subroutines referenced:

BENCH
CORRECT
PROPS
TBOUND

Subroutine WQM
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CONINIT
KHECK

COMPDP
EQWRIT
PSPEC
TEK_ADV

COPY
PSPEC

CONINIT
KHECK

QEXCHG
TNETWK

Used to simulate awater quality monitor component.

Functions and subroutines referenced:

COPY
PIPEDP
TNETWK

EQWRIT
QEXCHG

KHECK
TBOUND

CORRECT
TEK_ADV

COPY
PASSIVE
SCALER

PASSIVE
TEK_ADV



APPENDIX A. PREPARATION OF COMPATIBLE COMPONENT SUBROUTINES

The following sections describe how a user would incorporate a CASE/A compatible component
subroutine that matches the existing program architecture. The process is broken down into three sec-
tions including graphical icon construction, data management initialization, and component routine con-
struction.

1.0 Graphical Component Icon Construction

The CASE/A graphical component icon usually has one, two, or three entering and exiting
streams, but may have more depending on the process at hand. Each entering and exiting stream is num-
bered from one to the total number of streams for the given component, with the entering streams being
numbered first. Integer numbers are used to represent the individual ECL SS components and to specify
their interconnections, order of solution, and the appropriate CASE/A subroutine that is assigned to
simulate their function. Each piece of equipment located by the user will be assigned an arbitrary
equipment number (IEQ) depending on the order of component input. The solution routine solves the
component matrix by taking the component routines in the order of equipment input, with the exception
of certain “flagged” components that are sorted to the beginning of the solution scheme.

Several routines, arrays, and variables must be changed in order to incorporate a new graphical
icon. These routines work together in order to produce the graphics representation on the terminal
screen. The following steps outline the sequence for inserting a new component icon into the existing
data base.

1.1 Step 1: Increase Number of Components

The variable “NCOMP”’ refers to the active number of components that are readily available for
agiven ECL SS simulation. When making an addition to the current library, this variable must be
increased by the number of components that are being added to the CASE/A library. The variableinitial-
ization occurs within the main program section of CASEAMAIN.FOR.

1.2 Step 2: Modify “Drawc” Routine

The majority of work involved with the location of a new component icon is contained in the
routine DRAWC. When first entering this routine, the programmer finds a large number of array decla-
rations al of the form “ICOMP(1)”, “JCOMP(J,K)". The names ICOMP and JCOMP are shortened
names for integer arrays containing data points for the representation of a particular component icon.

For example, the arrays “IMOL” and “JIMOL” contain the data points for graphical representation and
rotation datafor the MOLSIEV component. The values contained in the “ICOMP” array pertain to the
coordinates of the graphical picture of the new component. The “JCOMP” array contains the coordinates
data for the stream labels and component name.

The following example code in figure A-1 and figure A-2 use the MOL SIEV component to

describe the “ICOMP(1)” and “JCOMP(JK)” array usage. Note that coordinates referenced are relative
to the center of theicon, unless otherwise noted, and are measured in pixels.
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DATA IMOL /60, 60, 8, -30, 0, 30, O, 15, 30, -27, -30/

Data Itenms: 1, 2 = Hei ght x Wdth of box (60 x 60 pixels)
3 = nunber of remaining elenents used in array
4, 5 = (x,y) coordinates of stream1
6, 7 = (x,y) coordinates of stream 2
8, 9 = (x,y) coordi nates of stream 3
10, 11 = (x,y) coordinates of body hit dot

Note that | MOL is dinensioned to 11

DATA JMOL  /-58, 5, 35, 5, -16, 42, -for 0 degrees
-26, -50, -26, 42, -61, 0, -for 90 degrees

38, -12, -55, -12, -10,-45, -for 180 degrees

5, 40, 5, -45, 35, -5/ -for 270 degrees

Figure A-1. Example code for new component in DRAWC routine.

Note that the MOLSIEV conponent has three stream |abels. Therefore
three data pairs (six itens) are required to |ocate the starting point
of the label for each possible icon orientation (0°, 90°, 180°, or
270°%).

|
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Figure A-2. MOLSIEV icon layout.




The next array to modify isNSCODE. This array is dimensioned to NSCODE (65, 8) and con-
tains the stream code for each of the eight possible streams for every component type. Stream codes are
discussed in section 8.2.3 of the user’s manual and section 8.1.3 of this manual. They are summarized
below:

CODE TYPE

Passive inlet

Activeinlet

Passive outlet

Specified (active) outlet
Accumulator/boundary stream
Stagnant stream

OO WNE

Sincethe MOLSIEV istype 16, its stream codes are stored in NSCODE(16,i), i=1,8. The
MOLSIEV hasthree streams:. stream 1 isapassiveinlet, 2 isapassive outlet, and 3 is a specified outlet.
The scream codes are therefore 1, 3, 4, 0, 0, 0, O, 0. Zeros must be used for non-existent streams. For a
new component, the programmer must specify the stream code of each inlet/outlet stream based on its
function. For example, the MOLSIEV is a simple flow-through device. Air laden with CO2 enters
stream 1 and passes through a sorbent bed and exits stream 2 due to upstream/downstream drivers. Thus,
the inlet and outlet streams are passive. When the bed isin desorb mode, a vacuum pump (internal to the
component) draws flow through stream 3, thus, making stream 3 a specified (or active) outlet. These
code types are default types only and an experienced programmer can develop a code that can change
the stream types dynamically based on operating conditions.

The final modification to the DRAWC routine involves the code responsible for actually drawing
the icon on the terminal screen. As described in section A.1.1, the first new component added to
CASE/A will be component type 56. The DRAWC routine uses a computed GOTO statement to transfer
control to statement label XX00 where XX is the component type number. Therefore, the code for com-
ponent type 56 begins at statement label 5600. The following is a discussion of the MOLSIEV
(ITYPE=16) icon code that begins at statement label 1600. This segment of code is shown in figure A-3.

ASIDE: If the new component icon could be represented by the MOL SIEV, the pro-
grammer could simply copy the block of code starting at label 1600 and ending before
label 1700 to a new section beginning with label 5600.

C

C MLS EV

C

1600 CALL TRANSLT(IX, 1Y, |ROT, | ML, JAR)
CALL COLCR(3)
CALL BLOCK(I MOL(1), I MOL(2),1X, 1Y, 1RO

CALL BLF(JAR(4),JAR(5), 1,1 ROT, NSOCDE(1, | TYPE))
CALL BRT(JAR(6),JAR(7), - 1, | ROT, NSOCDE( 2, | TYPE))
CALL BUP(JAR(8), JAR(9), - 1, | ROT, NSOCDE( 3, | TYPE))
CALL O RCLE(2, JAR(10), JAR(11))

CALL GRLBCT(1X+0, | Y+10, | EN(1, | TYPE), 8)

CALL GRLBCT(IX+0, | Y- 10, NAME, 8)

CALL GRLBAB(IX+JML(1,JRO), | Y+IML(2,JRO,’ AR ,3
CALL GRLBAB(I X+JMOL(3, JRO), | Y¥IML(4,JRO,’ AR , 3
CALL GRLBAB(I X+JMOL(5, JRD), | Y+IMOL(6, JRD),’ O’ , 3
CALL OOLOR(1)

@0 TO 9999

~— N

Figure A-3. Example icon graphics code (MOLSIEV icon).
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An explanation for each linein figure A-2 follows:

Line1:

Line2;

Line3:

Lines4 to 6:

Line7:

Line8:

Line9:

Line10to 12;

Line13;
Line 14:
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TRANSLT adjuststhe IMOL array based on the screen coordinates (1X, 1Y) where the
iconisto bedrawn. That is, TRANSLT converts the icon coordinate data, which
locates the stream lines, from being relative to the icon center to absolute coordinates
relative to the lower left hand corner of the terminal screen. These new coordinates are
located in the array JAR, which contains the same information in the first three loca-
tions (box height, width and remaining used array locations) asthe ICOMP array. The
coordinates (IX, 1Y) are determined by the user when locating or moving a component
with acursor pick. The variable IROT istheicon rotation angle in increments of 90°.

This line changes the color of the component. Color is based on the component’ s func-
tion (i.e., air revitalization).

BLOCK draws the icon box (body) centered at coordinates (I1X, 1Y) and rotated at angle
IROT (must be 0°, 90°, 180°, or 270°) on the terminal screen. The height and width are
IMOL(1) and IMOL(2), respectively.

These statements draw the icon streams. BLF draws aline to the left of the box (parallel
to the x-axis) from point (JAR(4), JAR(5)) determined from the relative coordinates
(IMOL(4), IMOL(5)). The parameter “1” indicates that an arrowhead is drawn to point
toward the icon body. NSCODE (1, ITYPE) contains the stream code that directs this
routine to draw the hit box corresponding to that stream type (see section 8.2.3 of the
user’s manual). BRT draws the stream line to the right (parallel to the x-axis) from
(JAR(6), JAR(7)) with an arrow pointing away from the icon body (-1). BUP draws the
third stream up (parallel to the y-axis) and pointing away from the point (JAR(8),
JAR(9)) on theicon.

CIRCLE draws the body hit dot, a circle with a diameter of two pixels, at the point
(JAR(10), JAR(12)).

GRLBCT draws agraphic label eight characters long centered on the point (IX, 1Y +
10). The label text is the component type (MOLSIEV) that is stored in IEN(i, TY PE),
i=1,2. For thiscase, ITYPE is 16.

Inthisline, GRLBCT draws the NAME (component name located in 1EL (4) and
IEL(5)) centered about the point (I1X, 1Y - 10).

These lines draw the stream labels at the coordinates in the IMOL array. The variable
JRO indicates rotation angle using values of 1 to 4 for the valid rotation angles (1= 0°,
2=90°, etc.). JRO is calculated from IROT at the beginning of DRAWC. Note that
JMOL isnot adjusted asis IMOL. The rotation angle and absolute coordinates are
included in the CALL statement (Remember that the second index of IMOL indicates
the rotation angle).

COLOR isagain caled to reset the color to the default.

Control istransferred to line 9999, which dumps the buffered output and DRAWC is
then exited.



1.3 Step 3: Modify “Hit” Routine

Subroutine “HIT” contains the data describing the * hit box” locations for each stream and the
controller circle connection datafor each component. The first modification that must be made to this
routine involves the NST array (dimensioned to 65). This array contains the total number of streams
associated with each component. The data are stored by equipment type. For example, the total number
of streams for a PUMP component (type 27) is stored in NST(27) and has the value of 2. The total num-
ber of streamsfor the first additional component will be located in NST(56).

The next change inside this routine involves the component “hit box” X and Y coordinate values
(refer to figure A-4). The X coordinate values are contained in the IXD array and the Y values are con-
tained inthe 1'YD array. Currently, both the IXD and 1'YD arrays are dimensioned to (65,8). The index of
65 allows for up to 10 new components to be added. The second index “8” corresponds to the maximum
number of streams a component can have. The valuesin these arrays are input in the following manner:

The X coordinate of the hit box for stream 2 of component type 23 will be stored in the
IXD(23,-1) location (refer to figure A-4).

TheY coordinate of the hit box for stream 3 of component type 36 will be stored in the
1'Y D(36,-2) location.

To generaize: x and y coordinates for the HIT BOX of a particular component type, say ITY PE,
arestored in IXD (ITYPE,i) and IYD (ITYPE,i) wherei = 1-NST(ITYPE).

To add a new component, the values for IXD (52,1-8) and I'YD (52,1-8) must be inserted. Zeroes
are input for the locations where there are no streams (e.g., if the new component has three streams,
locations IXD(52,4-8) and 1Y D(52,4-8) will have zero values).

C DATA | XY
Cc & 15, 15,-15, 15,-70, 70, O, O, O,-15, 15,-70, 70, O, 0O, O,!EDC SABAT

o0

& 15, 15, o, 0, O, O, 0,0 O O O O O 0 0, O!CN2, BUBBLE
& 80,-80, 0, O, O O O O-70, 70, 15, 0, O, O, O, O,!LICH MLSIEV
& 0,-15, 15,-70, 70, O, O, O,-15,-15, 15,-70, 70, O, O, O,!SPES, SFV.E

C DATA | YIY

Cc & 70, 70,-70,-70,-10, 10, O, O, 70,-70,-70,-10, 10, O, O, O,!EDC SABAT

& 70, 70,-70, 0, O O O, 0 O O O O O 0 O, 0!@®@NBUBBLE
& 0 ©O0 o0 0 O O000 0 07,6 0 0 O O O!'LICHMLS?™
& 70,-70,-70, o0, 0 O O O 70-70,-70, O, O, O, O, O,!SPES SFWE

oo

Figure A-4. Example hit box datainitialization (MOLSIEV icon).
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The last modification to be done to the HIT routine definesthe X and Y locations of the body hit
dot (circle). Each component has atwo-pixel circle that lies on the outer boundary of the component
icon body. Thiscircleis used to connect the given component to a controller (CNTRLLR) or TIMER.
Thetwo arrays used for the X,Y location of this hit circle are the ICNXD and ICNYD arrays. At the
present time, these are one-dimensional arrays with a maximum number of 65 values. Again, as with
IXD and YD, the data are stored according to equipment type. For example the value stored in
ICNXD(16) =-27, and ICNY D(16)=-30. Therefore, the body hit dot for the MOLSIEV islocated at
(-27, -30) relative to the icon centroid (refer to figure A-4). Note that stream hit dots are handled auto-
matically by the routines that draw the stream line and hit box.

1.4 Step 4: Modify “L ocate” Routine

Also located in LOCATE.FOR isthe array NANGLE(65), which contains the default orienta-
tions for each component (default IROT). Typically, the default angleis 0. If some other orientation is
desired, however, it should be stored in NANGLE according to ITYPE. The MOLSIEV isNANGLE
(16) =0.

1.5 Step 5: Modify “ Ssout” Routine

Subroutine SSOUT contains the stream labels for each component that appears in the .LPP print-
out. The character array (STRLBL) that holds these labels is currently dimensioned to 8 by 65, accom-
modating 65 components with a maximum of eight streams each. STRLBL isa CHARACTER* 8 vari-
able, thus, the label name can have a maximum of eight characters. For labels shorter than eight charac-
ters, the array must be padded with blanks. In the MOL SIEV example, the three stream labels are stored
in STRLBL (1-3,16). Locations STRLABL (4-8, 16) are strings of 8 blanks. The DATA statement from
SSOUT.FOR initializing the MOLSIEV is shown in figure A-5 (note that the statement is scarred for ten
additional labels represented by the comment “DUMMY™).

DATA (STRBL(i,1),i=1,8)/'ARIN ‘,"H2IN ‘,"AROQU ‘, !EDXC
& ‘CR QUT‘,’COCL IN‘,’CoOL QUT,’ ‘l

DATA (STRLBL(i, 16),i=1,8)/"ARIN ‘,AROQJ ',”C®2 QJT ', !MLSIEV
& . L,l L,! L,l L’l t/

DATA (STRLBL(i, 65),i=1,8)/’ Y Y Y, DUMW

Figure A-5. Example hit stream label declaration (MOLSIEV icon).
1.6 Step 6: Modify “Pinit” Routine

The first modification of PINIT.FOR involves the NSCODE array. These changes are fully
described in section A.1.2. It should be noted that this array is used in DRAWC only as an indicator of
how to draw the hit boxes for a given stream type. In PINIT, the NSCODE array is used to set the values
of the HYDRA array.

The second modification is to the array JSCODE. This array is dimensioned to JSCODE(8, 65),
asisNSCODE. Thefirst index represents the stream number and the second is for component type. The
JSCODE array contains “imposed flow codes’ for each of the component’ s streams. These flow codes
are
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-1 = component stream acts like asink
0 = noimposed flow (pass through)
1 = component stream acts like a source

As an example, the MOLSIEV has three streams: streams 1 and 2 are flow-through and stream 3
delivers CO» to a device located downstream. From the system level, streams 1 and 2 do not impose
flow (i.e., air enters and exits because of the pressure exerted by upstream and downstream devices).
Stream 3, however, appears to the system to be a source for CO2. Thus, for the MOLSIEV component:

JSCODE (1, 16) =0
JSCODE (2, 16) =0
JSCODE (3, 16) = 1

Sincethe MOLSIEV has only three streams, the remaining values of JSCODE (i, 16) are zero.

The final modification to PINIT when adding a new component isto the array KSCODE. Like
NSCODE and JSCODE, KSCODE is dimensioned to KSCODE (8, 65). This array contains the internal
(to component) connection data. The possible values for KSCODE are shown below:

0 = no direct internal connection to any other component stream
1to8 = stream number of opposite end of internal flow path
9 = stream is connected to all other streams (i.e. SPLIT, MSPLIT)

Inthe MOLSIEV, air enters stream 1, passes through the component, and exits at stream 2.
Therefore, stream 1 has an internal connection to stream 2. Likewise, stream 2 has an internal connec-
tion to stream 1. Stream 3 has no internal connection to another MOLSIEV stream. Thus for the
MOLSIEV component:

KSCODE (1, 16)=2
KSCODE (2, 16)=1
KSCODE (3, 16)=0
K SCODE (4-8, 16) = 0

1.7 Step 7: Modify “Eqsolve’ Routine

The subroutine EQSOL VE has the responsibility to call the correct component requested by
SOLVE based on the component type. SOLV E obtains the IEQ number from the NPCS array (see sec-
tion 5.6.1). EQSOLVE isthen called. From the IEQ number, the component type is determined from the
IEL array; ITYPE=IEL(IEQ, 3). Based on ITYPE acomputed GOTO transfers control to statement |abel
ITYPE + 10. For example, the MOLSIEV component would cause control to go to label 26, since the
MOLSIEV typeis 16. EQSOLVE is scarred for 10 new components at labels 66 through 75 (ITY PE 56
through 65). At each of these statement labels, the CONTINUE statement would simply be replaced by
the statement CALL NEWTY PE, where NEWTY PE would be a component subroutine having the struc-
ture discussed in appendix section 3.0.

1.8 Step 8: Update Case/A Object Library

When code is modified for any reason, the object library must be updated with the new codein
order for all usersto accessit. The safest way to make changes to CASE/A isto copy the source routines
from the CASEA$CODE directory into a user directory and make the necessary changes to the copy.
When editing of the source is complete, the new routines need to be compiled to create an object file for
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linking with the CASEA library. Aswith OPSlogic, thisis done by invoking the VM S FORTRAN
compiler asfollows:

$ FORTRAN NOOPTI M ZE/ DEBUG CHECK=BOUNDS/ CONT=99 fi | enane. FOR

where filename.FOR is the name of the modified routine, EQSOLVE.FOR for example. If no compila-
tion errors occur, the new object code can be linked with the rest of CASE/A with the VMS linker. For
example, if adding a new component NEWCOM P, and having made the required changes to the files as
described above, the LINK statement should be:

$LI NK/ DEBUG EXE=CASEA. EXE NEWCOWP, DRAWC, HI T, SSOUT, PINIT, -
EQSOLVE, CASEA$CODE: CASEA, CASEA/ LIB

This command causes CASEA .EXE to be created in the current default directory (this should be
auser directory, not CASEA$CODE) from the object files NEWCOMP, DRAWC, HIT, SSOUT,
PINIT, and EQSOLVE in the user directory; CASEA.OBJand CASEA.OLB (CASE/A object library) in
CASEASCODE. The linker will use the object code listed first in the link statement, thus abandoning
the old subroutines located in CASEA$CODE:CASEA.OLB (these are not removed, just not linked).
Thus, the library remains intact and costly errors can be avoided.

Since this processislikely to be required several times during the construction of a new compo-
nent, it may be wise to copy CASEA$CODE:LINKCAS.COM into the user directory and modify the
LINK statements contained therein in the above manner. It would then be a simple matter to relink by
the following statement:

$ @I NKCAS or if OPS Logic were involved: $ @I NKCAS OPSFI LE

When modifications are complete and thoroughly tested, the CASE/A library isready to be
updated. It is extremely important to test code modifications rigorously, as the CASE/A library is public
and all usersrely upon itsintegrity. It is a safe practice to retain old versions of code in case errors
should occur when changes are made.

To update the library, copy the new source routines into the CASEA$CODE directory, retaining
the previous versions (default version limits should be greater that 1 for CASEA users). Next, change
default directories to CASEA$CODE:

$SET DEFAULT CASEA$CODE

The command procedure CD.COM isin this directory and is used to compile the source and
replace the objects in the library CASEA.OLB. Thisis done by entering the command:

$ @D FILE

at the DCL prompt. “FILE” is one of the new source files and should not include the extension (i.e.,
EQSOLVE not EQSOLVE.FOR). When thisis done for each new source file, all users should relink
using LINKCAS (see section 2.1 of the user’s manual).

The final step isto update the library list so that in the event the library needs to be recreated the
new component routine will be updated aswell. The filesLIB1LIST.COM and LIB4LIST.COM contain
the names of each CASE/A subroutine source file. The new component routine filename (NEWTY PE)
should be added to the end of LIB4LIST.COM. The last two lines are shown below in figure A-6.
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ELI M NAT, EXCHAN, FIT, GRLBAB, -
| NTERSEC, PLTOVR, PO NT, RANK, -
SCAN, SCREDT, SELECT, Sl GVA, -
SORT, TDPLOT, UNI ON

Figure A-6. Modified library list (LIB4LIST.COM).
See appendix C of the user’s manual for creating alibrary using LIBCREATE.

2.0 Data Base Construction

2.1 DataBase File Description

When a new component is created, a new data base must be generated to support that
component. A listing of the files in the data base directories reveals that a data base exists for every
component except for BUBBLE. Also, each data base consists of at |east eight files:

NAME. DDF NAME. STT*

NAME. DAT NAME. USR*

NAME. EDL NAME. SUB*

NAME. ED2

NAME. SCR * - these files are nmmintenance files autonmatically created by

t he data managenent system and their function is uninportant to
the CASE/ A programrer and beyond the scope of this manual.

2.1.1 Data Definition File

The data definition file (DDF) specifies how the component data (stored in binary form) are
interpreted. A generic DDF is shown in figure A-7. The first 12 entriesin every component DDF store
the same type of information. The remaining items are user-specified and define the inputs, outputs, and
benchmarks associated with the component. In the generic DDF, words 16 to 73 are inputs, words 67 to
70 are outputs, and words 116 to 175 are benchmarks. The labels shown (INPUT CONSTANT #1, etc.)
should be modified to indicate the particular parameter of interest (32 characters maximum). The header
line and the three-digit integers preceding each item are described in section 3.4.

2.1.2 Binary DataFile

Thisfile (.DAT) contains the actual component data. The data are stored in binary form (note
that thisfile cannot be printed in the typical ASCII form). The NEWCOMP.DAT fileis automatically
updated as components of NEWCOMP type are used in model development. It should be noted that the
data associated with every NEWCOMP component in EVERY model at a given installation site are
stored in thisfile. If NEWCOMP.DAT isdeleted, al NEWCOMP datawill belost. Thisistrue for any
COMPONENT.DAT file.

2.1.3 Full Screen Editor Templates

The .ED1 and .ED2 files store information enabling data from the .DAT file to be read
(according to the .DDF) and presented in afull screen format. The .ED2 fileis atext file that contains all
of the parameter labels for a component. These template files are located in the directory with the .DDF
and .DAT files (([CASE.DATAY]). Thisdirectory is specified by the VMS logical name CASEA$DATA.
The .ED1 fileis created by running TDM S and executing the SCREEN command (from within the
[CASEA.DATA] directory. The details of this command may be obtained via the online help utility.
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81 78 77 15000 78 0 O

002 002 001 CASE NAME

002 002 003 SUBSYSTEM NANMVE

002 002 005 COVPONENT NAVE

003 001 007 NUMBER CF | NPUTS

003 001 008 NUMBER OF QUTPUTS

003 001 009 NUMBER OF BENCHVARKS

003 001 010 CDEL LOCATI ON

003 001 011 TDEL LOCATI ON

003 001 012 PDEL LOCATI ON

003 001 013 POAER , WATTS

003 001 014 VEIGHT , LBM

003 001 015 VOLUME , CUBI C FEET

003 001 016 BED FLAG (1-5A, 2- EMRC)

003 001 017 ADSORBENT BED VEI GHT , LBM
003 001 018 HEAT OF ADSORPTI ON , BTU LBM CO2
003 001 019 BAKEOQUT TEMP SET PO NT ,DEG F
003 001 020 BED LOAD CAPACI TY | NCREASE FACT
003 001 021 OPERATI ONAL FLAG 0- ABS, 1-DES)
003 001 022 BED SHELL ENV CNVCTN G BTU HR/ F

003 001 066 **OPEN | NPUT**
003 001 067 MAXI MUM CO2 BED LOADI NG %
003 001 068 **OPEN | NPUT**

003 001 069 TOTAL CO2 REMOVED , LBM
003 001 070 FINAL CO2 BED LOADI NG , LBM
003 001 071 AIR IN MAX, LBM HR
003 001 072 AIRIN MN, LBMHR
003 001 073 AIR IN NOM LBM HR
003 001 074 AIR QUT MAX, LBM HR
003 001 075 AIR QUT M N, LBMHR
003 001 076 AIR QUT NOM LBM HR
003 001 077 CO2 QUT MAX, LBM HR
003 001 078 CO2 QUT M N, LBM HR

003 001 079 CO2 OUT NOM LBM HR
001 001 080 MOD DATE

002 001 081 SECURI TY

$$EX

Figure A-7. Example data definition file (DDF).

2.1.4 Script File

The script file (.SCR) isatext file that is automatically created for every database. It servesasa
macro file that is executed each time the data base is loaded. Thisfileis useful for output data bases but
should not be used for component data bases.

2.2 Adding/Modifying Component Data Base Files

Adding or modifying the component data base files requires the use of atext editor (such asEDT
on the VAX/VMYS) and the TDM S data management tool. The best source for information regarding
TDMS can be obtained from executing TDM S and reviewing the help screens. The following is a brief
list of steps required to add/modify a component data base:

Step 1. If modifying an existing component database, make a backup copy of the original.

Step 2. Update or create the .DDF file using atext editor (such asEDT on VAX/VMS). Refer to TDMS
Data Structures Help menu or section 3.4 of this manual for the formatting conventions.

Step 3. (a) If adding a new component, the .DAT file will be updated as new components are added
under the CASE/A model construction process. To add default settings for the new component,
execute TDM S and use the ENTRY command.

(b) If modifying an existing component, execute the program INSERT as follows:

RUN NCDEBUG CASEASDATA: | NSERT
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This program will prompt for changes to the .DAT file and insert 0.0 into all records for the new
fields in that component database.

Step 4: Update/Add the .ED2 file using the text editor (e.g. EDT). This screen layout can be changed as
necessary to add or move fields that will be displayed from this component's database. In
addition the .ED2 file must be consistent with the .ED1 file in order for the screen display for
the component to work correctly. Note the row/column positions of the new fields added to the
.ED2 file, so that these can be added to the .ED1 file.

Step 5: (@) If adding a new component, use TDM S command “ SCREEN” to position itemsin the .DDF
file. Thiswill correspondingly update the .ED1 file as itemsin the .DDF file are positioned.

(b) If modifying an existing component, use the VAX/VMS editor to update the .ED1 file. The
format is described in the TDMS help panel for “ SCREEN.”

3.0 Component Fortran Routine

The most important, and perhaps the most difficult, task in creating a new component is creating
the FORTRAN code to model a component. All of the components are unique in nature due to the archi-
tecture of the CASE/A command processor. Each of the subroutines are broken into four discrete sec-
tions, depending upon the state of execution of the solution routine. These sections pertain to the follow-
ing aspects of a systems-level smulation:

Subr outi ne Bl ock Execution State
100 Bl ock Cal l ed one tinme at the beginning of the simulation.
200 Bl ock Cfal | ed every conponent iteration. Called a maxi nrum of NLOOP
tines.
300 Bl ock Call ed after each successful tine step convergence or after a

maxi mum nunber of | oops have been exceeded.

400 Bl ock Called one tine at the end of a sinulation.

The general types of operations that are executed in each of these blocks will be discussed in the
following sections. The final section provides a step-by-step description for one of the existing CASE/A
library subroutines. This subroutineisfor anideal heater and is called HEATER. Thisis one of the
simplest component models in the CASE/A system and will alow the user to get afeel for the general-
ized flow of datainto and out of the component.

3.1 Datalnitialization Segment (100 Block)

The datainitialization segment portion of CASE/A occurs only one time for each component
within agiven simulation. The first statement within the 100 block (for components with datafiles) is
the command CALL CONINIT. Thiscommand loads al of the data for that particular component type
from mass storage into random access memory. Other types of operations performed in this block
include initializing the CON array outlet locations to zero, initializing variables that stay constant
throughout the entire simulation, setting the plot array (D array) locations to zero, and setting the appro-
priate operation flags to their initial values.
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3.2 lterative Solution Segment (200 Block)

The iterative solution segment performs the operations associated with the simulation of that
component type's physical behavior. The mass flow, thermal, and hydraulic calculations are performed
according to the operating characteristics for each specific component within a given case. The general
types of operations executed in the 200 block also depend on the type of component, active or passive.
Active components will generate flow according to arate specified by the user or a characteristic flow
curve. Passive devices accept flow from the upstream component and operate on the control volume
appropriately depending on the temperature, pressure, and composition of the inlet stream.

The iterative segment of a component becomes more complicated if the component in question
requires atransient mass, thermal, or combined response. Transient response routines require the user to
save the initial conditions from the last successful time step convergence into temporary values, and also
update the transient values from iteration to iteration within the component. Often times, the transient
routine will require a smaller time step than the system time step, hence the routine must be “fooled” by
iterating within that component’s 200 block for a number of loops given by the following relation:

Number of iterations inside the 200 block for a routine whose internal time step is calculated to
be 5 seconds and isinside a system whose time step is 60 seconds:

#of Loops= (60 S/5S) =20

Some of the more detailed transient routines currently available within the CASE/A library are
MOLSIEV, DEFLOW, and DEHUM and SABAT.

Specific requirements must be met in the 200 block of each component routine. The component
pressures, mass flow rates, mass fractions, and specific heats must be passed from the inlet to the outlet
so that the downstream component will have values to operate on if an error condition is reached. Thisis
usually done near the beginning of the block . The next portion of the 200 block contains the inputs that
are read from the CON array. These values are likely to change with time, hence the user can change
these through operations logic. This section varies in size depending on the complexity of the process at
hand. The actual “iterative” portion of the 200 block is usually based on a mass or temperature relation-
ship. In other words, the iterative portion of the block is executed until some user input relaxation
involving atemperature or constituent mass fraction is met. This section also varies greatly in size de-
pending on the nature of the process. The final portion of the 200 block contains operations that are
smilar for all components. The cabin heat |oad and conductor (CLOAD and GSUM) arrays are updated
based on the final component temperature, outlet stream mass fractions and flow rates are set, and the
stream outlet pressures are calculated depending upon the user’s preference for calculation type (see
section 8 of the user’s and programmer’ s manual).

3.3 Post-time Step Wrap-Up Segment (300 Block)

The post-time step wrap-up segment of each component routine is called one time per successful
system time step (at the end of the time step). The CON array output locations are updated at thistime
along with any benchmark parameters that tracked on a per time step basis. If the component in question
has an internal accumulation stream, it must be updated within the 300 block also. The 300 block varies
in size depending on the number of output and benchmark locations that are reserved by the new com-
ponent.

3.4 Postsimulation Wrap-Up Segment (400 Block)

The post simulation wrap-up segment of the code is executed one time per simulation (at the
simulation end). The structure of the 400 block isvery similar for every component. The data updated in
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this section include the benchmark parameters. Note that the call to the routine EQWRIT is no longer
used in the current version.

3.5 Example Component Subroutine — Heater

Figure A-8 shows example source code for an ideal heater. It is documented so that the general
logic of a component subroutine can be determined. The programmer is encouraged to investigate the
other component subroutinesin CASEA$CODE to obtain a better understanding of each model.

MINS2>type heater .for /page
C *** DEC/ CMS REPLACEMENT HI STORY, El enent HEATER FOR

C **x *2 2- OCT-1990 15:34:41 ANDERDE “this is the cosnic (version
4.1) version”
C *** *1 6- SEP- 1990 08:58: 55 ANDERDE “lnitial element creation from

user 4%: [ ed62. casea4. code]”
C *** DEC/ CMS REPLACEMENT HI STORY, El ement HEATER FOR
SUBRQOUTI NE HEATER

C
C COVWPCOM | NC CONTAI NS COVMON BLOCKS OF ALL CASE/ A ARRAYS
C NECESSARY FOR COVPONENT OPERATI ONS.
C
I NCLUDE ‘ conpcom i nc’
I NCLUDE ‘ com.i o.inc’
C
C COVWUTED GOTO DEPENDI NG ON SOLUTI ON SEGVENT
C
GO TO (100, 200, 300, 400) MFLAG
Ck**********************************************************************
C
C INTIALIZE “CON' ARRAY BENCHVARK LOCATI ONS
cC
100 CALL CONINI'T
C
C RESERVE D( 1 EQ 11) AS FLAG THAT | NDI CATES
C IF HEATER IS ON (0) OR OFF (1.0) FOR
C CUMMULATI VE OPERATI NG TI ME CALCULATI ON
C PERFORMED I N “300” BLOCK
C
D(1 EQ 11) =0
CON(NOUT+2) = 0 I' I NI TI ALI ZE OQUTPUT
GOTO 499

Ck**********************************************************************

COPY UPDATES | NLET STREAMS' PROPERTI ES AND FLOW RATES, AND PREPARES
“ACTI VE SET” FOR CONVERGENCE CHECKS | N SUBROUTI NE KHECK.

200 CALL COPY(2)

PASSI VE CHECKS FOR PULL THROUGH FLOW I N COVPONENTS W TH PASSI VE
| NLET/ QUTLET STREAMS

OO0 0000

CALL PASSI VE( 2,1, 2)

D(1EQ 11) = 0
| F (CFLAG) GOTO 499

Figure A-8. Example source code for an ideal heater component.
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C
C
C PASS FLOW RATE AND COVPCSI TI ONS FROM | NLET TO QUTLET AS A SAFETY
MEASURE.
C
DO 210 | = 1, NTRACK
210 C(I,npt2) = ABS(C(Il,nptl))

PASS TEMPERATURE TO STREAM 2

PRO(2, | EQ 2) = PRO(2, | EQ 1)
DEFI NE PERTI NENT LOCAL VARI ABLES

OO0 0000

FLOW
cP
TIN
TNEED

ABS(C(1, nptl))
PRO( 3, 1 EQ 1)

PRO( 2, | EQ 1)
CON( NI NP+1)

IF (TIN .GI. TNEED) THEN
D(IEQ 11) = 1.0

QNEED = 0

TNEED = TIN

ELSE
QNEED
ENDI F

FLOW* CP * (TNEED- TIN)

CON(NOUT+1) = QNEED
SET OUTLET TEMPERATURE
PRO(2, | EQ 2) = TNEED

298 CONTI NUE

O O o000 O

C TH'S ROUTI NE CALCULATES THE PRESSURE DROP THROUGH THE | NTERNAL
C CONNECTI ONS OF A PASSI VE, FLOW THROUGH DEVI CE BASED ON A USER SUPPLI ED
C EQU VALENT LENGTH AND DI AVETER (NOTE THAT DI A MUST BE CONVERTED TO
FEET) .

@

CALL PI PEDP(2, 1, 2, CON( NI NP+2) , CON( NI NP+3) / 12. 0)

C

C CALL ROUTINE TO CHECK CONVERGE AT A SYSTEM LEVEL (FROM THE ACTI VE SET
C ESTABLI SHED I N Subroutine COPY).
C

299 CALL KHECK(?2)
GOTO 499

Ck**********************************************************************

SAVE DESI RED VALUES FOR BENCHMARK CALCULATI ONS

NOTE THAT BENCHVARKS WORK I N “THREES’, |.E. , MAX, M N, AND NOM
THE ROUTI NE BENCH ASSUMES THAT | F BENCHVARK 1 | S SPECI FI ED, THEN
BENCHVARKS 2 AND 3 MJST ALSO BE UPDATED.

O00000

Figure A-8. Example source code for an ideal heater component (continued).
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300 CALL BENCH(1, ABS(C(1,nptl)))
CALL BENCH(4, PRO(2,1EQ 1))
CALL BENCH( 7, CON( NOUT+1))
IF (D(IEQ 11) .EQ 0) THEN
CON(NOUT+2) = CON( NOUT+2) + STEP
ELSE
wite(iuo,*)
CALL TEK_ADV(1)
wite(iuo,*)’ HEATER WARNI NG | NLET TEMP > DESI RED QUTLET TEMP.'’
CALL TEK_ADV(1)
WRI TE (6,310) (IEL(IEQ K), K=4,5),1EQ
310 FORMAT(1X,' EQUI P NAME: *, 2A4,’ EQUP IEQ ‘,15)
CALL TEK_ADV(1)
wite(iuo,*)’ NO HEATER POAER APPLI ED: CONTI NUI NG SI MULATION. . .’
CALL TEK_ADV(1)
ENDI F
GOTO 499
Ck**********************************************************************
C
C CALCULATE NOM NAL VALUES OF BENCHVARKS (3RD VALUE).

C
400 |F (TIME .NE. STRT) THEN
CON( NBEN+3) = CON(NBEN+3) / (TI ME- STRT)
CON( NBEN+6) = CON( NBEN+6) / (TI ME- STRT)
ENDI F
C
| F (CON(NOUT+2) .NE. 0) THEN
CON( NBEN+9) = CON(NBEN+9) / CON( NOUT+2)
ENDI F
C
C
C NULL CALL, TH'S ROUTINE IS NO LONGER USED.
C
CALL EQM\RI T
499 RETURN
END
C

Figure A-8. Example source code for an ideal heater component (continued).
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APPENDIX B. GLOSSARY OF LABELED COMMON BLOCK VARIABLES

The following table provides the definition of all major variables that are in common blocks. It

COMPCOM.INC denoted as“C”
FRAMECOM.INC denoted as “F’
GRAPHCOM.INC denoted as“G”
COM_IO.INC denoted as “1”

SOLVCOM.INC denotedas“S’
UTILCOM.INC denoted as*“U”

describes the function of the variable and what is represented by each index. These common blocks are
located in the following “INCLUDE” files:

Also “P’ denotes common block used for plot functions that is declated directly in subroutines where

referenced.

These files are located in the CASEA$CODE directory.

VARIABLE DATA COMMON ([ INCLUDE DESCRIPTION
TYPE BLOCK FILE
NAME

AFLNAM CHAR*80 |/ARCHIVE/ |G Contains archive file name for model to be
archived. Used in the ARCHIVE routine.

ARCH_DIR CHAR*40 [/1IO_UNITY |I Contains directory name for the directory
containing archivefiles. Used in the
ARCHIVE routine.

ARCHSET_NA | CHAR*8 /IARCHIVE/ |G Contains archive set name for model to be

ME archived. Used in the ARCHIVE routine.

C(54,2000) REAL*4 /CPRO/ C,G,SU Stream constituent array. See section
7.2.2.

CFLAG LOGICAL* [/CON/ C,GSU When CFLAG is TRUE the 200 block of

4 components whose input/output arrays
have not changed since the last iteration is
skipped.

CLOAD(25,3) REAL*4 /CABIN/ Ccu Sum of component heat transfer from
components in an assigned subsystem.
Thefirst index isthe relative cabin
number. The second is for convection,
radiation, and conduction respectively.

CON(75000) REAL*4 /CON/ C,GSU Component data array. See section 7.2.1.

CONFLAG REAL*4 /CON/ C,GSU CONFLAG is used by the controller for
various “ACTIVATION CODES’
CONFLAG can be between 0 and 9. See
CNTRLLR component in chapter 10 of
the user’s manual .

CRAD(25) REAL*4 /CABIN/ Cu Effective radiation temperature in cabin
environment.

CSPLIT(250,9) | REAL*4 IMSPLIT/ G The first index of CSPLIT isthe relative
number of the split component and the
second is 1=number of split legs, 2-9 =
split fraction for each leg.

CSTR(25) REAL*4 /CABIN/ C\uU Structure temperature.

CTEMP(25) REAL*4 /CABIN/ CcuU Internal cabin temperature.
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D(1000,50)

REAL*4

/PLOT/

CG

D gives 50 internal storage location for
1000 components. Thisisinternal and
unigue to each component. The 50
locations should be initialized in the
components 100 block. Thisis so that
when changes are made or new
components added, the common.inc files
will not need changing.

DEVICE

CHARACT
ER*12

IDEV/

CGSU

VMSlogical disk name (i.e. DISK$2).

DIRECTORY

CHARACT
ER*20

IDEV/

CGSU

VMSdirectory (i.e. ECLS.CASEA).

DIRNAME

CHARACT
ER*80

/IDEV/

C,GSU

Concatenation of the aboveto form a
complete directory path (i.e.
HSV::DISK$2:.ECLS.CODE]).

END

REAL*4

TEXQI

CFGSU

Simulation termination time in hours.

ERRFLAG(100
03)

LOGICAL*
4

/ERRFLG/

C

A conditional flag used by the H2OSEP
component.

FLOCOND(200
05)

REAL*4

/IPRESSURE
/

C,GSU

This array contains the conductor data for
each flow conductor. The first index isthe
conductor number, the second is; Node A
number, Node B number, mass flow rate,
pressure drop, and C array pointer for
vauesof 1, 2, 3, 4, and 5.

GSUM(25,3)

REAL*4

ICABIN/

Cu

Sum of conductance values from assigned
subsystem components to assigned cabin.
First index is relative cabin number,
second index is convection, radiation, and
conduction, respectively.

HOST

CHARACT
ER*32

IDEV/

CGSU

VMS network host name (i.e. HSV).

HYDRA(2,1000
)

REAL*4

ICPRO/

C,GSU

The Hydra array is used to determine the
pressure solution code for a given stream.
The code indicated hydraulic
characteristics of the stream. The first
index indicates the hydraulic code
number. The second indicates the relative
component location. The third isthe
stream number of that component.

IABORT

INTEGER*4

IARCHIVE/

Flag used to indicate selection by user to
exit routine. Used in RETRIEVE,
MERGE_IN and MERGE_OUT.

IARCHIVE

INTEGER*4

IARCHIVE/

Switch set to indicate to MERGE_OUT
that ARCHIVE routineis caling it.

IAUTOPLOT

INTEGER*4

IARCHIVE/

Set to indicate ploting is complete. Used
in AUTOPLOT and OPENDB_X.

[BBLAB(25,9)

INTEGER*4

/BBOX/

Black box label array. Thefirstindex is
the relative black box number. The second
index is a4 character label for each of the
eight possible streams.
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[CL(2000,20)

INTEGER*4

/CONSUME
/

CFGSU

ICL isthe connection data array. The first
index is the connection number. The
second index isas follows:
INDEX DATA
IEQ of “A” side component
Stream # of “A” side component
IEQ of “B” side component
Stream # of “B” side component
Unused
Number of segments
7-16  (x,y) coordinates of midpoints
17 Equivalent length
18 Equivalent diameter
19-20  Unused

OO WNPE

[CNXD(65)

INTEGER*4

ISTRM/

GS

X location of body hit circlerelativeto
icon center. Index is component TY PE
number.

[CNYD(65)

INTEGER*4

ISTRM/

G,S

Y location of body hot circle relative to
icon center. Index is component TY PE
number.

TCP(1000)

INTEGER*4

/POINT/

CSu

Contains the pointer to the start of each
segment of the CON array. (ICP(IEQ)).
See Section 7.2.1.

[S)

INTEGER*4

/ICONSUME
/

CFGSU

Current casename. ICS(1) isthefirst 4
characters, ICS(2) isthe second 4
characters.

TEL(1000,15)

INTEGER*4

NEL/

CFGSU

IEL isused to store system and graphic
datafor each component. Thefirst index is
the relative equipment number (IEQ), the
second is:

INDEX_ DATA
1-2 subsystem name
3 component type
4-5 component name
6 x location on subsystem screen
7 y location on subsystem screen
811  unused
12 cabin assignment data
13 record number in data base
14-15  unused

TEN(2,65)

INTEGER*4

/ICONSUME
/

CFGSU

Thisisthe list of CASE/A component
names. For values of the first index of 1
and 2 IEN holdsthefirst 4 or last 4
characters of the name. The second index
isthe component TYPE (ITYPE) as
discussed in chapter 10.

IEQ

INTEGER*4

TEXQY

CFGSU

The relative equipment number of the
component currently being considered.
IEQ isadvanced in SOLVE according to
the PCS.

IFRAMEFLAG

INTEGER*4

TKSCREEN_
LOC/

CFGSU

Used by TEK_ADV to determine wether
to erase the screen.
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ILB(150,10)

INTEGER*4

/CONSUME
/

CFGSU

LABEL dataarray. Thefirst index isthe
label number. The second is:

INDEX
1-2 subsystem name
3 stream number
4 location in target array
56 label text
7 target array 1=c,2=pro,3=con
8 x location
9 y location
10 IEQ number

DATA

Seethe LABELS command in the user’s
manual.

INOTE(26,150)

INTEGER*4

/CONSUME
/

CFGSU

NOTE dataarray. Thefirst index contains:

INDEX
1-2 subsystem name
3 justification code
4 text size
524  text
25 x-location
26 y-location

DATA

The second index is the note number.

TPCS(2000,2)

INTEGER*4

/NEL/

CFGSU

Used to store PCS data.

TPLT(20,300,9)

INTEGER*4

[PLTSET/

Plot item code array. First index is plotset
number NSET, second is item number
(LITEM), the last correspondsto | EQ,
Array code, location in array, stream
number. The array codes are 1=CON,
2=C, 3=PRO, 4=USERCON, 5=D.

IPREC(20)

INTEGER*4

[PLTSET/

Record number of the plotset in the parent
data base.

[PSNAME(20,2)

INTEGER*4

[PLTSET/

P

PLOTSET name. First index is plotset
number (NSET) second is name stored in
two four-byte integers.

TPSTIT(300,9)

INTEGER*4

[PLTSET/

P

Title associated with item to be plotted.
Titleis eight four-byte integers for atotal
of 32 characters.

IPTFLG

INTEGER*4

TEXQI

CFGSU

If flag is set false, then pressure and
temperature convergence will not be
considered.

1SS(2)

INTEGER*4

/ICONSUME
/

CFGSU

Subsystem name for the current subsystem
ISS(1) isthefirst four characters, 1SS(2) is
the second four characters.

[UI

INTEGER*4

TO_UNITS

Contains unit number from which input is
read. Used throughout CASE/A code.

ITUNIT

INTEGER*4

TO_UNITS

Contains unit number for additional input
device.

I[UNLOCK

INTEGER*4

TO UNITY

Contains value designating that afileis
unlocked. 1- locked, O-unlocked.

IlUO

INTEGER*4

TO UNITS

Contains unit number to which output is
written. Used throughout CASE/A code.
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IXD(8,65) INTEGER*4 | /ISTRM/ G,S X location of hit box relative toicon
center. First index is stream number ,
second is component TY PE number.

1'YD(8,65) INTEGER*4 [ /STRM/ GS Y location of hit box relative to icon
center First index is stream number ,
second is component TY PE number.

JCL(2000,4) INTEGER*4 | [IEL/ CFG,SU JCL isthe same as ICL except the second
index contains only IEQ and stream
numbersin the same order as ICL.

JCON INTEGER*4 [ /POINT/ CSu A pointer to the con array used during
loading of data.

KOUNT/(20) INTEGER*4 | /PLTSET/ P Number of itemsto be plotted in each
plotset (300 max).

KSCREEN_XIN | INTEGER*4 | /KSCREEN [ C,F,G,S,U Number of pixelsto move the cursor.

C LOC/

KSCREEN XL [INTEGER*4 |/KSCREEN [C,F,G,SU Current X location of the cursor on a

oC LOC/ Tektronix™ terminal in pixels from the
lower left corner.

KSCREEN XM | INTEGER*4 | /KSCREEN [ C,F,G,S,U Width of the screen.

AX LOC/

KSCREEN_ XM [ INTEGER*4 | /KSCREEN [ C,F,G,S,U Left edge of the screen.

IN LOC/

KSCREEN_YIN | INTEGER*4 | /KSCREEN [ C,F,G,S,U Number of pixelsto move the cursor.

C LOC/

KSCREEN_YL |INTEGER*4 |/KSCREEN | C,F,G,SU Current Y location of the cursor on a

oC LOC/ Tektronix™ terminal in pixels from the
lower left corner.

KSCREEN_YM | INTEGER*4 | /KSCREEN [ C,F,G,S,U Height of the screen.

AX LOC/

KSCREEN_YM | INTEGER*4 | /KSCREEN [ C,F,G,S,U Bottom of the screen.

IN LOC/

LBEN INTEGER*4 | /POINT/ CSuU Number of benchmark data (see section
7.2.1).

LCPU(4) INTEGER*4 | /IEL/ CFGSU LPCU contains the record number for the
labels, control, plot, and usercon data
bases in the Master data base.

LFXD INTEGER*4 | /POINT/ CSuU Length of fixed data. Always 9 (see
section 7.2.1).

LINP INTEGER*4 [ /POINT/ CSu Number of input data (see section 7.2.1).

LITEM INTEGER*4 [ /PLTSET/ * Item to be plotted for a particular
PLOTSET.

LOUT INTEGER*4 [ /POINT/ CSu Number of output data (see section 7.2.1).

LPCS INTEGER*4 | [EXQ/ S,G,FCU Used with the map data to step through the
PCS.

LTITLE(150) INTEGER*4 | [LABELY CSu The constituent |abels contained in the

LABELS data base are stored in this array.

Each label occupies three elements of this

array. For example CO2 is:
LTITLE(10)='CARB’
LTITLE(11)="ON D’
LTITLE(12)="10X *
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MACTFLAG(20 | INTEGER*4 | /PLTSET/ * Stores a number for the relative PLOTSET

) which equates to the OPS Logic segment
during which that set is active. For
example MACTFLAG(1) = Oindicates
relative plotset number 1 isinactive.
MACTFLAG(3) =4 indicates PLOTSET
4 isactive during OPS4. OP4 isthe
defaullt.

MATRXFLG INTEGER*4 | /PRESSURE | C,G,S,U I ndicates wether matrix solution or

/ feedback solution is desired.

MFLAG INTEGER*4 | [EXQ/ CFGSU Flag to determine code block of
component routine to execute.

NACT INTEGER*4 | /SORT/ C,G,SU The number of active componentsin a
case. (All components minus bubbles).

NBEN INTEGER*4 | /POINT/ CSuU Con array pointer to benchmark data (see
section 7.2.1).

NBOX(25,3) INTEGER*4 | /BBOX/ GS Thefirst index isthe relative black box
number. The second index determines the
number of input streams, number of output
streams, and relative component number
for index values of 1, 2, and 3,
respectively.

NCAB INTEGER*4 | ICABIN/ Ccu Relative cabin number.

NCOMP INTEGER*4 | [EXQ/ CFGSU Number of component types.

NCON INTEGER*4 | [EXQ/ S,GFCU Number of connection streamsin a case.

NEQ INTEGER*4 [ /EXQ/ CF,GSU Number of components in the case. Not to
be confused with NACT.

NFXD INTEGER*4 [ /POINT/ CSu Con array pointer to first datalocation (see
section 7.2.1).

NINP INTEGER*4 [ /POINT/ CSu Con array pointer to input data (see
section 7.2.1).

NLAB INTEGER*4 | /CONSUME | C,F,G,S,U Total number of LABELS for the case.

/

NL PCS(2000) INTEGER*4 | /SORT/ C,G,SU Stores the values of LPCS by component
number (IEQ).

NNOTE INTEGER*4 | /CONSUME | C,F,G,S,U Total number of notesin a case.

/

NODEINFO(10 | INTEGER*4 | /PRESSURE | C,G,S,U Used for the pressure drop solution, the

00,3) / first index contains the node number for a
1000 nodes, the second contains relative
equipment number, stream number, and C
array pointer (NCPT) for values of 1, 2,
and 3, respectively.

NODENO(3,100 | INTEGER*4 | /PRESSURE | C,G,S,U Used for the pressure drop solution,

0,8) / NODENOQO(i,|IEQ,ISTR) contains the node
number, imposed flow code, and C pointer
(NCPT) for i=1,2 and 3. for each
equipment (IEQ) and stream(ISTR).

NOUT INTEGER*4 [ /POINT/ CSu Con array pointer to output data (see
section 7.2.1)

NPCONDS INTEGER*4 | /PRESSURE | C,G,S,U Number of conductors in the solution.

/
NPNODES INTEGER*4 | /PRESSURE | C,G,S,U Number of pressure nodes in the solution.
/
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NPT(8) REAL*4 /CPRO/ C,G,SU NPT(ISTR) points to one of the 1500 C
array locations for a particular stream
number (ISTR) of a component.

NROT(1000) INTEGER*4 [/ROTATE |G Rotation angle of component from default
in degrees. Must be in increments of 90°.

NSEQ(2000) INTEGER*4 | /[SORT/ C,GSU Component |EQ numbers in the order of
the PCS.

NSET INTEGER*4 | /PLTSET/ * Relative PLOTSET number.

NSORT (2000) INTEGER*4 | /SORT/ C,GSU Used in SORTIEQ to sort the relative
equipment numbers and determine the
pseudo compute sequence.

NSSCAB(5,100) [ INTEGER*4 | /ASSIGN/ F.G,SU Thefirst index contains the subsystem
name for i=i,2; cabin name for i=3,4 and
the cabin relative component number
(relative to other assigned cabins) for i=5.
The second index is for up to 100 assigned
subsystems.

NST(65) INTEGER*4 | /STRM/ GS Number of “external” streams for each
component. Index is component TY PE
number.

NSY SLOOP INTEGER*4 | [EXQ/ CFG,SU Number of iterations at the current time
step.

NTRACK INTEGER*4 | [EXQ/ CFGSU Number of constituents tracked.

NUM_ARCHIV | INTEGER*4 [/ARCHIVE/ |G Number of plotsets stored in the current

ED PLOTSET archive file selected. Used in ARCHIVE,

- MERGE_IN, MERGE_OUT, and
RETRIEVE.

NUMBOX INTEGER*4 | /BBOX/ G,S Number of black boxes (25 maximum).

NUMCAB INTEGER*4 | /JASSIGN/ F.GSU Number of cabins to which subsystems
have been assigned.

NUMSP INTEGER*4 [ /IMSPLIT/ G The total number of MSPLTS.

NUMSS INTEGER*4 [ /ASSIGN/ F.G,SU Number of subsystems assigned to a
cahin.

NUMTYPE(65) | INTEGER*4 [ /IEL/ CFGSU Contains the number of each type of
equipment NUMTY PE(ITY PE).

PINITIAL REAL*4 /PRESSURE | C,G,S,U Initial guess at pressures which are

/ undefined by the user.

PLOTSET_ARC | CHAR*8 IARCHIVE/ |G Contains name of plotset in archive. Used

HIVED in ARCHIVE, MERGE_IN,

MERGE OUT, RETRIEVE.

PRO(12,100,8) | REAL*4 /CPRO/ C,GSU Stream properties array (see section 7.2.3).

RDPLUS LOGICAL* |/GRAPHLO (U When RDPLUS isfalse, the ReDraw

4 ¢} command does not write the labels to the
screen. RDPLUS istrue if the command is
RD+, otherwiseit isfase.
RELAXX (1000, | REAL*4 /CON/ C,GU,S Storage for the relaxation values at the
8,4) current iteration. Referenced as

RELAXX(IEQ,NSTR,I) where IEQ isthe
relative equipment number; NSTR isthe
stream for that component. For values of |
=1, 2,3 and 4 respectively, | isrelaxation
value for mass flow rate (total or
congtituent), temperature, pressure, and
the constituent number which had highest
relaxation value for flow rate.
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RELX REAL*4 TEXQ/ CFGSU The relaxation criteria which must be
achieved prior to time incrementation.

RXCC REAL*4 TEXQ/ CFG,SU Maximum change in percent changein
relaxation values for all streams.

STEP REAL*4 TEXQ/ CFGSU Time step interval in hours.

STRT REAL*4 TEXQ/ CFGSU Simulation start time in hours.

SYSDAMP REAL*4 [EXQ/ CFG,SU A Damping factor used by some hydraulic
routines.

TDMS FLAG |LOGICAL* [/TDMS FL |G A flag to tell when IPU commands arein

4 AGY effect. Thisflag toggles some commands

so that they only work when it is set.
Others, such as solve, do not work when it
isTRUE. TDMS FLG issetto TRUE
when the IPU command is issued.

TERMTYPE REAL*4 /IDEV/ C,GSU Unused

TIME REAL*4 TEXQ/ CF,GSU Current timein hours.

USERCON(100) | REAL*4 /JUSERCON/ | C,G,S\U An array for storing data specific to a
user’s model (see section 7.2.4).

In addition to the above, the file CASE$CODE:SMMARY .INC contains the following variables
which are output as resultsin the .LPP file. The SUMMARY common block is used to develop the
consumables summary data at the completion of a simulation.

COVMON SUMVRY/ CREWL( 25) , XVETAQR( 25) , XMETACCR( 25) , DRI NK1(25) ,

UR NL( 25),

XLEAKNZ( 25) , XLEAKCR( 25) , CRGENHR2QY( 25) , CRGENH2( 25) , CRGENCR( 25) ,
EDOH2( 25) , CCRREMO2( 25) , EDOR( 25) , CORREMH2( 25) , GCO2REM( 25) ,
CO2RWMAT( 25) , CO2RVHR2QY( 25) , CORREDH2( 25) , CORRDH2(Y 25)
COPRDOHA( 25) , CO2REDY 25) , BOSCHH2( 25) , CCRREDY( 25) , WASHH2(( 25) ,
WASH_QAD( 25) , FLUSHL( 25) , URI NM X( 25) , GONDY( 25) , STMASS( 1000) ,
XMASS1( 1000) , DVASS( 1000)

Ro Ro Ro Ro Ro Ro Qo

CREWL Nunber of crew nenbers

XMETAC2 Met abol i ¢ Q2 requi rermrent

XMETACCR Met abol i ¢ Q2 pr oduced

DR NK1 Met abol i ¢ Wt er requirenent

UR NL WUine Production

XLEAKN2 N2 | eakage

XLEAKC2 2 | eakage

CREGENHR0 H ectrol ysis water consunption
CRCGENH2 H ectrol ysi s hydrogen production
CRCGENR2 H ectrol ysi s oxygen production

EDCH2 EDC hydrogen consunption

C2REM2 total @ consuned by G2 renoval process
EDCR; EDC oxygen consunpti on

C2REMR2 total H2 consuned by G2 renoval process
C2REM total O renoved by G2 renoval process
CO2RVMAT SAWD wat er consunption

C2RV20 total H2O produced by O renoval processes
C2REDH2 total H2 consuned by G2 reduction processes
C2RDH20 total H2O produced by O reduction processes
C2RDCHA total CH4 produced by O reduction processes
OX2RED total O reduced by O reduction processes

BOSCH BOSCH H2 consunpti on
OX2REDCBCBCH sol i d carbon produced
WASHHROWASH H20 consunpt i on

WASH_QAD WASH | atent H2O | oad
FLUSHL PREWAST H20 consunpt i on
UR NM XPREWAST total m xture output
COND condensat e
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STVASS

initial STORE nass
final STCRE nass
change in STCRE nass
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APPENDIX C. THE MODEL (.MOD) FILE

All information necessary to create the subsystem screensis contained in the MOD file. Since
thisfile contains graphical information, it is highly recommended that this file not be modified through
means other than CASE/A (i.e. using the VAX editor). The MOD fileis strictly formatted and contains a
considerable amount of unlabeled data. As such, it is extremely difficult to debug a corrupted MOD file.
Toillustrate the MOD file, an example example schematic is shown in figure C-1. The associated MOD
fileis shown in figure C-2 and described below.

CASHA V5.0 CASE_ MME SUBSYSTEM ABIN.ENV  FeB1s . 1996
Vere ATC ATC V5 NONE ** 16554

Figure C-1. Example subsystem schematic.

120



4
ATC
ATC
ATC
ATC

RPWRPRNRARNRE R

5 0

27 P-1 301 426 0 270 5
32 LOAD- 1 651 206 0 O 3
33 PAYLOAD 650 554 0 90 3
50 G1 607 420 0 0 3

N

600
660
600
600

600

0O 0 0 0 O 24 19 22 15 15 121

[eNoloNe]
[eNoloNe]
AWM

1 0 2 301 206 0 0 0 0 0 0 0 0
2 0 2 698 420 0 0 0 0 0 0 0 0
99 0 3 452 420 452 446 0 0 0 0 0 0
1 0 2 736 206 0 0 0 0 0 0 0 0

1 0 2 301 570 0 0 0 0 0 0 0 0

Figure C-2. Example model description file (MOD FILE).

Model File Description:

Line 1—This header line contains general information about the model. There are 14 items as

follows:
[tem Description Example
1 number of components in model ()]
2 number of connections 5
3 number of labels 0
4) number of subsystems assigned to cabins  (0)
5 number of cabins with assigned subsystems (0)
6) number of SPLIT components ©)
7) number of BLACKBOX components(0)
8 number of notes ©)
9 record number of LABEL S data base (24)
10) record number of CONTROL data base (29
11) record number of PLOT data base (22
12) record number of USERCON data base (15)
13) record number of ARCHIVE data base (15)
14) not currently in use (121)

Note that the remaining linesin this file are grouped according to items (1) through (8)
above. In other words, the components are listed first, then all of the connections,
followed by labels, etc.

Lines2 to 5—Theselines are alisting of all componentsin the model. Initially, the order of the
components depends upon the order in which they were located in the model. After a solution has been
invoked, however, thislist is resequenced according to the component priority code discussed in section
4.1.2. The ten items on each line of this section are described below (examples are for thefirst line

only).
[tem Description Example
il subsystem name (8 characters) (ATC)
2 equipment type (ITY PE) (27)
3 component name (8 characters) (P-1)
4) x-coordinate (0,0 at lower left of screen) (301)
5 y-coordinate (0,0 at lower left of screen) (426)
6) cabin assignment info (by bits) ©)
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orientation angle (IROT) (270)

8 record number in respective data base 5
9 unused ©)
10) unused (0)
11) equipment number @

Lines 6 to 10—These lines contain connection information. The 18 items are described below:

[tem Description Example
D component “A” @
2 stream “A” ()
3 component “B” 2
4) stream “B” @
5 unused ©)

6) number of segments 2
7,8) (x,y) of intermediate point 1 (301) (206)
9, 10) (x,y) of intermediate point 2 ©) (0
11, 12) (x,y) of intermediate point 3 (OX(©))

13, 14) (x,y) of intermediate point 4 ©) (0

15, 16) (x,y) of intermediate point 5 ©) (0

17) equivalent length (feet) (1)
18) equivalent diameter (hundredths of inch)  (600)

The next section of the MOD fileis normally reserved for stream label data. Recall from the
header line, however, that there are no lables in this model. One can determine the details of this section
by examination of LOADCASE.FOR and using the appendix B, common block variables, asa
reference.

The remaining section of the .MOD file can contain BLACKBOX component dataand NOTE
data neither of which are present in this model. There are three types of notes: C is a note centered at
(x,y) containing 4 strings 20 characters long; L isanote left justified at (x,y) containing 4 strings of 20
characters, and N isanote |eft justified at (x,y) containing 1 string of 80 characters. The format for the
NOTE information:

[tem Description

D subsystem name

2 note type

3 character size, 1-4 (4 issmaller)
4) string(s), total of 80 characters
5 x-coordinate

6) y-coordinate
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APPENDIX D. INDEX OF CASE/A SUBROUTINES

This appendix contains a listing of all CASE/A FORTRAN subroutines and the pages of this
manual where descriptions of the routines can be found.

ROUTINE PAGE
(072N A 1Y/ 1 37
Function DEWPT(PARTIAL _PRESS)........co.oriieeeereeieseiesesssssesssssssssssssssssssssssssosssssssssnsssnssssessons 56
FUNCtion ROWATER(TEMP) ..ottt ettt sttt 59
FUNCEION SATPR(TEMP) ...ttt et st sttt et nense s 81
SUBIOULINE ADSORPTN ...ttt st s s e e s b e s sba e s s b e e s sabe s s sabes s sabeessabessanressarens 84
SUBIOULINE AFSPE........cceeeceeecee ettt ettt ettt st s st e e s be s sbe s e st e st essbessabeesbessbessatssbeebessrenan 85
SUBIOULINE ARCHFILE ...ttt ettt sttt st st e et s s st e s be s sbesssbesbessbessntesnneebenas 61
SUDBTOULINE ARCHIV E ...ttt ettt e e st te sttt e st e e s b e s st e e saaseesseesabeeeeabessaseessareesareessanes 61
SUBTOULINE ASSIGIN ...ttt e ettt e et e s et e e s et e e s sae e s sbeeessabessssssessbeeesasbessessnessabenesns 53
Subroutine BCK_GD_CLR(IBACKGD) ......coiirieiirieeirieesieesiesesiesesiesessesessessssessssessssessesessssessenm 17
Subroutine BDN (IX, 1Y, K, IROT,ISTM) ...cicireiririisecrieeseeesie s ssesessenas 13
Subroutine BDNSHT (IX, IY, K, IROT,ISTM) ..ottt s 13
SUBFOUtINE BENCH(IM,X) .ttt sttt ene e saesseaenaenennesrenean 55
SUBFOULINE BIVAR(X,Y JALZ) ettt sttt sae e aenae e s ssessesnenanneenenns 55
Subroutine BLF (IX, 1Y, K, IROT,ISTM) ..ociiiieisieisee ettt 14
Subroutine BLFSHT (IX, 1Y, K, IROT,ISTM) ...ttt sesssens 14
Subroutine BLOCK (IXSIZ, IYSIZ, IX, 1Y, IROT) c.coeireireerieerie e 14
ST o 010110 1= 2 1Y, 85
SUBIOULINE BOSCH ...ttt ettt sttt st st s st s be s s be e sbts st e sabe s sbessaaesnseesbessaeesnesenbens 85
Subroutine BRT (IX, 1Y, K, IROT,ISTM) et etese e sese et seesse e ee e sse e snesse e 14
Subroutine BRTSHT (IX, 1Y, K, IROT,ISTM) ..oooiciieeiseesee ettt st se s 14
Subroutine BUP (IX, 1Y, K, IROT,ISTIM) c..ueiiiiieiirieisieisieesieeseeesiesesissesseessesssse s ssesesessessnnm 14
Subroutine BUPSHT (IX, 1Y, K, IROT,ISTM) ...oiiiiiiireiree ettt s sesrene 15
ST o101 1T LY @AY =]\ 85
ST o1 (010 11 (< Y O A 85
Subroutine CDCODE (CLINEJ, LOC, ITYP, IWORD, IDATA, IERR) ...ccccvevrrreerererreeeeen 28
Subrouting CDEL (NEA,NEB,ISTR).....ccceriieiieiieee ettt se e ss et s sesassns 55
Subroutine CDELA(NEA,NEB,ISTR) ....cccoiviiiiirieirieesieesisiesestesessesesseessesessesesessesessesessessssesesss 55
SUBroUtiNE CEDIT(IEDIT) .ovveiicieieieesiee st sttt sttt st se st ssesessesesaesesensesensanens 27
Subroutine CFIELD (CLINEJ, LOC, ICOLL, ICOLH, IERR) ......ccccviviiieieseseseseeieee e 28
SUBIOULINE CFR ... .ottt ettt sttt s s e s st e s s b e s sbessatessbessbessreseabessbessressnbessbessressneeans 86
SUBTOULINE CHX .ottt ettt ettt ettt e s sttt e s ettt e saeeesabaeesaabessssaessabaeesaasessaseessabeeesassessasseessabenesans 86
Subroutine CILLCHAR(CISC,LEN,CHRFLG) .....ccccovieirieiseetesesie sttt 55
Subrouting CIRCLE (IRAD, IX, 1Y) wiiiieisieirieese ettt 15
Subroutine CLDRAI (NDATE, NYR, NMO, NDA) ....ccoiiiiiiretnire ettt 28
Subroutine CLDRIA (NYR, NMO, NDA, NDATE) ..cceoieiieieseteeeese e st 28
Subroutine CLOADCASE(NAME) ....ccviiiieece ettt sne e 7,25
SUBIOULINE CIMPOPEN ... vt ceeee et s e st e eete e s saeessbeesasseesasaessabesesaseessseesssbeesaseessseessasenssan 25
Subrouting CNEWCASE(NAME) .....ooueiieicestseee ettt sttt se st sa st e sne s 8
SUBTOULINE CINHX .t ettt et s ae e s st e e s e ate s s ebaesssbeessbsessabeessabessassnssssenesassnssnn 86
0 o o 10 TSN O A I T 86
Subroutine COLOR(INDEX) .....cciiiiiiirieiiesiesestesieaeeeeeeesesaessestestesaesse e ssessessessessessessssessessessenn 17
Subroutine COMPDP(NSTM,NSI,NSO,DP) .....cceiereeeeeeeeeeseseseseseseestesseseesseseseesesssssessessen 80
Subroutine CONDP(NEA ,NSA,NEB,NSB,NC) ......ccccsitrireneiriresesteieeeese e e seeeesesseseesnens 79
SUDBTOULINE CONECT ...ttt ettt st e s et e e et e e st e e e s bae s saeessabeesesbesssaseessseessnenssarns 16
SUBTOULINE CONINIT ettt ettt te e s st e s s et e e s s e e s sbeessesbessesssessabeeesasbessassnessbenesans 55
Subroutine COPY (NUMSTM,CFLAG) ...ooviiriirieiriecsie et 77
Subroutine COPY A(NUMSTM) .....oiiiiiieicese ettt sttt sae s ene st saesaesaenneneeneens 77
SUBIOULINE COPY ALL ..ottt ettt sttt te et s st s s e s sab e s sbeesabe e sbessbessbessabessseesnbessasesnseesns 9
SUbrouting CORRECT(NC) ....o.veuiiiiiieiirieerieesieeste ettt 56
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ST 01010 111 gL O = 87
Subroutine CREADAL (CLINEJ, ICOLL, ICOLR, IDATA, IERR) ....ccceivrrrerreeerereseneeeenes 28
Subroutine CREADALC (CLINEJ, ICOLL, ICOLR, IWORD, CDATA, IERR)........cccecvrrrrrren 28
Subroutine CREADFL (CLINEJ, ICOLL, ICOLR, DATA, IERR) .....cceovveerieirieievieresesiesesieennns 29
Subroutine CREADIN (CLINEJ, ICOLL, ICOLR, IDATA, IERR) ....cccccovrerereiereienieesieie e 29
SUBIOULINE CREWV ...ttt ettt sttt s st s b e s sae e sate e sbessbessaesebessbessaessnbessbessressateens 87
Subroutine CTOLOWERC(CCHAR,NCHAR) ......cooiiieirere e seeeie e se s sse e e 56
Subroutine CTOUPPERC(CCHAR,NCHAR) ......oooviireeeeee e 56
SUDTOULINE CUTALL ettt ettt et s st e s s be e s et e e e saaae s sabeesasbeesabeessabeessnsesssaens 9
SUDBTOULINE DCLIFOR ...ttt ettt e s e e s st s s be e s sab e s s be s s eabessabeessabessarnessaens 52
SUDBTOULINE DEFLOWV ...ttt sttt st s s s s e s s bt s s e aae e s s abe e s sabtesssaeassabeessabaessanenan 87
SUDIOULINE DEHUM ...ttt et ettt st st s sae s s ba s st e s ebe s st e s saeesnbessaessnbeesrn 87
SUBFOULINE DEL (IREC) .....uiieieeeceeetese st seeee st s st ste sttt se s enae e sse s ste e e e e e ssenseseeseenennens 56
SUDTOULINE DELCAS . ...ttt ettt et e ettt e ettt esaeessbeeseateesasaeesabaeesaseeesaseessabessabessssreessrseess 7
SUDBTOULINE DELCN ...ttt ettt e ettt sae e s st e e s eaae e s saaeessseessssessabeesssbesssssesssaenesassessans 16
SUbrouting DELEQ(ICUT) ..ttt st s ebe b e ae b sttt sne e 9
SUBrOULtiNE DELLAB(ICUT) c.tiiiieierieieesieie ettt sttt sttt st sae e st saese st saesesessenenens 9
Subroutine DELNOTE(ICUT) ...uiiiieiieieieeeesteses ettt sttt sa s e e e esesseenesnessesnesnenem 10
Subroutine DELREC (IRECL, IRECH) .......ccoiiieerieeceeee sttt s eeeea e se e snesnes 29
Subroutine DENVIS(NEA,NSA,NEB,NSB,DEN,VIS) ....cccceiirireresenreese e neens 56
SUBFOUEINE DINTER(X ALY )ittt sttt eae s s e e e se e sbesbesee e eneeneneas 56
SUBTOULINE DIR ..ttt ettt e e et e e s st e e s e bt e s s ae e e s be e s sbeessabesssabeassabeesaneesssnens 7
Subroutine DIST (IX1, 1YL, X2, 1Y 2, XD) .cueetieirieirieiisieiesesiesesiesesiesesseseseesesessesessesessesessesessssens 56
Subroutine DPCS(IEQA,ISTA,IEQB,ISTB,NCPT) ....cccoiiirrsesieieeee st seese e s sseae e 38
Subroutine DRAWGC (KEQ) ......ueiiiieieiestesesieseeeseeseeseesessessessessessessessessessessessessssssssssssssssessessensen 15
Subroutine DRLABL (KLAB, MEQ) ...ccueiiiiiieie e see et eee et saeeenessessnsnens 10
SUDIOULINE DRNOTE (K) ...ttt bbbt 10
Subroutine DUPLICATE(IREC,JREC) .......cccvirieiiieirieisieesieeseses e esessessssessesessesessessssensssesenn 57
S0 o (010 (101 = L SR 87
ST o1 (0 10 111 = I R 53
SUDIOUtINE EQLOAD ...ttt ettt sttt st e bbb e b be s aeeebesaeesaesanesaeensesaeentesbeenbesseentenseems 26
Subrouting EQOPEN (ITYPE) ....uiiiieireerieriereresie st 26
SUBFOUtINE EQSOLVE ...ttt ettt st s ae st e te e e e e neetenbeseeseeneeneenn 38
Subroutine ERRDUMP(UITEST) ....ocuciviciiirieirieesiee st sesteses e sse e ssesesessesessesessasessesssssssssssesens 57
SUDTOULINE BV AP ...ttt ettt ettt e st e s s st e e s s b e e s s e st e s s sabeessabeessabbessesrnessabenesans 88
Subroutine FIELD (ICOM, LOC, ICOLL, ICOLH, IERR) ......cccivieieeeeeeese st 29
Subrouting FILREC (A, IDATA) e tee e ree s ese et sae st sae st e neenaenaeneeneenennm 29
SUDBTOULINE FILTER ... oottt ettt ettt e e e s st e s et e st e e sebaeesaseessasaeesabeessbeessnreessanes 88
Subrouting FINDC(IEQ) ......civeuirieiereetereetenestee sttt sttt sb et sb e se et et st sb e sn e snene e 57
SUbrouting FINDRM (IREC) ......cueouiiiriiisinisisieese ettt e steessenessessen 29
SUDBTOULINE FLAG ...ttt ettt ettt s s bt e s s et e e s sabe e s sab e e s s sbesssabeessabeeesasbessessnessabenesans 52
Subroutine FLOLEG(XM,DEN,VIS XL, XD, XK,PDEL,MAX) ....coeiteiriresereresesesresreniesae e 57
SUBIOULINE FRAMEL ...ttt st st st s e et e s s be s be e s bessbessbessbessnessaeesnnssnteens 17
Subroutine FRICTDP(SDEN,SVIS,SXL,SXD,XMDOT,DPX) ....cccceeirrrereeerereneeeseseeseeeesenes 79
Subroutine GETC(NAME,ISTR,ICONST ,VALUE) .....ccooeiiiceecee et 73
Subroutine GETI(NAME,JEQVAL) ...cvciieiiirieiristeseesssesiee st essenes 73
Subroutine GETK(NAME,ICON,VALUE) ....cccooiiiiiieesee sttt 73
Subroutine GETP(NAME,ISTRVALUE) .....ccoeiieceeeecese ettt 73
Subroutine GETT(NAME,ISTR,VALUE) ...ceoeeeee ettt s 74
Subroutine GETU(ILOC,VALUE) ..ottt s e 74
Subroutine GIMAG(IEQB,ISTB,NCPT,PDEL ,MAX,GIX)...cccovitieirieirierenieeseeienesessiee e 57
SUBTOULINE GRALPH. ...ttt s e st e s s ae e s st e e s et e s s saaeesabeeesseeesaneas 18
SUBroUtiNE GRCHRZ (IS1Z) ..ottt s st st 18
SUDIOULINE GRCOPY ...ttt sttt sttt s bt s st e et e e be s sabssbessbessbessabesabessbessabesasessren 18
Subroutine GRCUSR (ICHAR, IX, 1Y) e e sttt ene e 18
SUbroutine GRDRAW (IX, 1Y ).ttt e 18
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SUBIOULINE GRERAS . ... .ottt st st s s et st e s b st e e s b e e s bessbe s sbessbessbessbessaessanesnnssnteens 18
SUBTOULINE GRINIT ...ttt ee et e et s e e st e e s ebe e s seaeessaaeesesbeesasseesabeeesaseessasseesaresesaressanseessaees 18
Subroutine GRLBAB (IX, IY, ISTRING, LSTRING) .....ccccveiirieiirieessteeseesee s seessenees 18
Subroutine GRLBCT (IX, I'Y, ISTRING, LSTRING) .....cceoeiirieirieisiee st 18
SUBroUtinE GRMOVE (IX, 1Y) ottt sttt sttt sttt nnas 18
Subroutine GRSCREEN(IWIDE) ......cvoviiiiiesieietese st ste et sae s e e e s st ne 19
SUDIOULINE H2OSEP.........ei ettt ettt et s e st s e s sae e sbe s s bessbessabessreesabessaeesnseesrn 88
SUDBTOULINE HATCH ..ottt ettt ettt e e et s et e s st e e s e b e e s e s e e sabaeesaseeesanaessabeessasesssseessrreesas 88
SUBTOULINE HEADER ...ttt ettt e e e st e et e s st e s st e e s sbe s s saaeessabessestessnaessbenssaen 41
SUBTOULINE HEATER ...ttt ettt s e e st s s b e e st e e s be s s eab e s sabe e s sbbessatnsssnes 88
SUBTOULINE HELP.......c ettt ettt sttt s e s st e s s b e e s sat e s sbb e s sabaessabesssnbesssrnnas 52
Subroutine HIT (IX, 1Y, JEQ, NSTR,IXC,IYC) ...ocvieieeeecece ettt st 17
Subroutine HITBOX(IX,1Y IXOFFTY OFF,ISTM) ...occviiieereeee st 15
SN 01U 1= s TR 89
SUBFOUEINE INTER(K ALY ) ettt sttt st e st e e eseesesaesseneese e ennenens 57
SUBFOULINE TONEXCHL..... .ottt ettt e et s et e s s ae e s st e e s esb e s s saaeesabeessneessannas 89
SUbroutine ITEMIO (ITEM, TA) ..ttt sttt st seebe et st e stanessanens 30
Subroutine ITMOUT(ITEM,JAJOUT) ...ecueeieectesesereeeete ettt e e et s sa e 26
Subroutine KAM2AS (NCHAR, KAZ4, KADE) ....cccvciiire et ee e e 30
Subroutine KAS2AM (NCHAR, KADE, KAZ) ...t seee e sae e 30
Subrouting KHECK (NUSTM) ..ottt sttt st 57
Subroutine KHECKA(NUSTIM) ...t e s sbe e s 58
SUDBTOULINE LABL .ttt ettt e st e st e s s saba e s st e e s s bt e s s sabeessabeessbbessessnessabenesans 10
Subroutine LBIT (NS, NL, IW, IV) ettt ettt sttt 30
ST 01010 111 a1 T L ] R 89
SUBTOULINE LISOPEN ... ieeeeiieieeeetet e setee st e e ettt eseaaeesasaeesasesssasaessaseeesasbessssssessabeeesassessssseessareeesans 26
Subroutine LOADCOND(IEQA,ISTA,IEQB,ISTB,XM,DP) .....cccceseireirieireesieeseresesesieeeee 58
SUDTOULINE LOCATE ...ttt ettt ettt e st e s et e s s e e s s ab e e s be s s sabessbessasbessabnesssaessaresssnes 10
Subroutine LTSEMCIR (IRAD, IX, IY, IOFF, IROT) ..ccccotieireeriseneseisieesee st sesseneseas 15
Subroutine MASSFRAC(NUM,Y ILXMWILXT) c..ocviiiiieesie ettt sre e 58
SUBIOULINE IMERGE..........oo ettt ettt sttt st et s b e s sbe s sabe e sbessbessabesbessressrenan 54
SUBTOULINE IMINETWWK ..ttt ettt ettt e et e st e st e s et e e s saseessaseesasaeesasaessbeesanbesssnseessreeesanseesrees 81
SUBTOULINE MODBAK ...ttt et e et e s e et e s st e e s eabessateeesaeeesabesebeessabesseseessaees 58
SUBTOULINE MODULE ... .ottt ettt e e et e e s s ta e s st e e s et e s s enb e s s saaeesabbessaneeesarens 89
Subroutine MOLEFRAC(NUM ,PRESSI,Y 1) ...ccvieiieirieeniee sttt sttt 58
SUBIOULINE IMIOLSIEV ...ttt ettt et st s st et s b e s sbessbe s sbessbeasbessbessneesneesannsnteens 89
SUBIOULINE MOV ALL ..ottt st ettt be s s b s s et e s sbessbessaesssbesbessbessnbesneesrenans 11
SUDTOULINE MOV EIT ..ttt ettt st e s et e et e ssvee s sb e e s st e s seaseessrseesasseesasseesareeasabesssaseessanes 11
SUBTOULINE MOV LAB ...ttt ettt e et e e e ae e e s ae e s sabeesesteesbeessabenessaessaseessnbensans 11
SUBFOULINE MOV INOTE ...ttt et st e e st e s s e e s st e e s et e s s saaeessbeessneessareas 11
SUDBTOULINE IMSPLT ..ttt ettt s s e e s b e e s s be e s sab e e s s st e s sasbessbeessbesssabeesssbeesanbessanes 0
Subroutine MVBITS (ISORC, ISTRTL, ILEN, IDEST, ISTRT2) ....ccceeeeirisesereeeeese e 30
SUBIOULINE NODE ...ttt st et e st e s s be s sbessbessbessbessntesbeesbessnbesaneesbenans 90
SUDTOULINE NOTE ... ittt ettt ettt e et et e s et e s et e s s seaeeesabetesassessaseessabeeesasseesaseessabeessaseeesareeen 12
SUDTOULINE O2N 2.ttt sttt et e e st e et sseaeessaaeesabesesaseesebesesstessseessasessasesssrsessbesssntessares 20
SUDTOULINE OPS0 ...ttt ettt e et s st e e s te e s s aaee s s st e e sesaessbaessbessssesssabeesssbessasensssbeessasenssnns 67
SUDTOULINE OPSL ...ttt sttt st s e e s aae e s st e e s btessbaessabesssabeessabeesssbessasensssbenssasenssnns 67
SUDIOULINE OPS2 ...ttt ettt ettt ettt st e s bt e s be s s at s st e e bt esbessatesabeesbessaeesnesenbessbeesressntens 67
SUBIOULINE OPS3 ...ttt st ettt e st st s s be e s bessaes st e e be s sbessaeesaseesbessbessnneenbessreesrensnrens 67
SUDTOULINE OPSA ...ttt ettt e et e s et et e s ete e s seaeessbeesaseesasaeesabeeesasseesaseessbessassesssseeesasenesns 67
SUDTOULINE OPSE ...ttt ettt e et e s te e s s ae e s sabessesaesssaessabeessssessseesssbessassessssenssasenesnns 68
SUDTOULINE OPSE ...t sttt e sttt s st e e e s te e s saae e s sabessesaessbaessbesssseessabeesssbessasensssbeessasenssnns 68
S0 o (010 1 (T O =y 68, 90
Subroutine PASSIVE(NSTM,NSI,NSO) ......ccccoiiiiiiieiie sttt sseee e se e sse e snesneeem 58
SUBFOUEINE PDEL (NS) ....cueeueiteetistesiesiereee et steseee e sse s sre e e e sse s tesaesee e esessessesaessensenensessessensenes 58
SUDBTOULINE PIPE ...ttt ettt ettt e e st e s et e e s e ba e e sabe e e saseessabeesasbessaaseesaseeesaseeesneessreesanen 20
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Subroutine PIPEDP(NSTM,NSI,NSO,XL,D) ...cceeotririerieieeeestesesieseenessessesieseesseseessessessesseseenens 80
Subroutine PLTDATA(NUM,PLD_ERR) ........ovuumeeereeieeeesesisesiesssssssesssssssssssssssonsssssssssssssssnen 43
Subroutine PLTFILE(IA,PLF_ERR) .....cuooiieiieeceree ettt st 43
SUBIOULINE POINTCON ...ttt ettt s s te e s et e s s e bt e s s s be e s sbe e s sabeessabeesesbesssaessebenssaen 58
SUDIOULINE PREPRO ......cotiicee ettt sttt sttt tesae s b e s saessaessabe s sbasssessabsssbesssessrenan 59, 74
SUDIOULINE PREMVAST ...ttt sttt sttt et st st saaesbe s sae s s aessbes s bessbessabessaessabessaessnseesrn 91
SUDIOULINE PRINTSS.....cc ettt ettt ettt st s hee st sb s s te s sbe s sab e s sbessatessbeseneessbessasesabessabessessan 41
Subrouting PROPS(NE,NS,NC) ......ccccviirrieieieeeseseseseeeste e seesaesaeese e stes e s saesessesseseessssessenses 81
SUBTOULINE PSEUDOQ ...ttt ettt ettt e s st e s et e s s e e e e s saae e s sbessneessabeessbensssnessanns 39
Subrouting PSPEC(NSTR,PRESS) ........ccitiiiirierieieiesie ettt s sbe b s e s e se e snens 80
0 (o (010 (11N o Y, ] TR 26
SUBIOULINE PULLST X ..ttt ettt ettt st st s b s b s saeesate e sbessaessaesssbessbessaesenbessressnessnbeens 59
SUBMOULINE PUMP ...ttt ettt sttt s s s e st e s sbessbeesate e sbessbessressabesressrenan 91
SUDTOULINE PUSHST X ..ottt ettt tee st e s et s svee s sttt s stessesaessabeesasseesseesaseseaaseesaseessareesareessanes 59
SUBTOULINE PWV SUM ...ttt ettt ettt et e et e st e et e e s aa e e s ebe e e sbe e s saanessabeessntesssnenas 41
Subroutine QEXCHG(1Q,FAE,GCONV,GCOND,TRAD, TCONV, TCOND)......cccocvrvrrrrerernenes 59
SUBTOULTINE RACK ...ttt ettt et e e bt e s bt e s s b e e e ea b e s e sbbe e s sbbeesasbessabbessabeessbesssnneessareas 91
SUBIOULINE RAD ...ttt ettt ettt e e e st e e b e s st e e be s s et e e sbessaesesbessaaeesbessateesbessabessressaean 91
Subroutine RANDIN(ILOCK,IUNIT,IREC,JANWD) ....cccoviiiirreenere e esiereeesee e seeseeeenenem 26
SUBFOUtINE RBIVAR(X,Y JA,Z) .ottt st sttt te e et st stesaenaesessessessensenseneennasens 59
Subroutine RBY TE (IBYTE, IVAL, TARY )ittt s 31
Subroutine READAL (ICOM, ICOLL, ICOLH, IWORDS, IDATA, IERR)......cccecevvrrervrieennns 31
SUbroutine REDRAW (JFLAG)......ciiiieeiieisieie sttt st st sttt st s et et nessens 12
SUbroutine RESETL (IREC) ....ecuviiiieicise ettt sttt st sne st saesaennenennan 19
Subroutine RESTOR (IRECL,IRECH) .......ccioi it e st sae e ene s sees 31
SUBIFOULINE RETRIEVE ... ettt ettt ettt e s et e e e ae e s sae e s st e e saateesasaeesabenesaseeesreesabeesans 61
SUBFOUEINE RINTER(Y A, X)) ettt sttt sttt se et e e enesbesbesee e eneenesaees 59
SUBTOULINE RINSS.....c.ceeeee ettt e e s st e e s et e s s eba e s st e e s et e s s saeeessabeessbessabeessabesssnbesssannas 12
S0 o (010 (101 2 (O 91
SUBIOULINE ROTATE ...ttt st st st st e st e et e e b e e sbessbeesbessbessbessbessressnessnnssnesans 12
Subroutine RTSEMCIR (IRAD, IX, IY, IOFF, IROT)....cccviierereeeeeseseseeeeesese s seeseseeseene e 16
SUDTOULINE SA B AT .ottt ettt e ettt e ettt e sttt s st e saabeesasseesabeeeaasetesaseessbeesabessasesssaseesasseesanreesarees 92
SUBIOULINE SAVE ... .ottt ettt ettt e st s e st e e sbeeeaaeesbessnseesbessnteenseesateesseesnseem 8,27
SUbroUting SAVEAS(NAME) ...ttt et b e 8, 60
SUDTOULINE SAWVD ...ttt sttt s s e s b e e s ba e s st e e s be e s esbe s sabeessabessabesssrbeesabanssntessabeas 92
Subroutine SBY TE (IBYTE, IVAL, TARY) ettt sttt 31
SUBFOULINE SCALE(IST) eeveiteiieeeeee st stes e ettt st en et enae e eneesensesneseeneenenns 60
Subroutine SCALER(ISTRM,NSTRM,DESFLW,ALWFLOW) ....ccccovieiirreeerere e 60
SUbrouting SCREDT(IEDIT) ...oivciiieirieisteiestesestesee et tesestesaetesaesesae e sae e stesestesestessssessssessssessnsensn 27
Subroutine SEMIRECT (IH,IW,IX,1Y JROT) c.ceveieieieiesieesiee sttt 16
Subroutine SEQUENCE(NAME) .....c.ciuiiiiirieisieiniseneseestee sttt ssssessesessesessnses 39
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